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EXTEND ICE & WATER SHIELD 3-0" FROM
EDGE OF ROOF & INTERSECTION
W/EXTERIOR WALLS. SYNTHETIC
UNDERLAYMENT ON REMAINDER, TYP.

2xBLOCKING AS INSUL. STOP.

30-YEAR ARCHITECTURAL GRADE
ASPHALT SHINGLES WARRANTEED FOR
HOT ROOF APPLICATION.

ADVANTEC ZIP SYSTEM
SHEATHING

METAL DRIP EDGE

CELLULOSE INSUL. (R-49)

A

3 GWB - SEAL AS VAPOR INHIBITOR

1X3" STRAPPING TYP.

R ...;/m_%mozIm.mz%m_o\kzg%%.3@555.

R-VALUES SCHEDULE

] ASSEMBLY ~ REQURED  PROPOSED
~ ROOF 49 49/63
© FLOOR 30 34
N T A CRAWL SPACE 10 10
/4 MDO PLYWOOD @ SOFFITS Wl WALLS 20 37
BLOCKING TO SUPPORT SOFFIT ,.H | | SLAB 10 10
%* TRIM SUPPORTED BY SOLID BLOCKING L_l I - : U m w _ O Z
y‘ : — 58 FORE ST. PORTLAND, ME
www.prospectdesign.me
N T. 207 - 749 - 7400
, FINISH FLOORING
\I 94" FLOOR SHEATHING

1" RIGID INSUL, AS THERMAL BREAK—_ AJS 20's FLOOR JOISTS - SEE STRUCT FOR SPACING AND BRACING REQ.

RIM BOARD BY JOIST MANUFACT.
DENSE PACK CELLULOSE BTW JOISTS @ ALL EXTERIOR WALL INSUL.

AL L L L LTI T T T T T T T

PORTLAND, ME

MONUMENT STREET
30 MONUMENT ST

/4" RIGID INSUL. AS THERMAL wmm>x|/ﬁ

HEADER, SEE STRUCT. IA\

TAPE FLASHING OVER NALNG — | A 1 STRAPPING R
FLANGE, TYP. FLASHING TO BE g T~ NSUL R
COMPLIANT W/WINDOW |
MANUFACT. SPECS. /9% RETURNS RN B
WALL FRAMING NOTE: [ R I
FIRST FLOOR STUDS TO BE VERSA-STUD @16* B B R (&
RIGID INSUL. BTW. SOLID == _—WOODSILL 0.C. SEE STRUCTURAL FOR BLOCKING AND N
BLOCKING » \ SHEAR WALL REQUIREMENTS S
P
METAL FLASHING, TURN LP — | /=] BEARING WALL 4/ XPSINSUL. AS THERWAL SR |
B I =1 2! .
BEAND SILL & FORM END DAV . x NON-BEARING PARTITION FEK
. - TYPICAL WALL ASSEMBLY R-37 (SEE WALL FRAMING NOTE) CLOSE-CELL SPRAY FOAM . , _ _ _
EXTERIOR TO INTERIOR INSUL. BTW JOIST BAYS .
I\ _\m\ Omzmz_ﬁm%% m%mo%o SIDING W6" REVEAL _ S
PLYWOOD GUSSET PLATE, TYP. -3/4" PT RAINSCREE
_ : 7 2x6 PT SILL PLATE W/%' @ x 12 LONG HOOKED A307 ANCHOR
s ADVANTEC EXT. ZIP WALL SYSTEM SHEATHING. FASTEN W/10d RING BOLTS @ 3:0* 0.C. PLUS @ ENDS OF PLATES & @ BOTH SIDES I/ _|
SHANK NAILS @ INTERMEDIATE TYP. UNO OF CORNERS o
-2x4 DOUBLE WALL SYSTEM FILLED W/DENSE PACK INSUL. : k /! ———
/5" GWB. SEAL AS VAPOR INHIBITOR USING AIR DRYWALL APPROACH. SILL SEAL m_r%%mm JOISTS W/DENSE PACK CELLULOSE TO M
g PT PLATE H I =oU M.
| ALUM, FLASHING AS CAP, BREAK — | I
MOISTURE RESISTANT GWiB N ———— S BACKER ROD & CAULK STRAPPING TO HOLD CELLULOSE NETTING R
GARAGE UPTO 4-0* AFF. S R R J4* RIGID XPS INSUL. AS POUR STOP & THERMAL STARTER-STRIP. PROVIDE c/u
2x6 PT SILL PLATE W/%' @ x 12' LONG HOOKED ———_| <" iy BREAK INSECT SCHEEN : <P E
A307 ANCHOR BOLTS @ 3-0" O.C. PLUS @ ENDS B . == REINFORCED POLY. VAPOR BARRIER UNDER SLAB. . . A4 —
OF PLATES & @ BOTH SIDES OF o@mzmmm_l\\ i \ TURN UP FOOTING & UNDER SILL PLATE. = L, . IA Dl
SILL SEAL ] N T . o 4 —
I I < 7 . R 2 . LLl
ALUM. FLASHING AS CAP. BREAK T : > v - J
e A\ =)
STARTER-STRIP. PROVIDE S Dl (Pl @l @lw
INSECT SCREEN L~ < =
. @O @4 = 0= 0> 0> 0> 0= 0« SLOPE AWAY FROM STRUCTURE S
. ag gy Y Y & XY X AVOOMDO OSSO0y 4 o a —d
- Q [~ /) ) )
s P Q% vﬂw SO S SO SO SO SIS S GRANULAR FILL DRAINAGE PLAIN o —
= 090\l SOOI
A S CLEAN, COMPACTED, GRANULAR FILL LU
s G 2 RIGID XPS INSUL (R-10) SOUKUSUS
A
OS0S 4" CONC. SLAB ON GRADE. 3000 PSI (FIC) CONC .
SLOPE AWAY FROM STRUCTURE N v . . .
STRENGTH W/6x6 W1.4 x 1.4 WWF %' CLR, FROM TOP SOOI p < =
OF SLAB. JOINTS ¢4" WIDE BY %* DEEP) @ MAX. 1515 =
GRANULAR FILL DRAINAGE PLAIN SPACING (225 SF MAX.), TYP, SOSOSOS m
I
4 POLYETHELENE INTERIOR PERIMETER DRAIN. TIE A ”
TO VERTICAL VENT FOR RADON REMOVAL. PROVIDE SLUSLOUSUS : REVISION
ONE-WAY VALVE AND VERTICAL ACCESS CLEANOUT. g BACKER ROD & CAULK
SOOI
ZOSUOLIN /' RIGID XPS INSUL. AS POUR STOP & THERMAL BREAK
e REINFORCED POLY. VAPOR BARRIER UNDER SLAB.
CONT. 4' EXTERIOR POLYETHELENE DRAIN TILE. TURN UP FOOTING & UNDER SILL PLATE.
DRAIN TO DAYLIGHT. SURROUND W/CRUSHED o
STONE WRAPPED IN GEOTEXTILE FABRIC. : ] Z A
> / . o 4 DRAWN BY: BB
CONT. 0-10" x 1-8' FOOTING, SEE STRUCTURAL . DATE:
PIL Qctober 17,2014
REBAR - SEE STRUCTURAL DUD! @K&L P @K&
CONT. 4" EXTERIOR POLYETHELENE DRAIN TILE. ISNVISIS Mmﬁﬂv@lﬂv SOSOTOS
DRAIN TO DAYLIGHT. SURROUND W/CRUSHED PRESUMPTIVE SOIL BEARING PRESSURE S&S S&S VD\IKIVD\!KKIE\IY
STONE WRAPPED IN GEOTEXTILE FABRIC.
Om%m_mm__%m_mmmog PSFTOBE Y X Z /IoE/z COMPACTED, GRANULAR FILL
Pl 2" RIGID XPS INSUL. (-10)
UNDISTURBED OR COMPACTED SOIL a5 %
4' CONC. SLAB ON GRADE. 3000 PSI (FC) CONC.
JFOFOZ STRENGTH W/6x6 W1.4 x 1.4 WWF %" CLR. FROM TOP
OF SLAB. JOINTS /4" WIDE BY %" DEEP) @ MAX. 15%15'
SPACING (225 SF MAX.), TYP,
] TYPICAL WALL SECTION, SLAB DETAIL 4" POLYETHELENE INTERIOR PERIMETER DRAIN. TIE -
T1/2 = 150" TO VERTICAL VENT FOR RADON REMOVAL. PROVIDE
o Y YPICAL CRAWL SPACE WALL ONE-WAY VALVE AND VERTICAL ACCESS CLEANOUT.
112" =1-0"

REBAR - SEE STRUCTURAL



