
TYPICAL DECK PIER


A

3/4"=1'-0 SECTION S2.1


4'
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IN
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6"
 M
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.


PIER PER PLAN


ABUZ POST BASE W/

5/8"Ø GALV THREADED

ROD EPOXY SET MIN. 6"

INTO PIER


POST PER PLAN


BIGFOOT FOOTING,

SEE PLAN


(3) #4 VERTS


HANGER; SEE PLAN -TYP.


LVL RIDGE BEAM PER PLAN 

ROOF FRAMING, SEE PLAN


WATERPROOFING AND

FLASHING PER ARCH -TYP.


5/8" ROOF SHEATHING -TYP.


(E) ROOF FRAMING AND

SHEATHING TO REMAIN


3/4"=1'-0
S2.1 
F


SECTION 

2x BLOCKING @ RAFTER

BEARING -TYP. UNO


CONT. 2x SUBFASCIA -TYP.


LVL HDR, SEE PLAN


7/16" WALL SHEATHING

-TYP. SEE GENERAL NOTES


OPENING PER ARCH -TYP.


H2.5a -TYP. @ RAFTER BRG.


2x BLOCKING @ RAFTER

BEARING -TYP. UNO


CONT. 2x SUBFASCIA -TYP.


LVL HDR, SEE PLAN


7/16" WALL SHEATHING

-TYP. SEE GENERAL NOTES


OPENING PER ARCH -TYP.


H2.5a -TYP. @ RAFTER BRG.


2x6 @ 16" O.C. BRG. WALL

ABOVE -TYP.


3/4" SHEATHING @ LOW ROOF


FINISH PER ARCH -TYP.


(E) FLOOR FRAMING AND

SHEATHING TO REMAIN


TRIM (E) FLOOR FRAMING AS

NEEDED FOR (N) FLUSH TOP

BEAM. HANGERS PER PLAN


WATERPROOFING AND

FLASHING PER ARCH -TYP.


7/16" WALL SHEATHING. SEE

GENERAL NOTES FOR NAILING

REQUIREMENTS AND OTHER

INFORMATION -TYP.


LVL BEAM PER PLAN.

SHORING OF (E) FLOOR

FRAMING BY GC.


2x LEDGER W/ (3) 1/4"Ø x 6"

TIMBERLOKS @ 16" O.C.


CEILING PER ARCH


3/4"=1'-0 S2.1

E


SECTION 

3/4" SHEATHING BELOW DECK


CEILING PER ARCH


DECKING PER ARCH -TYP.


PT 2x SLEEPERS @ 16" O.C. USE @

12" O.C. IF COMPOSITE DECKING

IS USED


GALV HSS RAILING POSTS W/ 3/8"

GALV PL W/ (4) 1/4"Ø TIMBERLOKS

INTO SOLID FRAMING BELOW -TYP.


BEAM PER PLAN.


(E) FLOOR FRAMING TO REMAIN 

(N) 3/4" FLOOR SHEATHING

EXTENDS ONTO (E) FRAMING


2x CONT. RIM -TYP.


2x LEDGER W/ TIMBERLOKS, SEE PLAN


2x BLOCKING BELOW

WALL/DOOR ABOVE


LVL BEAM, SEE PLAN


HANGERS PER PLAN -TYP.


(N) FLOOR FRAMING,

SEE PLAN


3/4"=1'-0 S2.1

D


SECTION 

2x6 @ 16" O.C. BRG. WALL

ABOVE -TYP.


FINISH PER ARCH -TYP.


(E) FLOOR FRAMING AND

SHEATHING TO REMAIN


LSCZ CONNECTOR

TO BEAM -TYP.


P.T. 2x12 STRINGER


C

3/4"=1'-0
SECTION S2.1 

HANGER PER PLAN


POST PER PLAN


(4) 5/8" GALV.

CARRIAGE BOLTS


NOTCH POST FOR

FIRST PLY OF BEAM


DECKING PER ARCH.


CONTINUOUS POST POST ABOVE AND BELOW


CUT POST

MID-HEIGHT

OF BEAM


BEAM PER PLAN


2"
 -
T
Y
P
.


5 1/2"

MIN.


WATERPROOFING/

FLASHING PER

ARCH -TYP.


3/4"=1'-0
S2.1

B


SECTION 

TYPICAL DECK BEAM ATTACHMENT


PT BEAM PER PLAN


LVL BEAM PER PLAN


7/16" WALL SHEATHING

-TYP. SEE GENERAL NOTES
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