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WINOOW NOTES:
CCONTRACTOR SHALL VERIFY ALL WINDOW OPENINGS AND EGRESS REQUIREMENTS
BEFORE ORDERING

YOWS SHALL BE LOW E, ARGON FILLED INSULATING GLASS.
JOWS TO HAVE A UFACTOR RATING OF 0.30 OR BETTER.
NV GRILLES SHALL BE SIMULATED DIVIDED LITE.

ING SHALL CONFORM TO IRC 2009 R308
GLAZING WITH SILL HTS LESS THAN 18'TO BE .
GLAZING 24" OR CLOSER TO DOORS SHALL BE TEMPERED.

Unit 1 Evap 1
Unit 1 Evap 2

SHALL CONFORM TO R312. W FALL PROTECTION
SILLHTSLESS THAN 24° AND MORE THAN 72* ABOVE GRADE TO
HAVE OPENING UMITERS TO RESTRICT OPENING TO 4%,

Unit 1 Cond 1
Unit 2 Cond 1
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R310 EMERGENCY ESCAPE AND RESCUE OPENINGS @
SLEEPING ROOMS SHALL HAVE AT LEAST ONE EGRESS WINDO! ASLLHTOF
INOTMORE THAN 44", UM CLEAR OPENING HEIGHT OF 24* AND A MNIMUM
CLEAR OPENING WIDTH OF 20*

Unit 1 Evap 3
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