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A

FABCO DOWNSPOUT FILTER UNIT DETAIL

N.T.S.


AS OBTAINED FROM THE CITY OF PORTLAND "TECHNICAL MANUAL"


6" CRUSHED STONE OVER


COMPACTED SUBGRADE, TYP.


B 
9'-0" TRANSFORMER PAD 
N.T.S. 

NOTES:


1. CONCRETE MINIMUM COMPRESSIVE STRENGTH 4,000 PSI @ 28 DAYS WITH STEEL REINFORCEMENT.


2. AS PER CENTRAL MAINE POWER COMPANY SPECIFICATIONS.


3. ONE 8" x 24" KNOCKOUT PROVIDED EACH WALL.


4. FOR 750 - 5000 KVA THREE PHASE TRANSFORMER.


5. FINISH GRADE SHALL BE GRADED TO ALLOW SURFACE WATER TO FLOW AWAY FROM THE PAD.


16" X 24" X 1

4" GALV.


STEEL PLATE (BY CMP) 

PLAN VIEW 

ANGLE CLIPS


4 X 4 X 1

4"


(TYP. 2 WALLS)


THREADED


INSERT 3

4"


#LCB-14


SECTION VIEW
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1" CHAMFER
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C 
GREASE TRAP

N.T.S.


D 
CMP PRECAST CONCRETE 38Y MANHOLE

N.T.S.
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