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LENGTH VARIES - SEE PLAN

BRICKS TO BE USED:

NEW CONSTRUCTION:

4"x8" PINE HALL PATHWAY PAVER
BRICK; MFG. BY PINE HALL BRICK
CO., MADISON, NORTH CAROLINA.

LACHANCE ITEM # 193623, PINE

HALL PATHWAY PAVER BRICK.

REPAIR /MAINTENANCE TO EXISTING
BRICK SIDEWALKS: VERMONT PAVER;
SUPPLIED BY GAGNE AND SONS.

12" AGGREGATE BASE COURSE, TYPE "B” GRAVEL

©

NOTES:

ALL RAMPS SHALL COMPLY WITH
ADA STANDARDS.

LANDING AREA MAY BE REQUIRED

BASED ON SIDEWALK DIMENSIONS. —SIDEWALK——  ESPLANADE

OR SIDEWALK
GRANITE CURB ADJACENT TO LANDING
SHALL BE FLUSH WITH STREET. Nan

y
SIDEWALK MATERIAL PER 3 P
CITY SIDEWALK MATERIAL POLICY. /
&

FLARED SECTIONS SHOULD MATCH \‘OQO
THE SURFACE MATERIAL USED FOR

FLARE

THE SIDEWALK CONSTRUCTION.
LANDING RAMP

FLARE MINIMUM:
4’—0" — SIDEWALK WITH ESPLANADE MAX
7'—0" — SIDEWALK ONLY

5-0"
(MIN.)

N &
LANDING 5 /
SIDEWALK
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ESPLANADE 08 5}/
OR SIDEWALK |/ =& S /
v DETECTABLE
WARNING AREA o
‘ FLARE FLARE/-"/))/

GRANITE TERMINAL/ \FLUSH GRANITE CURB
CURB (TYP.)

PREFERRED SIDEWALK RAMP AT INTERSECTION

N.T.S.

AS OBTAINED FROM THE CITY OF PORTLAND "TECHNICAL MANUAL"

Stantec

482 Payne Road Scarborough Court
Scarborough, Maine 04074-8929

Tel.  207.883.3355

www stantec.com

Copyright Reserved

The Contractor shall verify and be responsible for all dimensions. DO
NOT scale the drawing - any errors or omissions shall be reported to
Stantec without delay.

The Copyrights to all designs and drawings are the property of
Stantec. Reproduction or use for any purpose other than that
authorized by Stantec is forbidden.

Consultants
ARCHITECT
ARCHETYPE

LANDSCAPE ARCHITECT
MOHR & SEREDIN

SURVEYOR
OWEN HASKELL

SPECIFICATION NUMBER: 2" BITUMINOUS PAVEMENT, GRADING "B” (19 mm)
‘2 “VERMONT BACKER BRICK?”,
a g ITEM NUMBER # VBBB
55% 1” DRY SAND—CEMENT MIX (6:1) FOR BASE
oo BORDER COURSES OF
< a BRICK SET IN CEMENT CLEAN SAND SWEPT INTO JOINTS
b E MORTAR OR USE
2 S APPROVED EDGE RAIL. Y
] 12
L) 2 o
/ '7"'\7{:_:
x v BITUMINOUS
© ———— Q@L?E:M“ ”
A - \ s j‘] LIP
24" WIDE SOLID WHITE LINE FINISHED STREET GRADE
- WIDTH VARIES o
@ N.T.S. @ N.T.S.
NOTE:
MATCH GRADE OF EXISTING DRIVEWAY
AT R. O. W. LINE, EXCEPT WHEN
DIRECTED OTHERWISE BY CITY ENGINEER. BRICKS TO BE USED:
NEW CONSTRUCTION:
4”"x8” PINE HALL PATHWAY PAVER
42" SUBBASE MDOT TYPE D GRAVEL ?;?CK,\Z A“STS%NBYN(F)"'?NTE{ %Q%OBE'EK
WITHIN 5' OF ANY DOOR OPENING, TYP. LAGHANCE ITEM # 193623, PINE
10” AGGREGATE BASE COURSE, TYPE "B” GRAVEL HALL PATHWAY PAVER BRICK.
RIGHT OF WAY REPAIR /MAINTENANCE TO EXISTING
4" LOAM, SEED, " BRICK SIDEWALKS: VERMONT PAVER:
2" HOT BITUMINOUS PAVEMENT, BRICK SIDEWALKS: ;
— e —_— [ — AND MULCH AS (19 mm) SUPPLIED BY GAGNE AND SONS.
el CLEAN SAND SWEPT INTO JOINTS SPECIFICATION NUMBER:
) “VERMONT BACKER BRICK”,
1" DRY SAND—CEMENT MIX (6:1) FOR BASE ITEM NUMBER # VBBB
SIDEWALK BITUMINOUS, BRICK OR SIDEWALK BRICKS LAID FLAT
CONCRETE DRIVEWAY _ 2* LoBM. SEED
RAMP APRON RAMP 6" & MULCH
—— ——————— | ——— 2
2% MAX ™ 6| a— 7" REVEAL
1’ BITUMINOUS STRIP FOR A A & SLOPE r
ESPLANADE \ BRICK AND CONGRETE APRONS zza7707007777.87 Az 0272207y, e
! ESPLANADE
/ \
1 ]
2" FLARE ? FINISHED STREET GRADE
6" MINIMUM (TYP.) 6" MINIMUM
~_GRANITE CURB | VARIES | _GRANITE CURB GRANITE CURB
TP DOWN " TP DOWN

DRIVEWAY APRON LAYOUT

NOT TO SCALE

DRIVEWAY APRON LAYOUT

N.T.S.

WIDTH

VARIES

— L BORDER BRICK COURSE SET IN WET CEMENT

5" MINIMUM

MORTAR, OR USE APPROVED EDGE RAIL (TYP.)

@ BRICK SIDEWALK WITH BITUMINOUS BASE

AS OBTAINED FROM THE CITY OF PORTLAND "TECHNICAL MANUAL"

Product
Capacity

Materials

E—'

Finishes

Installation
Methods

Q

Space Use and
Sethacks
el

Daro Downtown Rack
As manufactured by Dero Blke Racks

2 Blkes

2" 2" x3N6" b

An after fabrication hot dipped gahanized finish s standard
250TGIC powder coat colors, 3 thermoplastic coating and
astanless steal option are dso avallable.

Our powder coat finlsh assures a high level of adhesion
and durzbllity by following these steps:

1. sandblast

2. Iron phosphata pratreatment

3. Epaxy primer electrostatically applied

4, Final thick TGIC polyester powder coat

Stainless Steal: 204 grade stalnkss steal material finshed
In either a high pelished shine or 3 satin finkh.

A& rubbsary PVC DIp Is ako avallable

In ground mount Is embeddad Into conadete base. Spectfy
In graund mount for this option.

Foot Mount has two 2.5 "%6x.25 " feet with two anchors
per foot. Spactfy foot mount for this optlion.

Rall mounted Downtawn Racks are bolted to two
parallel ralks which can be left freestanding or anchored
to the ground. Ralk are heavy duty 3"x1.4"3016" thick
gakvantzed mourting raik. Spacfy rall mount for this option.

wall Sethacks:

For racks set paralkl to awall:
Mnimum: 24"
Recommendead: 36”

For racks set perpendicular to a wall:
Mnimum” 28"
Recommendead: 42"

Distance Between Racks:
Mrimum: 24"
Recommendad: 267

Street Sethacks:
Mrimum: 24"
Recommended: 36”

[ — = e BIKE RACKS ( F wwwderecom FE 1-pos-100-4a

BICYCLE RACK SPECIFICATION

- DOWNTOWN RACK

N.T.S.

6’ MIN. TERMINAL CURB

A

(77 AT SIDEWALK RAMPS)

— 1” CURB REVEAL
AT DRIVEWAY

L GUTTER LINE

T*GUTTER LINE AT DRIVEWAY

4” X 8 1/2” FILTER FABRIC (TYP.)
FOR ALL GRANITE CURB INSTALLATION

BACK OF CURB —\

4” X 8 1/2" FILTER FABRIC (TYP.)
FOR ALL GRANITE CURB INSTALLATION

TERMINAL CURB PROFILE

| VERTICAL CURB TYPE 1 STRAIGHT (TYP.)

1/4"+ TO 1/8" MAX. JOINT—

LENGTH

VARIES, 4’ MIN.

|

ESPLANADE AND OR SIDEWALK —;

VERTICAL GRANITE CURB PLAN VIEW

— ] 5”_‘_

HOT MIX ASPHALT PAVEMENT, DEPTH TO MATCH
GREATER OF EXISTING PAVEMENT DEPTH OR
STANDARDS FOR CORRESPONDING STREET
CLASSIFICATION

SAWCUT EXISTING PAVEMENT

L AGG. BASE CRUSHED GRAVEL, TYPE "B”

@ VERTICAL GRANITE CURB INSTALLATION IN EXIST. STREETS

N.T.S.

AS OBTAINED FROM THE CITY OF PORTLAND "TECHNICAL MANUAL"

®

NOTES:

1. ALL DETECTABLE WARNING PLATES SHALL BE UNCOATED
CAST IRON. FOLLOW MANUFACTURER’S INSTRUCTIONS FOR
INSTALLATION.

2. CAST IN PLACE CONCRETE SHALL MEET SPECIFICATIONS FOR
MDOT CLASS A STRUCTURAL CONCRETE, MINIMUM
COMPRESSIVE STRENGTH 4,000 PSI. THE EXPOSED
CONCRETE BORDER SHALL RECEIVE A UNIFORM BROOM FINISF
PERPENDICULAR TO THE FLOW OF PEDESTRIAN TRAFFIC.

3. TRUNCATED DOMES SHALL BE ALIGNED IN ROWS, PARALLEL
AND PERPENDICULAR TO THE PREDOMINANT DIRECTION OF
TRAVEL. TRUNCATED DOME BRICKS AND GRANITE PAVERS
ARE NOT ALLOWED.

4. SIZE: THE DETECTABLE WARNING PLATES SHALL EXTEND 24
INCHES MINIMUM IN THE DIRECTION OF TRAVEL AND THE
FULL WIDTH OF THE CURB RAMP, LANDING, OR BLENDED
TRANSITION TO THE STREET.

5. ORIENTATION: THE DETECTABLE WARNING PANEL SHALL BE
LOCATED SO THAT THE EDGE NEAREST THE CURB LINE IS 6
INCHES MINIMUM AND 8 INCHES MAXIMUM FROM THE CURB
LINE. THE PANEL SHALL BE ORIENTED TO THE DIRECTION
OF TRAVEL AS IDENTIFIED BY THE POINT OF EGRESS.
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SIDEWALK RAMP DETECTABLE WARNING PANEL

N.T.S.

AS OBTAINED FROM THE CITY OF PORTLAND "TECHNICAL MANUAL"

Reviewed for Code Compliance
Inspections Division
Approved with Conditions
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Client/Project
0 HANCOCK STREET LLC

THAMES STREET SITE
PORTLAND, MAINE

Title
LANDSCAPE, SITE AND SIDEWALK

DETAILS

Project No. Scale
195350450 N.T.S.
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