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19'-6" (Nominal Height)

15' (Pole Height)

Specifications

GENERAL DESCRIPTION

The lighting post shall be all steel, one or two piece construction,
consisting of a tapered shaft welded to a steel anchor base. The post
shall be provided with (1) OUC roadway arm, 45" from post center to
luminaire center, (1) Boston Harbour QSM leveling fitter, and (1)
Cambridge style @17"clamshell base.

MATERIAL

The shaft shall conform to ASTM A595 Grade-A and is supplied in
.1196" thickness. The anchor base is fabricated from structural quality
hot rolled carbon steel plate conforming to ASTM A36. The base plate
telescopes the pole shaft and is circumferentially welded top and
bottom.

DIMENSIONS

The post shall be 15'-0" in height with a 10" square base. An integral
23.5"x8" tenon will be provided for arm mounting.

WIRE ACCESS

A reinforcing handhole rim is provided on the post and is made of a

rectangular shaped tubing material. It is provided with one or two steel
attachment bars, steel cover, and one or two round head machine
screw. The handhole is welded in the post shaft and is located above
the base.

INSTALLATION

The post shall use four L-type anchor bolts (anchor bolts by others) .
Anchor bolts shall be installed on a @9" bolt circle.

FINISH

The pole assembly shall have a standard Holophane black finish.
LUMINAIRE DESCRIPTION

- Esplanade Utility LED

- 110W System, 4K CCT, Auto-Sensing Voltage (120-277)

- Black finish, Asymmetric Teardrop Type Glass

- Quick Lock Stem Mount, Shorting Cap, Extended Life Driver

- NEMA Twistlock Photocontrol Receptacle

For complete standard specifications, please see LUM_ESL.
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Catalog #'s:

RFD108969

Pole: DS210590AU617A
Clamshell Base: CM17CSBU617A
Roadway Arm: OUC45/1CABKH
STANDARD MATERIAL

Fixture: ESL1104KASB4SPSCREL
Fitter: BHDF13200BK
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THIS DRAWING, WHEN APPROVED, SHALL BECOME THE COMPLETE SPECIFICATION FOR THE MATERIAL TO BE FURNISHED BY HOLOPHANE ON THE ORDER NOTED ABOVE. A UNIT OF SIMILAR DESIGN MAY BE SUPPLIED, BUT ONLY AFTER APPROVAL BY THE
CUSTOMER IN WRITING. ON POLE ORDERS AN ANCHOR BOLT TEMPLATE PRINT WILL BE SUPPLIED WITH EACH ANCHOR BOLT ORDER TO MATCH THE POLE PROVIDED. THIS PRINT IS THE PROPERTY OF HOLOPHANE AND IS LOANED SUBJECT TO RETURN UPON
DEMAND AND UPON EXPRESS CONDITION THAT IT WILL NOT BE USED DIRECTLY OR INDIRECTLY IN ANY WAY DETRIMENTAL TO OUR INTERESTS, AND ONLY IN CONNECTION WITH MATERIAL FURNISHED BY HOLOPHANE.
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LIGHTING POLE
Valmant. model TEQ4-30305T4—Ek
Tapered stésl pole shaft roted for a S0mph
wind load with a 1,3 gust factor, Provide
four hot—dipped galvanized steal L—type
ancher bolts,
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