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URB LINE

1% inches wide [twp.)
- )

— & inches wide (typ.)
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LIMIT OF EXCAVATION WITHIN TWO |5
(2) FEET OF EDGE OF PAVEMENT |m
REQUIRES EXTENSION OF =
| PAVEMENT REPAIR TO EDGE. o

B SPERMAMNENT PAVEMENT
N AFTER FREEZE/THAW CYOLE, GRIND
X TEMPORARY REPAIR AREA PLUS SIX (8)
\ INCHES BEYOND IN ALL DIRECTIONS;
\\, MINIMUM OF OME AMD OME—HALF
N {1&1/2) INCH DEPTH. OVERLAY IN
\, ACCORDANCE WITH CITY RECULATIONS. (TYP.)

\_TEMPORARY PAVEMENT

PLACED ON WELL COMPACTED BASE
ISTING AND NEW MATERIAL
EXTENDS TWELVE (12} INCHES BEYOMND
EXCAVATION. (TYP.)

PLAN VIEW OF MINOR EXCAVATION PAVEMENT REPAIR

A

AS OBTAINED FROM THE CITY OF PORTLAND "RULES AND REGULATIONS
FOR EXCAVATION ACTIVITIES IN THE PUBLIC RIGHT OF WAY"

©

HOT BITUMINOUS CONCRETE SURFACE PAVEMENT,
/ 9.5mm (PUBLIC ROW 2"; PRIVATE 1")

1l

HOT BITUMINOUS CONCRETE BINDER PAVEMENT,

19.0mm (PUBLIC ROW 3"; PRIVATE 2")
~~— 3" BASE GRAVEL, MDOT 703.06 TYPE A (2" MINUS)

) (PUBLIC ROW AND PRIVATE)

~~———SUBBASE GRAVEL, MDOT 703.06, TYPE D (4" MINUS)
(PUBLIC ROW 18"; PRIVATE 15")

NOTES:

COMPACTED SUBGRADE (GRIND BORROW -
MDOT 703.20, WHERE UNSUITABLE SOIL IS
ENCOUNTERED)

1. APPLY TACK COAT BETWEEN BINDER AND SURFACE COURSES.

2. ALL MATERIALS SHALL CONFORM TO MDOT SPECIFICATIONS, LATEST REVISION
AND/OR CITY OF PORTLAND TECHNICAL STANDARD, WHICHEVER IS MORE
STRINGENT. COMPACTION OF ALL MATERIALS TO BE IN ACCORDANCE WITH THE
SPECIFICATIONS AND THE GEOTECHNICAL REPORT.

BITUMINOUS CONCRETE PAVEMENT SECTION

N.T.S.

6'-0" MAX. SPACING*

\ SEDIMENTATION

B B

f |

/ PROVIDE STEEL COUPLER

NOTE:

BOTTOM OF SILT
FENCE MUST BE
TOED INTO GROUND

— >

*NOTE:

ELEVATION VIEW

THE SILT FENCE SHOULD HAVE A MAXIMUM STAKING DISTANCE OF 6', UNLESS
THE FENCE IS SUPPORTED BY WIRE FENCE REINFORCEMENT, A MAXIMUM 14 7]
GAUGE AND WITH A MINIMUM MESH SPACING OF 6".
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FABRIC\

WOOD

POSTS

SECTION B-B

@ SILTATION FENCE DETAIL
N.T.S.

WOOD —
POST

EXISTING
GROUND \

CONTROL ] OR NO PAYMENT
FABRIC © <— SHALL BE MADE. SEE
AN
EROSION CONTROL
—~—— WOOD POST P LAN(S) FOR SILT

(TYPICAL) FENCE LOCATION(S).
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SECTION A-A
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Scarborough, Maine 04074-8929
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The Contractor shall verify and be responsible for all dimensions. DO
NOT scale the drawing - any errors or omissions shall be reported to
Stantec without delay.

The Copyrights to all designs and drawings are the property of
Stantec. Reproduction or use for any purpose other than that
authorized by Stantec is forbidden.
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: PERMANENT PAVEMENT

[ AFTER FREEZE/THAW CYCLE, GRIND
/ TEMPORARY REPAIR AREA PLUS SIX (6)
/ INCHES BEYOND IN ALL DIRECTIONS;
/ MINIMUM OF ONE AMD ONE—HALF
(161 /2) INCH DEFTH. OVERLAY IN
p ACCORDAMCE WITH CITY REGULATIONS. (TYR.)
TEMPORARY PAVEMENT
PLACED ON WELL COMPACTED BASE
/ [ OF EXISTING AND NEW MATERIAL.
/  EXTENDS TWELVE (12) INCHES BEYOND
J / EXCAVATION. (TvP.)

~—12 inches wide (typ.)
i1~ _— 6 inches wide (typ.)

PLAN VIEW OF MINOR EXCAVATION PAVEMENT REPAIR

B

AS OBTAINED FROM THE CITY OF PORTLAND "RULES AND REGULATIONS
FOR EXCAVATION ACTIVITIES IN THE PUBLIC RIGHT OF WAY"

®

HOT BITUMINOUS SURFACE
PAVEMENT

HOT BITUMINOUS BINDER
PAVEMENT

SEE TYPICAL PAVEMENT
SECTION DETAIL

NEW BASE AND
SUBBASE COURSE

10" 1-0" EXISTING BITUMINOUS

6" PAVEMENT

GRIND PAVEMENT 1" FOR BUTT JOINT

EXISTING BASE AND SUBBASE COURSE

SAWCUT EXISTING PAVEMENT BACK —
1'-0" AND APPLY BITUMINOUS TACK
COAT PRIOR TO PLACEMENT OF NEW
BITUMINOUS PAVEMENT

PAVEMENT SAWCUT DETAIL

N.T.S.

©

42.0°

{181 /2) INCH DEPTH. QVERLAY IN
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PERMANENT PAVEMENT e nekax iy Lm)
i — B inches wide (twp.} —

AFTER FREEZE/THAW CYCLE, GRIND \ [ e i L

TEMPORARY REPAIR AREA PLUS SIX E el a

(6) INCHES BEYOND IN ALL DIRECTIONS; N e

MINIMUM OF ONE AND ONE—HALF 2]

ACCORDANCE WITH CITY REGULATIONS
(TYP.)
TEMPORARY PAVEMENT

PLACED ON WELL COMPACTED BASE N 5
CF EXISTING AND MEW MATERIAL, W
b

EXTENDS TWELVE (12) INCHES BEYOND k<
EXCAVATION. {TYP.)

curb line

12 inches wide (typ.) —.
B inches wide (typ.) —_ °
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| ' TEMPORARY PAVEMENT
1 REPAIR AREA EXPANDED

v
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DUE TC DISTANCE BETWEEN
EXCAVATION LIMITS BEING
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PLAN VIEW OF MAJOR EXCAVATION PAVEMENT REPAIR

C

AS OBTAINED FROM THE CITY OF PORTLAND "RULES AND REGULATIONS
FOR EXCAVATION ACTIVITIES IN THE PUBLIC RIGHT OF WAY"

MOUNTABLE BERM

NOTE:
CONTRACTOR SHALL ADD STONE TO OR REMOVE AND RECONSTRUCT
THE STABILIZED CONSTRUCTION ENTRANCE AS MUD/SILT MATERIAL
ACCUMULATES
50" MIN. |
EXISTING GROUND 6" MIN.— 3
Z 5
j LN\
—_— —_—— z/' L\
FILTER FABRIC/ \ 2" STONE
MIRAFI 600X OR EQUAL
SECTION VIEW
I
I
EXISTING GROUND 50" MIN. |
/ E‘:
z | 10' MIN.
= [
Q
\I
PLAN VIEW

(OPTIONAL)

EXISTING PAVEMENT

J— [
- — —
—'*.\)"_ = -
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EXISTING
/:/PAVEMENT

@ STABILIZED CONSTRUCTION ENTRANCE DETAIL
N.T.S.

1" REBAR FOR BAG

REMOVAL FROM INLET
(REBAR NOT INCLUDED)

OVERFLOW
SILT SACK

DUMP LOOPS
(REBAR NOT INCLUDED)

®

NOTE: THE SILT SACK ®

WILL BE MANUFACTURED FROM A
WOVEN POLYPROPYLENE FABRIC
THAT MEETS OR EXCEEDS THE
FOLLOWING SPECIFICATIONS:

{
G/VGT/Y
U

\

HIGH-FLOW SILT SACK ® (FOR USE IN LOW POINTS/SAGS)
(FOR AREAS OF MODERATE TO HEAVY PRECIPITATION AND RUN-OFF)

PROPERTIES TEST METHOD UNITS
GRAB TENSILE STRENGTH ASTM D-4632 265 LBS
GRAB TENSILE ELONGATION ASTM D-4632 20 %
PUNCTURE ASTM D-4833 135 LBS
MULLEN BURST ASTM D-3786 420 PSI
TRAPEZOID TEAR ASTM D-4533 45 LBS
UV RESISTANCE ASTM D-4355 90 %
APPARENT OPENING SIZE ASTM D-4751 20 US SIEVE
FLOW RATE ASTM D-4491 200 GAL/MIN/SQ FT
PERMITTIVITY ASTM D-4491 1.5 SEC -1
R CURB OPENING
\
FOAM o0 SILTSACK ®

SIZE & DIMENSIONS PER
\ MANUFACTURER'S
SPECIFICATIONS.

[ o "

EXPANSION
RESTRAINT ™

SIDE VIEW INSTALLATION DETAIL

SILT SACK®DETAIL & SPECIFICATIONS

N.T.S.

BEACON PLUS ORANGE CONSTRUCTION

ATTACH FENCE TO - 8-0 oc. - FENCE BY GEOTENAX CORPORATION, 4800
POST w/WRE TIES MONUMENT STREET, BALTIMORE, MARYLAND
21205
¥ ¥ ” ¥
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1" STEEL POST SECURELY DRIVEN INTO

SOIL

@ ORANGE CONSTRUCTION FENCE DETAIL

N.T.S.
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