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A

GRASSPAVE2 DETAIL

N.T.S.


D

SNOWMELT PAVER DETAIL

N.T.S. 

E 
TYPICAL WATER TRENCH DETAIL 
N.T.S. G 

GRANITE STREET MONUMENT DETAIL

N.T.S.


4" LOAM, SEED


AND MULCH


12" COMPACTED SUBBASE


GRAVEL MDOT 703.06 TYPE D 

1/4" / FT OR AS SHOWN ON PLAN


1x1 OR 2x2 HANOVER PREST PAVERS, NATURAL


COLOR WITH TUDOR FINISH W/JOINTS FILLED WITH


STONE DUST


TYPICAL PAVEMENT


OR CONCRETE


SECTION


MIRAFI 140N FILTER FABRIC 

POLYETHYLENE EDGE RESTRAINT W/ GALV. OR S.S.


STAKES, TYP., SPACED PER MFR. RECOMMENDATION


6" OF 3/4" CRUSHED STONE


2" FINE GRADED SAND - MDOT 703.05


WIDTH VARIES - SEE SITE PLAN


B 
TYPICAL PAVER DETAIL

N.T.S.


C 
CONCRETE SIDEWALK DETAIL

N.T.S. 

NOTE:


INSTALL CONSTRUCTION JOINTS AT 12' SPACING.


WWM 6x6 + 10x10 (SEE


STRUCTURAL PLANS FOR


PINNING REQUIREMENTS


AT BUILDING EDGES)


3" BASE GRAVEL MDOT TYPE A


5" REINFORCED CONCRETE SIDEWALK - 4,000 PSI


12"


MATCH


EXISTING


GRADE 

12" SUBBASE GRAVEL MDOT TYPE D


WIDTH VARIES - SEE PLAN


2% MAX. TOWARD CURB (TYP.)


PAVEMENT


SLIPFORM OR GRANITE


CURB (SEE PLAN)


PREPARED EXISTING SUBGRADE


PROVIDE MEDIUM BROOM


FINISH AND APPLY


SALTGUARD谀 OR EQUAL


SALT INHIBITING TREATMENT


F

SPLICE BOX DETAIL

N.T.S.


VACANT

N.T.S.
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