
EXISTING PAINTED WAINSCOTING

OVER LATH AND PLASTER

TO REMAIN AND BE REPAIRED. SPRAY

FOAM TO BE APPLIED DURING WALL

REFURBISHMENT.


FOUNDATION UNKNOWN


EXISTING 2 x 12 @ ±20" OC


EXISTING 2 x 12 @ ±20" OC


EXISTING 2 x 12 @ ±22" OC


EXISTING 2 x 12 @ ±22" OC


EXISTING 8 x 10 WITH LEDGERS


EXISTING 8 x 10 BEAM


EXISTING 8 x 10 BEAM


EXISTING 10 x 10 BEAM 

EXISTING 4 x 4


EXISTING

23" x 23" BRICK PIER


EXISTING GRANITE WALL


EXISTING 2 3/4" x 9 3/4" @ ±22" OC
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NEW GUTTER ASSEMBLY.

SEE DRAWING 1 ON SHEET BE13


NEW 3" RAT SLAB


NEW POLY VAPOR BARRIER


NEW MIN 2" CLOSED CELL SPRAY FOAM

CONTINUOUS AROUND PERIMETER


A3.02
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NEW CHICAGO

STYLE SUSPENDED

CEILING.1/2" GYP BD
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NEW CHICAGO

STYLE SUSPENDED

CEILING.1/2" GYP BD


NEW PARAPET CAPS AND FLASHING

SEE DRAWING 2 ON SHEET BE13


NEW EPDM AND INSULATED ROOF

ASSEMBLY. SEE SHEET BE12


EXISTING PAINTED WAINSCOTING

OVER LATH AND PLASTER

TO REMAIN AND BE REPAIRED.

SPRAY FOAM TO BE APPLIED

DURING WALL REFURBISHMENT.


NEW GYP BD CEILING ATTACHED

TO UNDERSIDE OF EXISTING

RAFTERS


NEW EXTERIOR WALL TYP


NEW SPRAY FOAM INSULATION

PENETRATION AS FAR AS POSSIBLE

DURING WALL REFURBISHMENT

ORIGINAL LATH AND PLASTER TO REMAIN

AND BE REPAIRED 

NEW SPRAY FOAM INSULATION

PENETRATION AS FAR AS POSSIBLE

DURING WALL REFURBISHMENT

ORIGINAL WAINSCOTING TO REMAIN

AND BE REPAIRED
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NEW SPRAY FOAM INSULATION

PENETRATION AS FAR AS POSSIBLE

DURING WALL REFURBISHMENT

ORIGINAL LATH AND PLASTER TO REMAIN

AND BE REPAIRED


NEW FURRED INSULATED WALL

2 X 2 METAL STUD SET 1/2" OFF EXISTING MASONRY

FILLED WITH 2" SPRAY FOAM INSULATION

5/8" GYP BD 

NEW FURRED INSULATED WALL TO BEGIN 12" BELOW

PICTURE MOLDING


NEW SPRAY FOAM INSULATION

PENETRATION AS FAR AS POSSIBLE

DURING WALL REFURBISHMENT

ORIGINAL WAINSCOTING TO REMAIN

AND BE REPAIRED


NEW FURRED INSULATED WALL TO

BEGIN IMMEDIATELY ABOVE

WAINSCOTING


VARIES 1/2" 1 5/8" 5/8"


EXISTING BRICK WALL


2" SPRAY FOAM INSULATION


PNT GWB WALL


2X2 METAL STUD


2 3/4"
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 1/4" = 1'-0"


1 PROPOSED SECTION

 1/2" = 1'-0" 

3 PROPOSED WALL SECTION AT WINDOW 
 1/2" = 1'-0" 

2 PROPOSED WALL SECTION 

 3" = 1'-0" 

4 NEW FURRED INSULATED WALL
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