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BRICKS TO BE USED:
NEW CONSTRUCTION:

4"x8” PINE HALL PATHWAY PAVER BRICK MANUFACTURED BY PINE HALL BRICK CO.,
MADISON, NORTH CAROLINE.

REPAIR/MAINTENANCE TO EXISTING BRICK SIDEWALKS:
VERMONT PAVER SUPPLIED BY GAGNE AND SONS. SPECIFICATION # VERMONT
BACKER BRICK, ITEM # VBBB.

CITY OF PORTLAND

BRICK SIDEWALK WITH BITUMINOUS BASE
3 (TYPICAL WITHIN CITY RIGHT-OF-WAY)

NOT TO SCALE

LACHANCE ITEM # 193623, PINE HALL PATHWAY BRICK.

GEOTEXTILE MARKER LAYER
WITHIN ENTIRE SITE

NOTE.:

THE QUANTITIES IDENTIFIED ARE MINIMUM REQUIREMENTS FOR COVERING OF THE IDENTIFIED CONTAMINATED SOILS.
ADDITIONAL SUB—BASE MATERIALS MAY BE REQUIRED IN AREAS PROPOSED FOR ASPHALT PAVING, BUILDINGS

AND/OR CONCRETE SIDEWALKS/PATIOS, AS NECESSARY, TO MAINTAIN STRUCTURAL

INTEGRITY OF THESE

MATERIALS. THE SITE DESIGN ENGINEER IS REQUIRED TO MAKE THE DETERMINATION OF STRUCTURAL SUITABILITY.

5 SOIL COVER SYSTEM (WITHIN LIMITS OF SITE)
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Prepared for:

GORHAM SAVINGS BANK
64 MAIN STREET
GORHAM, MAINE 04038
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MAUREEN P. McGLONE, PE #
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