
(E) LINTELS; VERIFY SIZES IN

FIELD. SEE GEN NOTES FOR

MIN. SIZES REQUIRED AND

REPLACE AS NEEDED


INDICATES

(E) MASONRY

-TYP.


2x12 RAFTERS @ 16" O.C.


H2.5A -TYP. @

RAFTER BRG.


NOTES: SCALE 1/4"=1'-0"


ROOF FRAMING PLAN 
0' 1' 5' 10'


1. SEE SHEET S1.0 FOR GENERAL STRUCTURAL NOTES

2. ROOF SHEATHING SHALL BE 5/8" -TYP. SEE GEN NOTES FOR MORE INFO.

3. ALL POSTS IN 2x6 WALLS TO BE (3) 2x6 UNO.

4. ALL HEADERS TO BE DBL 2x6 UNO.

5. ALL LINTELS TO BE HOT-DIP GALVANIZED -TYP.


NUMBER OF CFMF STUDS IN POST BELOW


FLUSH FRAMED JOIST BEARING WITH HANGER


CONTINUOUS JOIST WITH INTERMEDIATE BEARING


JOIST/TRUSS BEARING


COLUMN CONTINUOUS THROUGH THIS LEVEL
C


A


FRAMING PLAN SYMBOLS KEY


COLUMN ABOVE THIS LEVEL


STEEL COLUMN


WOOD POST


WOOD STUD BEARING WALL BELOW


SHEAR WALL


X


NUMBER OF TRIM STUDS UNDER HEADER


NUMBER OF KING STUDS ADJACENT TO HEADER


"X"T

"X"K


EXISTING COLUMN BELOW
/E/


LEGEND

DROPPED BEAM


FLUSH BEAM/LEDGER


P.T. 2x12 LEDGER

FASTENED TO (E)

MASONRY WALL W/

᠀ሀᬀԀ鄀 㘀̀ᄀ㘀ᄀ 㜀̀⬀㔀⠀␀✀⠀✀

RODS EPOXY SET 6"

INTO (E) WALL @ 16" O.C.

USE (2) RODS @ EA. END


LUS210


DBL 2x6 HDR

-TYP. UNO


1T

1K



-TY
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N
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(3) 2x6 HDR
 1T



2K



1T



2K



1T



2K



1T



2K



INDICATES 2x6 @ 16" O.C.

EXT. BEARING WALL -TYP.


B

S1.1
SEE GEN NOTES FOR


LOOSE LINTELS @

MASONRY VENEER

-TYP.


A

S1.1


DBL STUD W/ HDU2-SDS2.5 HOLD

✀㈀㨀㄀ ␀̀㄀✀ ᠀̀ሀᬀԀ鄀 ⨀̀␀⼀㤀ᄀ 㨀̀ᄀ␀ᄀ


INTO (E) FND WALL -TYP. @ EA

END THIS WALL


P.T. 2x6 PLATE FASTENED TO (E)

⤀㄀✀ 㨀̀␀⼀⼀ 㨀̀ሀ ᠀̀ሀᬀԀ鄀 ⨀̀␀⼀㤀ᄀ 㨀̀ᄀ␀ᄀ ⌀̀

32" O.C. AND JAMBS. VERIFY (E) FND

WALL IS IN SOUND CONDITION

PRIOR TO INSTALLATION -TYP.


2x6 @ 16" O.C. BRG WALL


H2.5A -TYP. @ RAFTER BRG


DBL TOP PLATE -TYP.


BRICK VENEER, SEE ARCH FOR 
FLASHING, WEEPS, AND

CONTROL JOINTS -TYP 7/16" WALL SHEATHING -TYP. SEE


GEN NOTES. MIN. 8d @ 4" O.C. @

PANEL EDGES AND 12" O.C. IN

FIELD.


STAINLESS STEEL ANCHORS @

16"x16" MAX, POS"I" TIES OR

D/A213 DUR-O-WALL -TYP


CONT. 2x RIM 

RAFTERS PER PLAN 

㌀ᄀ㜀ᄀ ᔀ̀嬀 ⼀̀⠀✀⨀⠀㔀 㨀̀ሀ ᠀̀ሀᬀԀ鄀 㘀̀㘀ᄀ

THREADED ROD EPOXY

SET 6" INTO (E) MASONRY @

16" O.C. SEE PLAN. VERIFY

(E) WALL IS IN SOUND

CONDITION PRIOR TO

INSTALLATION


HANGER PER PLAN


FLASHING AND

WATERPROOFING

PER ARCH. -TYP.


FINISH PER ARCH. -TYP.
FLASHING PER ARCH. -TYP.


INDICATES (E) FND 

INDICATES (E)

MASONRY WALL


CORNICE PER ARCH.

-TYP.


5/8" ROOF SHEATHING;

SEE GEN. NOTES -TYP.


SLOPED INSULATION

PER ARCH. -TYP.


SECTION 3/4"=1'-0

B


S1.1 

TOP OF WALL

SEE ARCH. -TYP.


TOP OF (E) FND

SEE ARCH. -TYP.


WATERPROOFING PER ARCH.

-TYP.


BLOCK ALL SHEATHING PANEL

EDGES. SEE GEN NOTES -TYP.


H2.5A -TYP. @ RAFTER BRG


CONT. 2x RIM


RAFTERS PER PLAN


5/8" ROOF SHEATHING;

SEE GEN. NOTES -TYP.


SLOPED INSULATION

PER ARCH. -TYP.


TOP OF OPENING

SEE ARCH. -TYP. 

BLOCKING @ ENDS

AND MID POINT OF

HDR -TYP.


OPENING PER ARCH.

-TYP.


FLASHING PER ARCH.

-TYP.


GALV. LOOSE LINTEL;

SEE PLAN AND GEN

NOTES -TYP.


SECTION 3/4"=1'-0 
A


S1.1


HDR PER PLAN


RIGID PER ARCH. -TYP.


SEE ARCH.


RIGID PER ARCH. -TYP.
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