
LCE4 CONNECTORS


ABU66Z W/ 5/8" Ø W.A.

INTO FOOTING


SAW CUT EXISTING SLAB

FOR NEW FOOTING


3" CLEAR

-TYP 

NEW 6x6 P.T. POST


(E) BEAM, SEE PLAN


(N) 2x BLOCKING @

BEARING WALL ABOVE


(N) BEARING WALL

ABOVE
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SECTION 

COLLAR TIE PER PLAN


H2.5a HURRICANE CLIP


(N) DROPPED RIDGE BEAM PER PLAN


NOTCH (E) RAFTERS AS NEEDED TO

SEAT BEAM.


(E) SHEATHING PATCH AND REPAIR

AS NEEDED -TYP.


(N) (3) 7 1/4" LVL BOT CHORD (N) (3) 7 1/4" LVL BOT CHORD
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(N) 7 1/4"x48" LVL SPLICE EA. SIDE

WHERE BEARING BELOW. FASTEN

SPLICE PLATE W/ (10) 5/16"x4" RSS

SCREWS EA. END


(N) (3) 9 1/4" LVL TOP CHORD


(3) STUD PACK MIN VERTICAL BELOW

TOP CHORD BEARING.  PROVIDE

FULL HEIGHT KING EA. SIDE W/ (6)

20d SPIKES TO EA.


14" LVL "COLLAR TIE" EA. SIDE TO

HANG 14" LVL RIDGE FROM.  FASTEN

EA. END TO TOP CHORD W/ (5) 5/8"Ø

A307 CARRIAGE BOLTS.


HHUS410 HANGER 

BRACE TOP CHORD TO ADJACENT

RAFTERS @ 4'-0" O.C. MAX AND @

PANELS W/ 2x BLOCKING.
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(3) 5/8"Ø CARRIAGE BOLTS 

(3) 5/8"Ø CARRIAGE BOLTS


FIRE CUT, WRAP IN POLY AND POCKET

END 3" MIN INTO MASONRY WALL


PROVIDE DTT2Z EA. SIDE W/ 5/8"Ø

THREADED ROD EPOXY SET W/ S.S.

SCREEN TUBES 6" IN WALL.


DBL TOP PLATE -TYP


FOURTH FLOOR


(E) TOP OF WALL


(E) RIDGE


5'-6"±


(N) DBL 14" LVL RIDGE


(E) BRICK MASONRY WALL TO

REMAIN -TYP.


DEMO (E) STEEL ROD BRACES &

CABLE TIES (BEYOND) ONCE TRUSS

INSTALLED
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SECTION 

RESTACK / REPAIR INTERIOR BRICK WITHE

& RESET @ (E) JOISTS AS REQUIRED TO

MAKE WHOLE - REPOINT AS NEEDED


NEW L3-1/2 X 3-1/2 X 1/4" GALV. LINTEL TO

REPLACE WOOD HEADER - SEE LINTEL

SCHEDULE


EXISTING FLOOR OVER

EXISTING JOIST 

EXISTING BRICK ARCH

IN EXTERIOR WITHE

TO REMAIN


EXISTING EXTERIOR

BRICK WITHE TO

REMAIN AS POSSIBLE


PROVIDE (2) 3/8"Ø HELI-TIE @ HEADER

SILL JAMBS - TYP.


3/8"Ø HELI-TIES @ 16"

O.C. OVER DAMAGED

HEADERS


2X8 PLATES W/ (3) 1/2"Ø X 12"

ANCHOR ROD W/ 2" L 

EXISTING BULGING RUBBLE WLL


2'-0" 

8" CMU SOLID GROUT BUTRESS

WALLS W/ REINFORCING AS

SHOWN & STANDARD LADDER

FRAMING


(2) #5 X 416" LONG BAR EPOXY SET

4" INTO EXISTING SLAB


(2) #5 VERT @ LAST CELL AS

SHOWN.


(N) 2X10 EA. SIDE


'aa' VIEW


'aa' 

GROUT VOID BEHIND (N)

BUTTRESS WALL.


(12) 16d NAIL E.S.


8d NAIL @ 8" O.C.

SHEATHING TO 2x10
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DETAIL 

HSS 6x3 1/2x3/8 GIRT INSTALLED AT (E)

ATTIC FLOOR ELEVATION.


(E) BRICK MASONRY EXTERIOR WALL 

HSS 8x6x3/8 GIRT INSTALLED AT (E)

ATTIC FLOOR ELEVATION.


PL3"x3"x1/4" CLIP HOP WELDED TO

HSS @ 36" O.C.


3/8" TAB TOP AND BOT W/ (2) 5/8"Ø

HOLLO-BOLT @ HSS TO HSS
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