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THE CONTRACTOR SHALL BE RESPONSIBLE FOR ADEQUATE DESIGN AND CONSTRUCTION OF ALL FORMS, SHORING AND TEMPORARY

BRACING DURING THE PROGRESS OF THE PROJECT.

ALL STRUCTURAL STEEL WORK SHALL CONFORM TO THE RECOMMENDATIONS AND REQUIREMENTS CONTAINED IN THE "MANUAL OF

STEEL CONSTRUCTION, ALLOWABLE STRESS DESIGN", AISC NINTH EDITION (INCLUDING AISC CODE OF STANDARD PRACTICE FOR

STEEL BUILDINGS AND BRIDGES), AND "STRUCTURAL STEEL WELDING CODE - STEEL", (AWS D1.1, LATEST EDITION).

STRUCTURAL STEEL ROLLED SHAPES, PLATES AND BARS SHALL CONFORM TO THE FOLLOWING:

a) ASTM A992, GRADE 50: ALL WIDE FLANGE SECTIONS, FY=50

b) ASTM A36:   OTHER ROLLED SHAPES, PLATES AND BARS, FY=36

ASTM A36:   THREADED AND OTHER STEEL RODS

ALL DIMENSIONS AND CONDITIONS MUST BE VERIFIED IN THE FIELD. ANY DISCREPANCIES SHALL BE BROUGHT TO

THE ATTENTION OF THE ENGINEER BEFORE PROCEEDING WITH THE AFFECTED PART OF THE WORK.

THE STRUCTURE IS DESIGNED TO BE SELF SUPPORTING AND STABLE AFTER THE BUILDING IS COMPLETE.  IT IS THE

CONTRACTOR'S SOLE RESPONSIBILITY TO DETERMINE ERECTION PROCEDURES AND SEQUENCE TO ENSURE SAFETY

OF THE STRUCTURE AND PERSONNEL DURING ERECTION.  THIS INCLUDES THE ADDITION OF THE NECESSARY

SHORING, SHEETING, TEMPORARY BRACING, GUYS OR TIEDOWNS.  SUCH MATERIAL SHALL REMAIN THE PROPERTY

OF THE CONTRACTOR AFTER COMPLETION OF THE PROJECT.

ALL APPLICABLE FEDERAL, STATE, AND MUNICIPAL REGULATIONS SHALL BE FOLLOWED, INCLUDING THE FEDERAL

DEPARTMENT OF LABOR OCCUPATIONAL SAFETY AND HEALTH ACT.

IT IS THE OWNER'S SOLE RESPONSIBILITY TO EMPLOY ONE OR MORE SPECIAL INSPECTORS (IF REQUIRED) TO

PROVIDE INSPECTIONS IN COMPLIANCE WITH ALL APPLICABLE REQUIREMENTS OF IBC 2009.

PROPOSED REMODEL
87 Newbury Street

Portland, Maine
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