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Wall  Junctions:   rated  assembly  shall  be

continuous  at  all  intersections  with  non-rated  walls
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proprietary gypsum panel products:
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see UL U305 for acceptable substitutions


UL U305 1 Hr.
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1 1. One layer 1/2"  gypsum wallboard

2. 21 high density fiberglass batts

3. 2 4x  or 2 6x  studs at 16" on center

TJI

1
2

" expansion material


concrete slab

vapor barrier


2" rigid insulation 

Subbase 
for 
slab 
on 
grade

"1
 

finish flooring and underlayment: follow


manufacturer's recomendations for


preparation of concrete surface,


underlayment selection and installation
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continuous sill sealer


6"



3" 5"


8"


gyp board continuous up and

down wall behind stringers


1x10 wall stringer painted - continue around inside

corner at landing and platform as 1x4 wall base


/3 4" ac plywd sheathing treads and risers


Stair  Stringers
1x  3 wood  strapping
5  
8" type  x  Gypsum  Board

1. One layer 5/8" proprietary type X gypsum wallboard or

gypsum veneer base applied parallel or at right angles to

2  x 4 wood studs 16" o.c. with 15/8" Type S drywall

screws 12" o.c. to studs when applied parallel to framing

or 8" o.c. when applied at right angles to framing

2. R21 high density fiberglass batts

3. 2 4x  or 2 6x  studs at 16" on center, fire stopped

Fire Separation Wall between existing and newl
1" = 1'-0"

W-01
Top of Foundation Detail

1-1/2" = 1'-0"
C-04

Exterior Wall T&G Vertical Pine
1-1/2" = 1'-0"

W-04 Exterior Wall T&G Vertical Pine, 1 hour rated UL Design U 305
1-1/2" = 1'-0"

W-03

Interior Apartment Wall
1-1/2" = 1'-0"

W-06 Stair, elevator wall: 1 hour rated   UL Design U 305
1-1/2" = 1'-0"

W-05

Stair Enclosure Detail: 1 hour rated
1-1/2" = 1'-0"

W-02

1. One layer 5/8" proprietary type X gypsum wallboard or gypsum
veneer base applied parallel or at right angles to 2  x4 wood studs
16" o.c. with 15/8" Type S drywall screws 12" o.c. to studs when
applied parallel to framing or 8" o.c. when applied at right angles to
framing
2. cavity insulation kraft faced r21 high density fiberglass batts
3. 26x studs at 16" on center, fire stopped
4. One layer 5/8" proprietary type X gypsum sheathing or glass mat
gypsum substrate (sheathing) applied parallel or at right angles to 
2x6 wood studs 16" o.c. with 15/8" Type S drywall screws 12" o.c. 
to studs when applied parallel to framing or 8” o.c. when applied at 
right angles to framing.
5. Wall Sheathing
6. 2" insulation
7. 5/8" plywood sheathing
8. weather barrier
9. Drainage mesh
10. 1X6 T&G Vertical Pine

1. One layer 5/8" proprietary type X gypsum wallboard or gypsum
veneer base applied parallel or at right angles to 2  x4 wood studs
16" o.c. with 15/8" Type S drywall screws 12" o.c. to studs when
applied parallel to framing or 8" o.c. when applied at right angles to
framing
2. cavity insulation kraft faced r21 high density fiberglass batts
3. 26x studs at 16" on center, fire stopped
4. One layer 5/8" proprietary type X gypsum sheathing or glass mat
gypsum substrate (sheathing) applied parallel or at right angles to 
2x6 wood studs 16" o.c. with 15/8" Type S drywall screws 12" o.c. 
to studs when applied parallel to framing or 8” o.c. when applied at 
right angles to framing.
5. Wall Sheathing
6. 2" insulation
7. 5/8" plywood sheathing
8. weather barrier
9. Drainage mesh
10. 1X6 T&G Vertical Pine

(See Sheet A3.2)

pvc drip edge

pvc x18 mud board 
face of insulation on plane with face of foundation  

exterior sheathing "1 below top of footing 

gap for drainage and air flow

metal drip 
dryvit over insulation 
grade

Ceiling at top of rated shaft
1-1/2" = 1'-0"

C-03

1 Hour Rated Floor Ceiling Assembly  UL Design L570
1" = 1'-0"

C-02

570

Typical Parapet Detail
3/4" = 1'-0"

C-01
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