SITE DATA
ZONE: URBAN COMMERCIAL — MIXED USE (B—5b)
1.90 ACRES
BUILDING AREA
SHIPYARD BREWERY 48,292 SIF.
% SPACE AND BULK STANDARDS
\ / \ / B—5b ZONE REQUIRED | PROVIDED
MIN. LOT SIZE NONE 0.78 ACRES
> MIN. FRONTAGE NONE 450’
; - a o~ c
3 SPACES AT 57 o §b h BN SETBACKS 0'—10° o
= o - 2 SPACES AT 38 - SIDE NONE 0o
'— t]
[12_PARKING SPACES| @ N [17 PARKING SPACES] REAR NONE 0
& < MAXIMUM LOT COVERAGE | 100% 100%
& o MAXIMUM BLDG HEIGHT 65' 65"
2 SPACES AT 18' <
3 SPACES AT 27° Retail Area and zgfgogl)LOAD'NG 10 SPACES AT 90’ PAVEMENT LEGEND
18 —Gathering R
atheting toom ALL PAVEMENT SHALL BE STANDARD DUTY
& EXCEPT AS FOLLOWS:
N E STANDARD DUTY BITUMINOUS CONCRETE
o
- PORTLAND CEMENT CONCRETE
GAS METER/ EXISTING PROPERTY LINE (TYP.)
- BITUMINOUS CONCRETE OVERLAY
RELOCATE LIQUID CARBONJ OVERHEAD DOOR LOCATION
DIOXIDE SYSTEM
STRIPING LEGEND
SIGNAGE, STRIPING AND PAVEMENT MARKING
SHALL BE IN ACCORDANCE WITH THE MANUAL
ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD)
REGARDING SIZE, INSTALLATION, LOCATION &
APPROXIMATE LOCATION OF 5.800 S.F REFLECTIVITY.
4” ROOF DRAINE (TYP.) (32,500 S.F.) (5, F.)
’ 24"SL — 24" WIDTH STOP LINE
APPROXIMATE LIOCATION APPROXIMATE LOCATION APPROXIMATE LOCATION 4"SWLL — 4" WIDTH SOLID WHITE LANE LINE
OF DOWNSPOUT| TO OF DOWNSPOUT TO OF DOWNSPOUT TO , .
SUBSLAB SEWER SUBSLAB SEWER SUBSLAB SEWER 4'DYCL — 4" WIDTH DOUBLE YELLOW CENTERLINE
4"DWLL — 4" WIDTH DASHED WHITE LANE LINE
| [42 PARKING SPACES] DRAINAGE STRUCTURE SCHEDULE
STRUCTURE | SIZE | RIM | INV. IN/SIZE (FROM) | INV. OUT/SIZE (T0)
APPROXIMATE LOCATION OF . cB2 4¢ | 23.75 12.53/12"(CB3) 12.43/12"(EX DMH1)
EXISTING SUMP FOR PROCESS 1 5,005 (EX GE)
- WASTE = B3 . . .
- ¢ | 21.80 .. 13.23/12"(CB2
TOTAL PROFOSED BUILDING AREA A 1 CONNECT 4" l!'OUNDATION APPROXIMATE LOCATION OF | — ﬁ?gﬂgéggg)) ek
- | REMOVE AND RESET : ' .
48,296 S.F. DRAIN TO PROPOSED 12 ROOF DRAIN DOWNSPOUT. | | EXISTING VERTICAL CcB4 4'¢ 21.50 14.10/12”(STUB) 14.00/12 (CB3)
TOTAL GROSS FLOOR AREA DRAIN LINE TO CB (SEE CONNECT TO PROPOSED | GRANITE CURB
72,863 S.F FOUNDATION PLAN) 12" STORMDRAIN LINE PROPOSED 1-STORY sl CB5 49 | 18.60 | 14.50/12"(ROOF) 14.40/12"(CB4)
Y ) .F. BUILDING ADDITION |
agll’) EX CB1 e | 21.89 - 20.19,/6"(DMH3)
APPROXIMATE (8:188_SF.) o
LOCATION OF ROOF B ' "
(24’400 S.F. PROPOSED) DRAIN DOWNSPOUT. - BRICK SIDEWALK (TYP.) EX DMH1 4'¢ 21.25 1155/12 (DMHZ) EXISTING
CONNECT EXISTING ROOF DRAINS N Gr NG s
TO PROPOSED STORM SEWER BY \j Y Es
REROUTING 8” PVC TO EXISTING SUBSURFACE PIPING =
Y o_1a ' TO PROPOSED 12 Y a SANITARY SEWER STRUCTURE SCHEDULE
DOWN SPOUT LOCATIONS ALONG 2-14’ WIDE x 50 19 FROPOSED 12 8
SOUTH WALL (TYP.) LONG OFF STREET PROPOSED OVERHEAD 5 STRUCTURE | SIZE | RIM | INV. IN/SIZE (FROM) | INV. OUT/SIZE (T0)
LOADING AREA DOOR LOCATION | H EX DMH1 | 4@ | 21.25 | 11.55/12°(SMH1) EXISTING
\ \ 4 = SAWCUT 1" OFF CURB (TYP.) SMH1 49 | 23.50 13.44/8"(SMH2) 13.34/8"(EX DMH1)
> — — 1| | : 15.39,/8"(EXISTING) .
R \ } T sMH2 | 4w | 2169 | 1200 e EieTNG) 14.90,/8"(SMH1)
EXISTING SMH WITHN—— 7 |
LOADING AREA , uer \ ~ e =2488  OFl]
L=29' N\ y \—{L=82: 2 SPACES AT 38' " - / NOTES:
S=0.0100 cBs $=0.0100 \ ] 1. TOPOGRAPHY DATA AND EXISTING CONDITIONS WERE PROVIDED BY OWEN
) SAWCUT AND REPLACE g gl - HASKELL, INC. OF PORTLAND, MAINE DATED DECEMBER 15, 2006.
| REPLACE MANHOLE COVER WITH 26”8 PAVEMENT AS NECESSARY < B
MANHOLE FRAME AND COVER LEBARON , o in ~ 2. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR
PROPOSED PROPERTY LINE (TYP.) - LA266 OR APPROVED EQUAL WITH 10" EASEMENT LOADING AND ACCESS " || THE ELEVATION OF THE EXISTING UTILITIES AS SHOWN ON THESE PLANS IS
PROPOSED NEW WAREHOUSE/ y MINIMUM 24" CLEAR OPENING NO BUILD ZONE EASEMENT | / BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES AND WHERE
13 PARKING SPACES POSSIBLE MEASUREMENTS TAKEN IN THE FIELD. THIS INFORMATION IS NOT TO
—_— LOADING BUILDING FACADE A\ 12"SD ES | INSTALL NEW CATCH BASIN BE RELIED UPON AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST
L=71" - — j_/—W'T"' GRANITE HEADSTONE CALL THE APPROPRIATE UTILITY COMPANY AND DIG SAFE AT LEAST 72 HOURS
S=0.0100 75 7" TIPDOWN PRIOR TO ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION OF UTILITIES.
IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL
e L s EXISTING UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN
Ba ——/ T —TB3 pflign [ - Z -_432 | ON THE PLANS.
SMH2 \ V4 \ SMH1
[ — \ \ > 8"SAN o
L Y ; L=65" 1 REMOVE AND REPLACE
\ $=0.0275 PAVEMENT AS NECESSARY
PAVEMENT BUILD UP TO MATCH
\ i EXISTING IN MOUNTFORT STREET
REMOVE AND DISPOSE OF | Z-TIDOWN
EXISTING CATCH BASIN EXTEND EXISTING 5 S, 2> PROVIDE MINIMUM 36" WIDE
AND REPLACE WITH NEW ROOF DRAIN TO S=0.0100 S=0.0100 A OBSTRUCTION FREE RADIUS AROUND
DRAIN MANHOLE PROPOSED STORM : =0 1l THE-HYDRANT TO PROVIDE ADEQUATE
DRAIN SYSTEM [ ACCESS TO THE BARRIER FREE RAMP
1-8' SECTION OF 12"
SD AT 0.0010 SLOPE. I EXISTING HYDRANT TO REMAIN
I | e THE END SHALL BE >
R CAPPED. _
=T /-? 127SD
= L=60’
7 S$=0.0300
| 8" x 12" %12 WYE
\ EX DMH1

“\ A

EXISTING 30"H X 48"W BRICK SEWER

—— —"
>N\
oA
r

CORE EXISTING MANHOLE
TO RECEIVE FLOW

20’ 0 10’ 20° el
1 inch =20 ft.

NOTE: THIS PLAN SET IS ISSUED FOR
PERMITTING PURPOSES AND SHALL
NOT BE USED FOR CONSTRUCTION.
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