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ALLIED COOK CONSTRUCTION
PM: JP SCHWARTZ 415-0080
TOP OF STEEL JS: PAUL HENRICK 3503-8699
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SPECIAL APPLICATIONS:
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OPEN WEB STEEL
UPRIGHTS OR PENDENTS
MAINE MEDIA BUSINESS IN BARJOIST OR BELOW I-BEAM CONSTRUCTION

TENANT FIFTH FLOOR
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COMBINDED STANDPIPE DESCRIPTIONS
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. 4” COMBINDED STANDPIPE RISER WITH ZONE VALVE PER FLOOR.
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. FEED TO FLOOR ZONE
. STANDPIPE WATER PRESSURE GAUGE o AUXILIARY DRAIN

. 2 1/2" HOSE VALVE 48" AFF. —— PROPOSED WET PIPE
- 11/27 MAIN DRAN -——- PROPOSED DRY PIPE

@ A  SYSTEM RISER
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FLOOR PECKNE DESIGN & SYSTEM NOTES:
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WITH GROOVED DUCTILE IRON FITTING.

B ALL PIPING 1 1/4” & SMALLER TO BE SCHEDULE 40
- 0T @ WITH APPROPRIATE FITTING.

POSITION, LOCATION, SPACING, AND USE OF SPRINKL-
2 i ERS SHALL BE IN ACCORDANCE WITH NFPA 13.

1 3RD FLOOR @ POSITION, LOCATION, SPACING, AND USE OF HANGERS
52'-3 3/16" SHALL BE IN ACCORDANCE WITH NFPA 13.

@ @ HYDRAULIC CALCULATION PROCEDURES HAVE BEEN
DONE IN ACCORDANCE WITH NFPA 13. (SEE PLANS
@ FOR LOCATION OF REMOTE AREAS, HYDRAULIC
©

@ @ @ ALL PIPING 1 1/2" & LARGER TO BE SCHEDULE 10
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TILSON BUSINESS TENANT UPRIGHTS OR PENDENTS FUTURE BUSINESS TENANT :

BELOW | BEAMS

THIRD FLOOR THIRD FLOOR
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REFERENCE POINTS, AND SYSTEM DEMANDS.)
HIGH TECH FIRE PROTECTION IS TO BEGIN WORK

Hﬁ?ﬁ= AT 6" MAIN 1" AFF INSIDE OF BUILDING.

12'-10"

FUTURE BUSINESS TENANT UPRIGHTS O PENDENTS
SECOND FLOOR

DIMENSIONS AND LOCATIONS GIVEN FOR SPRINKLER
HEADS AND PIPE MAY VARY TO ACCOMMODATE
2ND FLOOR ACTUAL FIELD CONDITIONS.

395 3/16" ="

OWNER TO PROVIDE ADEQUATE HEAT THROUGHOUT
BUILDING TO PROTECT WATER FILLED PIPING AND
EQUIPMENT FROM FREEZING TEMPERATURES.

ONLY TRI-SEAL TYPE COUPLINGS TO BE INSTALLED
E _L ON DRY AND OR PRE—-ACTION SYSTEMS.

OWNER IS RESPONSIBLE TO MAINTAIN THE SPRINKLER
SYSTEM IN' ACCORDANCE WITH THE LATEST EDITION
OF NFPA 25, "INSPECTION, TESTING, & MAINTENANCE
1ST FLOOR N Q Z m U m % >i 7! OF WATER-BASED FIRE PROTECTION SYSTEMS” AND/
267 3/16" A rqu OR ALL APPLICABLE FEDERAL, STATE, AND/OR LOCAL
. LAWS, CODES AND ORDINANCES.
SCALE: N.T.S. ALL MECHANICAL, ELECTRICAL AND PLUMBING

TRADES TO COORDINATE THEIR WORK WITH
SPRINKLER CONTRACTOR.

ALL ELECTRIC WORK IS TO BE DONE BY OTHERS.
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FLOOR DECKING
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DRIVE THROUGH DRY SYSTEM FUTURE MERCANTILE TENANT UPRIGHTS OR PENDENTS FUTURE MERCANTILE ._.mZFZ._.
TO PARKING GARAGE WITH DRY' PERDENTS FIRST FLOOR BELOW 1 BEAMS FIRST FLOOR |
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PRECAST W/STOREFRONT SYSTEM
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SCALE 1/8" = 1'- GLOBE*

MODEL GL5601

26 /155
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1/2" WHITE PENDENT
SEMI-RECESSED ESC.

L *CENTER OF TILE*
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SPRINKLER LINE |©

1" QUTLET

SPRINKLER HEAD K=5.6
TEMP RATING = 155’

ON LINE ~ GLOBE*  ON SPRIG
MODEL GL5615 |,

*HEADS INSTALLED IN ACT OR GWB CEILINGS* Q 79 /155° @
K=5.6
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BRASS UPRIGHT ON THE LINE
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PORTLAND, ME

DRAWING TITLE:
*DESIGN AREA NUMBER 1*

HYDRAULIC DESIGN CRITERIA 16 MIDDLE STREET
2 OIH FLOOR (ZONE 5 TYPE OTSISTo e 5 WET 5TH FLOOR

NUMBER OF SPRINKLERS= 12

I
HYDRAULIC DESIGN AREA #1 7
.1 DENSITY OVER 1500 SQ.FT. I

T T T T T T T =Ty = o . 16 MIDDLE STREET
|
|

SCALE 1/8" = 1"'=0" DENSITY= .1 W/ HOSE DEMAND OF 100 GPM
TOTAL nmoﬂmﬂmo AREA: 10,300 SQ.FT. HEAD SPACING- 225 SQFT. CIRE PROTECTION PLAN
S e e S (NFPA 15 2016ed.)

SAFETY MARGIN=  12-PSI
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