£.Simplex

UL, ULC, CSFM Listed; FM Approved;
MEA (NYC) Acceptance”

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

4100 @ Fire Col

Addressable Fire Detectii

Basic Panel Modules ar Date: 971513

Master Controller (top) bay:

s Master controller with color-coded operator interface
fneluding raised switehes for high confidence feedback

» Dual configuration program CPU, convenient service port
access, and capacity for up to 2000 addressable points

+ CPU assembly includes dedicated compact fash
memory for on-site system information storage-

*  System power supply (SPS) and charger (9 A total) with
on-board: NACs, IDNet™ addressable device interface,
programunable auxiliary output and alarm relay

» Available with InfoAlarm™ Command Center expanded
contetit nser interface (ses data sheet S£100-0045)

¢ Upgrade kils are available for existing control panels

Standard addressabie interfaces include:

s IDNet addressable device interface with 250 points that
support TrueAlarm® analog sensing and operate with
either shielded or unshielded twisted pair wiring

* Remote annunciator module support via RUI (remote
unit inferfage) conmunications port

Optional modules nelude:

+ Building Network Interface Module (BNIC) for Ethernet
connectivily oplions (see data sheet 84100-0061)

s TrueAlert® addressable notification appliance power
supplies with three, 3 A SLC oulputs

+  Additional IDNet and MAPNET 1I* addressable device
modtes and IDNet/MAPNET I quad isolator modules

+ IDNet+ output module with built-in quad isolator snd
enhanced operation for better retrofit to existing wiring
(see data sheet S4100-0046}

+ Fire Alarim Network Interfaces, DACTs, city
conections, and up to five (5) RS-232 poris for printers
and terminals

+ 1P communicator compatibility

+ Alarin relays, anxdliary relays, additional power
supplies, IDC modules, NAC expansion modules

«  Service modems, VESDA® Air Aspiration Systems
Interface, ASHRAE® BACnet® Interface, TCP/IP Bridges

o LED/switch modules and panel mount printers

¢ Emergency communications systems {ECS) equipment;
8 channel digital audio or 2 channet analog audio

¢ Battery brackels for seismic area protection (see page 2)

Compatible with Simplex® remotely located:

+ 4009 IDNet NAC Extenders, up to ten per IDNet SLC

s TreAlert Addressable Controliers

4100ES and upgrade kits are UL Listed to:

« UL Std. 864, Fire Detection and Control {UQJZ), and

Smoke Control Service {UUKL)

UL Std, 2017, Process Management Equipment (QVAX)

UL Std. 1076, Proprietary Alarm Units-Burglar (APOU)

UL Std. 1730, Smoke Detector Monitor (ULIT)

ULC 8td. 5527-99

‘#

i
i

i i
i 1

4100E3 Cabinels are Available with
One, Two or Three Bays

Software Feature Summary

CPU provides dual configuration programs:

s Two programs allow for optimal system protection and
conmmissioning efficiency with one active program and
one reserve

+  Downtime is reduced because the system siays rinning
during download

PC based programmer features:

¢+ Convenient front panel accessed Ethernet port for quick
and easy download of site-specific programming

¢ Modifications can be nploaded as well as downloaded
for greater service flexibility

+  AND, firmware enhancements are made via software
downloads to the on-board flash memory

nird 071

4100ES Series Flro Detaction and Control Panels
provide extensive installation, operator, and service features
with poini and module capacities snitable for a wide range
of sysiem applications. An on-board Ethernet port provides
fast external system communications to expedite installation
and service activity. Dedicated compact flash memory
archiving provides secure ou-site system information
storage of electronic job configuration ﬁies to meel

NFPA 72% {Nattonal Five Alarm Code® ) requirements,

Modular destgn, A wide variety of functional modules
are available to meet specific system requirements.
Sclections allow panels to be configured for either
Stand-Alone or Networked fire control operation. InfoAlarin
Command Center options provide convenient expanded
display content {<etailed on datn sheet S4100-0045).

* Seepages §ard Bor productihat ks UL of ULC sled and add'donat Bstrg infomatlon,
Thes produst has been appecved by tho Calfornla 513'0 Fir Marshal {CSEM) pursuant to
Sectien 13144, of the Celiferrda Kealth and Safety Coda, See CSFM Lkkting
T165-0028:251 fot ellovrable values andior corditons conteming materel presenied fn
s document. i sLbjectlo 1e-examinalion, ravis'cn, and possitie cancelation,
Actepted for use — City of New York Deparbrent of Buliings - MEA3S-Q3E, Addlondd
listnas may ba apgticable; corkactyour local Stmplex product suppfies for the latest
slatus, Listngs and approvels under Simplex Time Redouder Go. ate the mopaty of Tyco
Sa'ely Prodecls Westmingter,
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Operator Interface.

Convenlent Status Information, With the locking
door closed, the glass window allows viewing of the
display, status LEDs, and available operator switches.
Features include a lwo-line by 40-character, wide viewing
angle (super-twist) LCD whib siatus LEDs and switches as
showy in the itlustration below,

LED indicators describe the general category of activity
being displayed with the LCD providing more detail. For
the authorized user, unlocking the door provides access fo
the control switches and altows further inquiry by
scrolting the display for additional detail,

'4

SIX SYSTEM STATUS INDICATOR LEDs

provide system slalus Indications In additon

10 LCO Information, LEDs fiash to indicate the
ULC SYSTEMS condition and then when acknowladged,
requlre deslgnating || remain on undi resel
a Grovad Fault Fire Alarm & Priodity 2 Alarm, red LED
Indlcator Suparvisory & Trouble, yellow LED

Aaim Silenced, yallow LED

AG Power, gresn LED {on for normal)

THREE PROGRAMMABLE LEOs

Reviewed for Code Compliance
Inspections Division

Convenient and extensive operator Approved with Conditions

provided using a fogleal, menu-dri'

Date: 07/15/13

Multiple antomatic and manual dia
maintenance reduction

Adarm and Trouble History Logs (up to 1300 tatal

evenis) are available for viewing from the LCD, or
capable of being printed to a comected printer, or

downloaded to a service computer

Convenient PC programumer label editing

Password access control

4 ™
FIRE ALARM AGK acknowladges aFite Alarm

condition, Jogs the ackagwledge, and stfences the
operatot ganel and af annunclator tong-alerls

PRIORITY 2 ACK acknowladges a Prority 2 Alaim
conditicn, logs the acknowledgs, and silences the
opersates panel and all ansunclator lone-aleds

SUPY ACK acknowledges system supenvisery
conditions, logs the ackaowdedge, and s¥ences lhe
operater panel and ail annunclator tone-aledls

TROUBLE ACK acknowledges systen Yroubles, logs
the acknowledge, and sifences the operalor paret and
all annunclelos tone-alerts

ALARM SILENCE causes audiblo notifieation

provide cuslom {abeling, the top
two LEDS are seleclable as rad or
yellow, the bollom LED is
selectabla as green of yellow

Custom [abel insert

e ] Vaamow Vst -,

T

& Gily Disconnact
SR A A

3 Elavator Recall

2 X 401.CD READGUT, LED backlighted
during normal conditiens and abnormal
operating conditions, providas up to 40
charaslers for custom fabel infoimation

FIRST ALARM DISPLAY: Oparation can
be selected for malnlalned display of first
alarm vat! acknowiedged -

appllances to be silenced {depending on pane!
programaing} typleally after evacuation s complate a
while alatm soutce Is being lovestigaled; may allow
visible notiflcation lo continue (skrebes stilf #ashing}

SYSTEM RESET 1estores conlrel panel to nomial whan

a¥ alarmad Inpuls aro tefurned lo normal

ad

" $YSTEM WARKINGS
ety

FIVE PROGRAMMABLE { POINT STATUS ADDITIONAL FUNCTION 1CD HAVIGATION NUMERIC KEYPAD for
FUNGYION SWITCHES, CONTROLKEYS: | | KEYS: CONTROL: polnt categary and paint
eachwith a yalow LED Point Enable and Event Tinte Request Meny selection selection {alphabet
Indicator Disable Hore Information Request Vedical and characters are nol used at

Force On of Am 1.amp Tes! Horfzeata! positlon this time)

Force CIf or Oisarm seleclion bullons

Returny OniQff of

AsmDisaem to Aulo

Mcde
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CPU Bay Module Deta

Mastar Controller and Motherboard:

+ Mounts in Slot 4 of'a two slot motherboard (Slots 3 and 4
of the Master Controtler Bay) and provides one Style 4 or
Style 7, RUI communications channel, available at Slot 4

«  RUI communications conirols up to 31 devices per master
controller {on one or multipie RUI chanuels); devices
include: MENIPLEX® fransponders, 4603-9101 LCD
Annuneiators, 4602-2101 Status Command Units {SCU),
4602-91062 Remote Command Units (RCU), 4602 Series
LED Amnuneciator Panels, 4100 Serigs 24 /O and
LED/Switch modules, and remote mount 4009 TPS units

+  Up to four RUI channels are supported; nse up to thres
4100-1201 R expansion modules as required

»  Optional Service Modem 4100 -6030 mounts onto the
master controller board with its own on-board connections

+ Slot 3 of the motherboard Is primarily for the 4100-6014
Network Interface Board with media modules, and
secondarily for the 4100-6038 Duai RS-232 Board
(4100-6033 is required for 2120 System connections)

System Powaer Supply: (3se page 8 for more detail}

« Rating is 9 A total with “Special Application” appliances,
4 A total for “Regulated 24 DC” applinnce power

s Quiputs are power-limited, except for the battery charger

¢ Provides system power, battery charging, auxiliary power,
auxiliary relay, sarth detection, on-board 1DNet
communications channel for 250 points, three on-board
NACs, and provistons for either an optional City Conneet
Module or an optional Alarm Relay Module

« IDNet SLC Quiput provides Class B or Class A
connmunications for up to 250 addressable devices (as
deseribed on page 4)

Master Controller Selection Information

System Power Supply (Conlinued

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Thrae, 3 A On-Board NACs, conve
polarily operation; rated 3 A for Sp
appliances and 2 A for Regulated 2
electronic control and overcurrent p Date: 0711513

as Class B or Class A, and forsyne... ... ... .
SmarSync™ hornfsirobe operation over two wires
NAGs can he selected as auxiliary power oulpuis
derated to 2 A for continuous duty; the total auxiliary
power ouipul per SPS is limited o S A

Battery Charger is dual rate, {emperature compensated,
and charges up 1o 50 Ah sealed lead-acid batteries
mounted in the battery comparinient {33 Al for single
bay cabinets); also is UL listed for charging up fo

110 Ah batteries mounted in an external cabinef (see
data sheet $2081-0012 for delalls)

Battery and Charger Monitoring includes battery
charger status and low or depleted battery conditions;
status information provided to the master controller
includes analog values for: batiery vollage, charger
voliage and currend, actual system voltage and current,
and individual NAC currents .

2 A Auxiliary Power Oufput is selectable for detector
reset, deor holder, or coded output operation

Auxlilary Relay is selectable as NLO, or N.C,, rated 2 A
@ 32 VDC, and is programmable as a trouble relay,
either normally energized or normally de-energized, or
as a auxiliary conirol

Optional Gity Connect Module {4100-6031, with
disconnect switches, or 4100-6032, without disconnect
switches) can be selected for conventional dual ¢ireuit
city connections

Cptional Alarm Relay Module (4100-6033) provides
three Form € relays thaf are used for Alatm, Trouble,
and Supervisory, rated 2 A resistive @ 32 VDC

Master Controller and Expanslon Bay Selection® (Canadian models have low battery cutout)

Model Rescription

4100-9111
4100-9112
4100-9113
4100-9214

Model Type and Listing

120 VAC Input UL
English

Franch 120 VAC, Canadian { ULC
220-240 VAC Input UL

4100ES Master Conlroller Assembly with LCD and
operator interface, 9 A system power supply/batlery
charger (SPS), 250 point IDNst Interface, 3 NACs,
auxltlary relay, and external RUI cormmunications interface

Supv, Alarm

373mA | 470 mA

4100-8131
4100-8132
4100-9133
4100-9230

120 VAC Input UL

English
Franch 120 VAC, Canadian § ULC

220-240 VAC Input UL

4100ES Master Conlroller Assembly, no display, no
operator intarface, 9 A system power supply/ballery
charger {SPS), 260 polnt IDNet Interface, 3 NACs,
‘auxitiary relay, and external RUI communications interface

363 mA | 426 mA

4100-9121
{not ULC
listed)

Redundant Master Controller, two bay assembly; top bay contalns LCD and operator inter face,
CPU card assembly, and 4100ES, 8 A system power supply/baltery charger (SPS); second bay
conlalns CPU card in Slod 2, and LCD and operator Interface; 120 VAC, 60 Hz Input;

NOTE: RUI connectlons require use of 4100-1281 RUI expanslon modules

718 mA | 937 mA

4100-2300

Expanslon Bay Asserbly; ordar for ¢ach required expansion bay {not required for 4100-9121)

4100-2303

1 egacy Module Stabilizer Brackel, used when expanslon bays have fegacy slot slyle modules

Master Controller Upgrades for Existing 4100 Serles Fire Alarm Confrol Panels*

Model includes

h Pansf Typo
4100-7150

1000 pt 4100 (4100+)

Naw Masler Conlroller and 4100ES user inlerfaca door assembly with Ethernet conneclion

4100-7152 {512 pt 4100

Same as 4190-7150 plus includes a Universal Power Supply

1000 pl 4100 (41004)

41007185 1 or 4100ES

New Master Conlroller with Ethernet Connsclion Upgrade Kit; uses existing 4100ES user
interface; for 4100+ without LCD

4100-2301

Expansion Bay Upgrade Kit for mounting 4100ES style (4" x 5" modulas) In existing 4100 style pansls

Master Controtler Upgrades for Existing 4020 Serles Fire Alarm Gontrol Panel

Motlel
4100-9833

Descripilon

cabinet with locklng glass door and refaines

4020 Mastar Conlroller Upgrade with LCD & operator interface assepbly; mounts as an adjunct panef; single bay

* For InfoAlarm Command Cenler expanded content display products, refer to dala shesl 84100 -0045,

$4100-0031-17




Module.Selection Information (Continued). Hesiewed for Code Compliance

Inspections Division

Miscellansous Accessorfes Approved with Conditions
Mode} Description 07/15/13
4100-1279 | Single blank 2" display cover, 4100-2302 provides a single plale for a {ull bay Date:

4100-9856 | 4100ES Canadian French Appliqué Kif; Simplex, 4100ES, Cenirole incendls

4100-9857 | 4100ES English Appllqué Kit, English; Simplex, 41C0ES, Fire Control

4100-9858 | 4100ES InfoAlarm Remote Display English Appliqué Kil; Simplax, Operator Inlerface, 4100ES

4100-9859 | 4100ES InfoAlarm Ramote Display Canadlan French Appliqud Kit; Simplex, Inlerface de l'operateur, 4100ES

4100-9835 { Terminalion and Address Label Kil {for moduls marking); provides addilional labels for fleld insialied modules

4100-8029 { Smoke Managsment Applicallon Gulde; required for UUKL iisting

4100-6024 Tamper Swilch, one par cabinet assembly if required; m onitors solld door for paneis vilh solid door; monitors the

] Internal retalner panel for panels with glass door {(not the glass door); has a built -in addressable IDNet 1AM

2081-9034 Sarles resistor for WSO, 1DCs (N.C. water flow and lamper on same circuit, wires after walter flow and hefore tamper)

470 0, 1 W, encapsulated, twe 18 AWG leads (0.82 mm? ), 2-1/2° L X 1-3/8° W x 4” H (64 mm X 36 mm % 26 mm)

Note: 4100ES Appliqués are included wilh 4100ES Upgrade and Relrofit Kit 5 for mounting 4100ES in 4100, 2120, 2001, and Autocall
batk boxes $0 that upgrades can bo easlly ldentified as 4100ES. 4100ES Appliqué Kils are avallable for applications such as to
update Remote infoAlarm Displays connecled to a pansl that was upgraded to 4100ES or for an existing 4100U when the New
Master Conlrolfar is upgraded to 4100ES and only a software upgrads s required.

Addressable Inferface Modules {refer lo iocation referance on pages 9 and 10}

Model Desaripilon ) Supv. Alarm
4100-3101 | IDNel Module, 250 peint capacily With 250 IDNe! devices, add 200 mA 250 mA
4100-3104 | IDNet Module, 127 peinl capacily With 127 IDNet devices, add 102 mA 127 A
4100-3105 | IDNat Module, 84 point capacily With 64 1DNel devices, add 51 mA 84 mA

1DNet Modules, Specifications for each capacity; ‘ Madule without devices 75 mA 115 mA
Moduie size = 1 Block Loading per IDNet device 0.8 mA 1 mA
Modei Description . Supv., Alarm
MAPNET I Module, 127 point capacily, add devices Module without devices 255 mA 275 mA
4100-3102 | separalely; Modute size = 2 Slols;
Loading per MAPNET H device = 1.7 mA Fuly loaded module, totat 471 mA 491 mA
Isolator Module for MAPNET 1l or IDNet; converts a single connected SLC into four
isolated ouiputs seleciable as Class A or Class B; up to two isolalor Medules can be
4100-3103 | connecled to one SLC; Module size = 1 Siol; 50 mA 50 mA
NOTE: Compatible with MAPNET Il Remote [solators only; for quad isofalion with 1DNet
Remaole isolators, use 4100-3107 IDNet+ Maedule {see data sheet S4100-0046 for details)

Relay Modules; Nonpower-limited (for mounting In expansicn bay only, refer to location reference on page's 9 and 10}

Model Deserlptlon Rosisiive Ratlugs Inductive Ratings Size Supv, Alarm
'4100-3202 | 4 DPDT w/fsadback 10A | 2560 VAC 10A | 250 VAG 2Slts | 15mA | 175 mA
4100-3204 | 4 DPDT wifeadback 2A [30VDOCIVAC 172 A | 30 VDCH 20 VAC iBlock | 15mA | 60mA
4100-3206 | 8 SPOT 3A |30VDCM20VAC | 1-1/2A | 30VDCH20 VAL iBlock | 16mA | 180 mA

Gurrent Calculation Notes:

1.  To deatermine total supervisory current, add currents of modules In panel to base systam valug and all exlernal joads poweraed
by panel power supplias.

2. Todetermine total alarm current, add currents of modules n panel to base syslem alarm current and add all panel NAG loads
and all external loads powered from panel power suppliss.

7 54100-0031-17



ndicates supplied modulas).

Mounting and CPU Bay Module Reference (*i

Reviewed for Code Compliance
Inspections Division
Cioor thickness Approved with Conditions

Slot 3, one 2" card: elthor 4100-6014 Network Module
with madia cards or 4100-6038 Dyal RS-232

07/15/13

4140-8030 Service M:Iiem mounts | -t N Date:
{ Mastar Goncoller Bay }\-\ . only on master controllor hoard L
Two, 2" or one, 4" slot for s I Gabhtot helah
one or two moadules installed {17 abinet helight:
per the following: 4100-8031 or 4100-6032 {2 bay shown
i City Clreuit or 4100-6033 ho'ss (for | for refarance)
4100-8062 DACT, Slot 1 St Alarm Rela X
’/ L Y semi-flush 1 Bay = 22"
4100-6036 Physteal Bridge, == 1 -
Stol 2 Bk {559 mm)
4100.8037 Physleal Bridgs %1%% ;1;‘]3
{4" module) Slots 1 and 2 5 o e x :
e (o LMJ:SW ucaontl,m fedr (*Systam powor supply] | iyocad eabinet for 1 | T 1 B 3 Bay = 36"
’;;:t fg:g ESDA Interface, e TR seml-flush motnting I {1427 mm)
= e | B2EEE M) | Wailboard
4160-5005/6016 [DC Modules, ® minlmem {4
Slot § or2 [ taferencs for
e senml-flush
4106.6038 Dual R$-232, maounting,
Slot 2, If Network Module Is 8" slud
in Slet 3 e
J = Exposed door and  FT=
prtcal Expansion Bay ; £ “:lmt‘::’; s:tm;
showing mixed module sizes
{shoving siz65) 8-1/8" {156 mm)
Yo bay cabinel minimum
showin withaut ralaier
1Baﬂery Compaﬂmanll ’/,] ‘/

et

Door can be hung T[] Deordam .
hinged left or dghl 24" (610 Mmoo} {121 mm) ] I (?%2:,‘32 1)_,__
mm,

Ogtlonal sem!-fush kit kit] 111116,
(os {295 mm)

NGTE: A system ground must he providad for Eatth Defection and transieni proteclion devices. This connectlon shall be
rade to an approved, dedicated Earlh connection per NFPA 70, Article 250, and NFPA 780,

¢ $4100-0031-17




8.5implex

UL, ULC, CSFM Listed; FM Approved;
MEA (NYC) Acceplance*

4100 ED Fire Col

Cabinet Reference;

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Retainers, Rack Mounting, ar Date: 07/15/13

4100ES Box and door optlons:

» Boxes are available sized for one, bwo, or three
equipment bays, each with a battery bay located at the
bottom

s Colors include platinum’or red

» Doors are glass with modular or solid infernal
relainers

+  Models are available with box and door combined for
single package shipping, or packaged separately

¢ Enclosures are NEMA 1 rated

+ Refer to individual 4100ES data sheets for product
application listings (see list on page 2)

Door and retainer selection is coordinated with

cahinst function:

+ Glass doors with modular retainers provide visibility
of annunciation and interface modules for Control
Panels, Network Display Units (NDU), and Remote
Annunciators

+  Glass doors with solid retainers are for MINIPLEX®
Transponders and utility function cabinets where
module visibility is not required

4100ES Enclosure detalls:

s Lalching retainers ensily lift off for internal access

« Smooth box surfaces are provided for locally cuiting
conduit entrance holes oxactly where required

¢ Alignment markers are provided at the top and bottom
of each box side for 6" (152 mm) or 4” (102 smum) wal!
studs

» Knockout secrew/nail holes are supplied for semi-flush
mounting

Upright cabinet rack packaging reference;

»  For use with Bud Industries Inc. specinl cabinet rack
model number 45964 _

+ Referto page 2 for cabinet rack listing

4009 TPS (TrueAlort® Addressable Power

Supply) cabinet assembliss:

s Cabinet assemblies are available for remote mounting
of the TrueAlert addressable power supply (TPS)

»  Refer to page 2 for listings information

* For 410QES ans, b, and thees bay cabinets with assodfated equipment Products are
tisted by the Caiomta S1ale Fire Marshad (CSFAY pwsuard to Seston 13144.Lof the
Ca'orrla Hoa'th end Salety Code. Seo CSFM Listing 7165-0026:251 for afowable
vals andlor condtons concerning materiat praseatedtn this documeal tis sutecto
1e-exam’nation, fovis'on, and possitie canteilation. Ascepted for use -- Cily of New York
Depariment of B ngs ~ MEASS-03E. Adfitonal [i3£rgs may be applcatie, conlact
your locel Simplax? peoduct supctier for the latest stalvs, UsBiags and approvals under
Shmplat Bima Recorder Co, ara the proterty of Tyco Salaty Products Westmlasher,

#

4100E8 Three Bay Cabinets

.
ke

i

ATFS

4000 TPS Cabinat
Assembly {nol lo scale}

Cabinel Rack Enclosure
{shown with door open)

8§41006-0037-9



NOTE:

A syslem ground must be

ed Enclosiire Installation Referenc

provided for Earlh Delection

and translent protection
devices. This connection
shall ba made to an

approved, dedicaled Earth

connection par NFPA 70,
Arlicle 250, and NFPA 780.

4009 TPS Cabinet Installation Reference:

Front view, box oulllne without door

Slde view in‘!h ©

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Door thickness l

R

-~ 1
o 07/15/13
4-314" S, Date:
3 Bay hetght = 347121 mm)
56" (1422 mm)
Knockout screw/nail holss
{for semi-flush mounting)
J- b —— ,’NH/\/\/\J‘
t e
Exposed cabinet for
2 Bay holght = sembRush mountng i B 3
40° {1016 mm) 1-38™ {35 mmy)
inimum Wall board reference
for seml-Mush
mounting, 6" slud
J iy
| IS SO S | ISR PN}
1 Bay helght =
22" {558 mm)
‘\{_1 Exposed door and cabinsl
1 for semi-flush mountin
Dreors can be hingad lefi or dght ., g \
| PR e Stud aligament
1 matkers, each side
Qptional semb-fiush
dm kil velsrence

-

Ve

AC power LER<

AC {npul 1
terminat block

k]

l<¥24" T ———— 620032 ]
(175 mnt)
11160 —
{298 mm)
: _4gan Box deplh =
[—#——Box width 16-1/8" (410 mm}——»i ; S
1360”346 mum)——— i ]

TrueAlert Addressable Pover Supply @

mounis hafe;

4100-6520, 120 VAC, US

4160-5121, 120 VAC, Canada

4100-5122, 220-240 VAC, 50/80 Hz,

Internailonat ’ 4009-2613 @ o

Transponder {408 mm)

panel stze = Inlerface Card Knackouls are \

137 Wx 9" H (330 mm % 228 mm) (TIC} mounls located on lop

here and both sides
RSP T o,
! H 5
Batlery Aroa, 12,7 Ah maximum, )| D )
No condvit or wiing la this area )} ¢ | Door shown
T : for reference
1 2 . ¥

84100-0037-9




€5.Simplex

UL, ULC, CSFM Listed; FM Approved:;
MEA (NYC) Acceplance*

Panel Mounted LED/Switch anc
LED/Switch Controllers, and Panel b pate: 07/15/13

4100 @ Fire Co

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Panel mounted annunciation modules for use with

4100U/4100ES Fire Alarm Control Panels, Remote

Annunciators, and Network Display Units (NDU}):

s Modules mount on front of panel bay providing
convenlent access and high visibility

+ Panel monitors switches for user input and controls
LED indieators {o annunciate function status

s  Compact 64 LED/64 switch controller modules mount
on back of LED/switch modutles

LEDfSwitch Modules:

*  Raised ntomentary switehes provide tactile feedback

+  Alternate action operation provides on/off functions

¢ High intensity LEDs provide clear status anmmeiation

+ Slide-in labels provide customn on-site fabeling (label
kit 1s ordered separately)

8§ LED, B Switch Modules:
*  One siatus LED per swiich
* Available as all red LEDs or all yeflow LEDs

16 LED, 8 Switch Modules:

+ Two status LEDs per switch

¢ Available with two LEDs per switch as: red/fyellow,
yellow/yellow, redfgreen, or green/yellow

46 LED, 16 Switch Modules:

+  One status LED per switch in 27 (31 mm) module

s Available as all red LEDs, or & red and 8 yellow

+  Two configurations are available, one with pluggable
LEDs, refer o iHustrations on page 2 and product
selection details on page 4

24 LED, 24 Switch Modules:

+ Double stot module with one red status LED per
switch

HOA {Hand-Off-Auto} Switch Modules:

+ Eight controls in a double slot module, each control
has three switches for status selection and one LED
per switch position

+  Swilch selection is On/Hand, OFf, and Auto

Avallable with three HOA Module LED Optlons:

+  On/Hand (green LED), Off (red LED) and Auto
(green LED)

+  On/Hand (green LED), Off {red LED) and Auto
(white LED) to comply with Iiternational Building
Code (IBC) requirements

+  OwHand {green LED), Off (yellow LED) and Aute
{green LED}) for applications requiring no red LEDs

» Available with or without switch buitons labels
{On, Off, Auto)

LED Modules with & or 16 pluggable LEDs:

s 3§ LED Modute has red LEDs, 16 LED module has
8 red with 8 yellow

+ Red, yellow, green, or blue LEDs are available in
packages of eight {8) to change color on-site per
application requirement (ordered separately)

4100ES 2-Bay Fire Alarm Conirof Pansi
with Sample of Available LED/Swilch Modules

Features (Conlinued).

24 Polnt /O Module for external connections:

+ Each point is selectable as either a switch input
(montentary or maintained) or lampfrelay driver output

+  Multiple switeh monitoring modes are available

Panel mounted printer (see pages 6 and 7 for delails):

¢ Records system events and provides 20 visible lines

Listed to;

+ UL 5td. 864, Fire Detection and Contrel {UQJZ), and
Smoke Control Service (UUKL)

» UL Std. 2017, Process Management Equiptient
(QVAX)

¢ UL Std. 1076, Proprietary Alarm Units-Burglar (APOU)

¢ UL 8td. 1730, Smoke Delector Monitor (UULH)

¢«  ULC 5td. 8527-99

: ption

Annunciation Options. 4100U/ 100ES fire alarm panels
sitpport a variety of switch input and LED status indicators
to complement the information and controls avaitable at the
operator interface, These modules provide & convenient
interface officlently packaged onto the front panel space of
the cabinet bay. Additionally, the panel mounted printer can
conveniently record system status without requiring a
separately located printer,

* Refer lo additonal Fsbing deladds on page 4, THS product has baen approved by the
Caornia Slate Flre Marshad (CSFM) pursuant to Section 131445 of ha Caffforla Heath
and Safety Code, Sea CSFM Uisting 7165-0026:251 fr allowable values andlor
conditons concening matedal presented Inthis document, 1Uis sutjedt loss-examination,
revision, and possitie cancelation, Additioad istngs may be applieatie; contact your
Jocal Simplex® producl suppler for Lha fatest slatus, Listings and apgrovels under Simplex
Tima Recorder Co, ara the property of Tyoo Safely Products Westrlsler

$4100-0032-10




24 Swilches, 24 LEDs

One switch per
confrel, onfoff

f 1 | | /r— Labeflnseﬂfb- i I

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Date: 07/15/13

HOA Modules, 8 Controls
{3 switehos oach), 24 LEDs

Primary funclion fabels

\
A
Cuslom
. - \abel area
{ LED {On)
[ LED {Off)
] LED {Aulo)
'
| Red LEDs LED CGolor Legend:
! Green, Red, White, Yellow,
" GIRIG 2 Green on, Red off,
Green avlo
Vislble area GIRW = Graen on, Red off,
8-114"H, 2" W Whilte auto
(210 mm x 51 mm) GFYIG = Green on, Yellow
off, Green aulo
1
Qne switchi
pet function|
]
i X

4100-1287

HOA Miodules, GIR/G LEDs:
410012886, with labelad svillehas as shown
4100-1296, with uniabaled switches (not shown)

HOA Modules for IBC Applications, GIRAV LEDs;
4106-1276, with labeled switches as shown
4100-1299, with unlabeled swlichea (not shewn)

HOA Modules, GIYIG LEDs:
41001302, with lebaled switches as shown
4100-1381, wilh unlabelad switches (nol shown)

3 54100-0032-10




duct Selection (Conlinued):

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

LED/Swileh Controller Modules and Accessories

Modei Description Date: 07/15/13
64 LED/G64 Swilch Conirolier Module with mounting plate; conirols up lo 64 LEDs
4100-1288 {and Inlerfaces to up to 64 switches; mounts behind the LED/swilch modules and MOTE: LED/aswitch conirollars
has provisions for one 4100-1289 Conlrelter Medule and thelr connecled modules
4100-1250 | 84 LED/B4 Swilch Controfier Module without mounting plate; mounts on exlra must be n lhe same bay,
space of 4100-1288; controls an additional 84 LEDs and G4 switches
4100-0636 | Harnoss Kit, Power and Communicallons One of each Is required per 4100-1288 that Is
located in the same bay as two Flex-36/50
4100-0841 | Hamess Kit, 26 Position Flex Cable, 14-1/2" (368 mim) long amplifiers and an SPS
4100-1290 24 Polnt O Module for external connections, sslect each point as either Input of outpul;
2% (51 mm) wide, 1 Siot
4100-1294 LED/Switch Module Slide-in Labels, required when LEDfswitch or LED only modules are prosent;
order one per cablnat
Single blank 2" display cover; order as required {8 fill a bay front); two maximum 1n a row between LED/swrilch
4100-1279 modules
Panel Mounted Printer {refer to pages 6 and 7 for printer details)
Madet Descriptton
4100-1293 | Panel Moun! Thetmal Printhead Printer, supplied with one roll of paper
4190-9803 | Replacement Paper for 4100-1293 Printer, one roll

{For additional LED/Switch Module information, refer to Instaltation Instructions 574-843)

64 LED/64 Swifch Controllor Modules {4100-1288 and 4100-1289)

Input Vollage

18 1o 33 VDC, from controf panel

Gurrant, No LEDs On

20mA@24VDC

Current, All 84 LEDs On

210 mA @ 24 VDC {approx. 3 mA/LED)

Mounting Reference

Bracket of 4100-1288 altaches 1o the back of the LED/switch modules

Contrallers per Bay

Maximum of two per bay; for conirol of LED/swilch modules within that bay only

Bay Location Reference

Slots 1 & 2 or Slols 3 & 4; mounts onto the back of 1he LED/swiich modules

Cloarance Behind Conirolier Module

Space accepts low profile 41C0U/4100ES modules only

24 Polnt 110 Module (4100-1290)

Module Currant

Suparvisory = 34 mA; Alarm = 75 mA {add oulput currents separately)

Swritch Input Details

Momenlary or maintained, 2 or 3 position; max, distance s 2500 f1 (762 m) or 65 O

Quiput Current

150 mA @ 24 VDC per point; inrush current 1s limited for use wilh incandescent bulbs

Output Detalls

Dicde suppress relay loads at the coil; max. distance Is 600 ft {183 m)or 2 O

General Specifications

Operaling Temperalure Range

32° to 120°F {0° to 49° C)

Operating Humidily Range

Up {o 83% RH, non-condensing @ $0° F (32° C} maximum

‘Additional Data Sheet Reference’

Subjoct Datia Sheet Subject Data Shoet
4100ES Basic Panel Modules and Accessoriss 54100-0031 Nelwork Display Unit (NDU) 54100-0036
4100ES Audic/Phone Modules 84100-0034 | Enclosure Reference $4100:0037
MINIPLEX® Transponders $4100-0035 | Remole Annunciators $54100-0038

& 54100-0032-10




{For additional printer information, refer 1o Instalation Instructions 579-249)

Etectrical & Communications

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Date: 07/15/13

fnput Vollage 19 to 33 VDC, from conleol panel
Stand 28 24 VD

Curcant tandby | 126 mA @ 24 VDG
Printing | 800 mA @ 24 VDC

Communicatlons

R8-232, 9600 baud, from conirel panel RS-232 module

Print Characteristics -

Print Format

Fixad thermal printhead producing black characlers

Characlers 11 x 28 dot malnix; alarm information printed in hold

Paper Formal 40 colurans; 6 lines per Inch; 20 fines visible; paper is wound onlo tgp lake -up r.eel.
paper ¢an bs manually unwound from lake-up reel and rewound using Fead swilch

Paper Speed 1.33 Infsec maximuny

Print Spead 312 eps

Sound Outpul 55 dB maximum, with cabinel door open

Papet (one roll included)

Type and Size

Thermal; 2.35" wide, 180 ft long (60 mm x 48 m})

Replacement Papsr

4190-9803, 1 tolt

Mounting Specifications

Bay Localion Reference

Requlres 3 expansion bay slots, can be localed as required

Clearance Behind Printer

Space accepls low profile 4100U/4100ES modules only

Environmental Specificatlons

Operating Tempesratura Range

32° lo 120°F (0° to 4%° C)

Operatlng Humidily Range

Up to 93% RH, non-condensing @ 99° F (32° C)Y maximum

$54100-0032-10




£ Simplex

Multi-Application Per

and Acc

UL Listed
FM Approved

Digital Alarm Communlcatlng
Serial Communications ModL...- n—— e e,

Remote Sta

te: 07/15113

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

FEATURES

o UL 864 listed per NFPA 72 for Cenfral Station
Service
— Listed to UL 1459
— Registered to FCC Part 68

» Dual telephone line interface

« Mounts internally to Simplex models:
— 4010, 4020, 4100, and 4120 Network Fire
Alarm Control Panels

— 4120 Nefwork Processing Unit (NPL)
« Provides specific, per point information®;

— Communicates point status changes, phone
line status, and other off-normal information

— Reporis up to ten events per phone call
« Provides programmable:
— Automatic 24 hour test
— Power fail report delay
« SDACT status indicators:
— Panel LCD indicates off-normal status
— Module LEDs provide service diagnostics

+ Operates with Simplex expanded interface
software version 8

SPECIFICATIONS
Model Identification.. 4020/4100/4120-0155, 4010-9816

Voitage........... e eeverrrrara— e rr e 18-32 VDC, from Panel
Standby Current ... 30 mA
Alarm Current (Communicating) .......................... 40 mA
SDACT Point Capacity ......cccoeevvciecvierevececeeins 4000*
Operating Temperature ......32° F to 120° F (0° C 10 49° C)
Operating Humidity ................. 10-80% RH @ 85° F (30° C)
Telephone Requirements

FCC Registration # ... 5QWUSA-30334-AL-E
JACK . RJ31X (2 Required)
Connection Type .......... Loop Start, Pulse or Tone Dialing

Compatible Simplex DACT Cables with Plug
(2 required, select length as needed)

2080-8046...........oooeeeeeeere e 7 ft long (2134 mm)
2080-9047 .....ooveoeere e, 14 ft long (4267 mm)

* Note: Information received is determined by capability of
the digital alarm communicating receiver {DACR) and
communication format used.

© 1998 Simplex Time Recorder Co. All righis reserved.

Central Station
Monitoring Servic:
Central Station messag@@z@;
with customer location and
action list per application
requirement

Dual telephone
line connectio

MAINTENANCE SUPPLY ROOM
SMOKE DETECTOR Al

Local
"house"
telephone

SDACT/ |

Module

Simplex Fire Alarm Control Panel

SDACT Application Diagram

DESCRIPTION

The Simplex serial digital alarm communicating
transmitter (SDACT) monitors the status of the host fire
alarm control panel and its connections to the Ceniral
Station monitoring location. When status changes
require information to be reported, the SDACT can
provide a per point message that can assist the Central
Station in more accurately implementing the required
response. Typical information reports would include
alarms, troubles, and supervisory conditions with
specific point idendification.

The SDACT module directly communicates with the fire
alarm control panel CPU and is custom programmed
for the specific requirements of the Cenfral Station and
the connected fire alarm contro! panel,

52080-0009-1 2-98




AVAILABLE REPORTING FORMATS

ContactiD (CID). CiD is the pl’eferred format for Transmission is sent as a double |

SDACT Operaticn. It prOdees a four digit account code Repor{ codes are pr’ogfammab’e.

followed by a three digit event code, a two (hex) digit .

group number, and a three (hex) digit contact number, BFSK. Three digits of account coc

all of which are used to encode specific point reparting code in a single transmis Reviewed for Code Compliance
identification, fones. The format has bgllt-in erro Ap:}r::s:;t;s;;%g;sc‘;i?ons
31 Pulse. A three digit account code followed by a one gg:gle round fs not required. Rep

digit reporting code. Transmissions are sent as a ) Date: _07/15/13

double round at a rate of 20 PPS (pulses per second). SIA. Security Industry Association yoimy Lignar

Reporting codes are programmable. Communication Standard, The SDACT provides leve! 1

compatibility which includes tonal acknowledge, basic

412 Pulse. Similar to 3/1 except for a four digit account reports only, and fixed reporting codes.

code and a two digit reporting code.

SDACT UL Listed Compatibility

ReceiveriService  (£] = Available)
c - Simplex FBI Osbome! | ApEMCO |  SUR- - Silent
ommunication Cen?ral CP220FB Hc?ffman 685 GARD Radionics Knight
Format Station | (motes283) | QuickAlert | (e5183) | MLR2-DG | 6500 9000
Services Model li
Contact ID :
{Preferred) v v v v v
3/1 Standard v
1800/2300 Hz v J v v v s With 9032
10 and 20 PPS ‘ Line Card
3M Standard : v
1900/1400 Hz Wy v s v v Y With 8032
10 and 20 PPS Line Card
42 Standard v
1800/2300 Hz v 7 s v v v With 2032
10 and 20 PPS Line Card
4/2 Standard v
1900/1400 Hz v v 7 7 v s With 9032
10 and 20 PPS Line Card
v
Radionics BFSK
1800/2300 Hz v 4 v v s 7 Vli-?{t]i; ?:?rﬁ
v
Radionics BFSK
190011400 Hz v v v v / s it ghaz
2 7
SIA With 2004
Line Card
NOTES:

1. With 86568-8 Line Card.
2. With Rec-11 Line Card.
3. These receivers are also Factory Mutual {FM) approved.

$2080-0009-1 2-08
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Fire Alarm Control Pane

& Simplex

Listings*

System Batteries, Sealed Lead-Acid;
Reference for Battery Cabinets, and Battery Cabin

Reviewed for Code Compliance

Inspections Division

Features

Rechargeable, sealed lead-acid batteries:

o Lead-calcium grid structure with immobilized
electrolyte in absorbent separator

¢ Low maintenance with no need to add water

o Low self-discharge characteristics

o One-piece, high impact polystyrene cell cover with high
reliability dual seal construction

o UL 924 recognized pressure relief valves

Available in a variety of capacities:

+ Bafteries for internal mounting range from 6.2 Ah up fo
50 Ah, depending on control panel cabinet size

» Larger batteries, up to 110 Ah, mount in external battery
cabinets that are available with internal chargers

¢ Includes battery chargers with communications

compatibility for use with 4010 Series fire alarm control
panels and with 41000 Series fire alarm conirol panels

Description:

Simplex® rechargeable sealed-lead acid batteries provide
reliable and repeatable discharge and recharge
characteristics for use in fire alarm and other systems
applications, They are designed with immobilized
electrolyte in an absorbent separator, allowing them to
provide rated capacity on the first cycle.

Because of their sealed construction, packaging is allowed
within the system electronics enclosure (sce illustration
on page 2). When this is applicable, the quantity of
system cabinets and the battery wiring distances are both
minimized. Where required, external battery cabinets can
be close-nippled to the control panel to house larger
batteries with baftery chargers available in some battery
cabinet sizes.

Battery Details.

Charging. These batieries are intended to be used with
compatible Simplex battery chargers.

Series Connections. These batteries are required to be
connected in series fo produce 24 V system voltage,
Battery sets must be of identical voltage, model number,
appearance, and approximately the same date of
manufacture for proper operation.

Testing. Battery capacity testing is recommended to be
performed by using a sealed lead-acid battery tester
designed to withdraw a minimum of battery charge. The
preferred tester applies a variety of amplitude and
duration controlled test pulses that compares terminal
voltage against those predicted for the specific battery
size. (Testing is available through your local Simplex
praduct supplier.)

Approved with Conditions

Date: 07/15/13

Compatible Sealed Lead-Acid Batteries can be
Installed Inside Fire Alarm Control Panel Cabin els

Remote Battery Cabineis are Available for
Larger Battery Requirements

Battery Details (Continued):
Shipping. Sealed lead-acid batteries are shipped via

ground or sea fransportation only, They are not shipped
via air.

Disposal. Battery chemicals and materials can be
recycled. Refer to information shipped with the battery or
on its case, Return to the battery mamufacturer or to a
similarly qualified battery processing facility for proper
disposal.

* Refer 1o delails on page 4 and o the referenced individual product data
sheels for agency listing status of battery cabinels and chargers. The batleries
delailed in this document meet the requirements of UL, ULC, and Faclory
Mutual for use with respective equipment battery chargers as listed on page 3.
Contact your local Simplex product supplier for proper battery sefestion per
system requisemants. Listings and approvals under Simplex Time Recorder
Co. are the property of Tyco Safely Products Westminster.

52081-0006-1¢ 10/2008



Battery Constriictic

Actual appearance will vary with battery size,

Sealed outer cover

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

; : Vent hole
Quick connect or post type terminal ) !
; : : Potting material, black f¢ 07/15/13
(type varies with baltery size) negative, red for positive LA
0 0 {polarity is also clearly

marked with + and -}

Pressure relief valve

Inner cover

Absorbent separator used
{o immobilize electrolyte

Semi-permeable

tead-calcium grids ?/ / membrane separator
o .

Cell group
Cell case (high impact

polystyrene)
Battery Size Specifications
Capacity @ 20 Hour oty N Height with Approximate
Battery Mode! Discharge Rate Width Depth Terminals Weight*
2081-9272 6.2 Ah 6-1/8 {156 mm} 2-518 (87 mm) 47 {102 mm) 5.75 1bs (2.6 kg)
2081-9274 10 Ah 6" (153 mm) 4-1/16" (103 mm) 4" {102 mm) 9.2 bs (4.2 kg}
2081-9288 12.7 Ah 8" (153 mmy} 4” (102 mm) 47 {102 mm) 9 1bs (4.1 kg)
2081.9275 18 Ah 7-1/4" (184 mm) 3-3/8" (86 mm) 6-5/8" (168 mm) 14.3 Ibs (6.5 kg)
2081-9287 25 Ah 6-5/8" (168 mmy} 5” {127 mm} 77 {178 mm) 19.4 Ibs (8.8 kg}
2081-9271 ‘
{rectangular case, 33 Ah 12-1/2" {318 mm) 3-3/8" (86 mm}) 7-1/16" (179 mm} 26.6 Ibs (12.1 kg)
typically for service) .
2081-9276
{"square” case, 33 Ah 7-3/4" (197 mm} 5-1/4" {133 mmy} 6-3/4" {171 mm) 26.5 Ibs (12 kg)
use for new)
2081-9296 50 Ah 9-1/2" (241 mm) 5-1/2" {140 mm) 8-7/8" (225 mm) 41.8 Ibs (19 kg)
2081-9279 110 Ah 11-3/167 (284 mm} | 10-1/2" (267 mm) 9" (230 mm} 82 Lbs (37 kg}

* Dimensions and weight are per battery and are for reference only. Exact size may vary. Refer to the tables on page 3 mounting

compatibility. These batteries are 12 \V each and series connacted for 24 V system use.

NOTE: When wired in series for 24 V output, these batteries are to be of identical voltage, appearance, model numher, and
approximately the same date of manufacture.

General Battery Specifications.

_Nominal Voltage Rating 12 Volis per battery
Discharge Rating 20 Hour Rate
Typical Charge/Discharge Cycles 100 to 150

Preferred Charge Temperature Range

60° F to 90° F {15.6°C {0 32.2° C)

$2081-0006-19 10/2008



anel Mounting .

Battery Compatibility for Fire £

NOTE: Refer to individual fire alarm control panel product data sheets for additional battery application inforr

Battery Gapacity Simplex Control Panel Model Serles (see legend and notes be! erfe vlvnesi forCode Complance
Mode! . 4006 & 4009 4100 Approved with Conditions
4003 | 4004 | 4004R | 4005 4008 (all models) 4010 41000 2,4

20819272 | 62Ah | V |/ | 4 1 ¥ | ¥ v v 1.2, or3bay Date: 971513
2081-9274 10 Ah v v v v v v v 1,2, or 3 bay v v
2081-9288 12.7 Ah e NA v v v v v 1,2, or 3 bay v v
2081-9275 18 Ah + | NA |Note3| ¢« Ext Ext Note 2 { 1, 2, or 3 bay v v
2081-9287 25 Ah NA NA [Note3 | Ext Ext NA v 1,2, or 3 bay v Ext
(fe%?;r'éig{) 33Ah | NA | NA |Note3| Ext | NA NA  |Note3]1, 2 or3bay Ext Note 4
2(93‘?&2337“? 33An | NA | NA [Note3| Ext | NA NA  |Note3 |1, 2 or3bay v Ext
2081-9286 50 Ah NA |-NA |Note3 | NA NA NA Note 3| 2or3 bay Ext Ext
2081-9279 110 Ah  |Requires external battery cabinet

v =Canbe placed in the respective equipment cabinet
Ext = External battery cabinet is required, refer to selection chart on page 4
NA = Not applicable/not compatible

NOTES:
1. These batleries meet the requirements of UL, ULC, and Factory Muiual for use with respective eq uipment battery chargers
listed above. Contact your focal Simplex product supplier for proper battery selection per system requirements.

4010 Cabinets will accommodate 2081-9275, 18 Ah batteries, but will not allow bottom entry conduit.
Use 4081 series companion cabinet and charger, refer to page 4.

4020 Cabinets will accommodate 2081-9271, 33 Ah batteries, but will not allow bottom entry conduit.
Some control panel models are listed for battery replacement reference only.

SN IR A

External Battery Cabinet Compatibility Reference:

Battery Cabinets without Chargers (connects to charger in panel)

2081-9275 2081-9287 2081-9271 2081-927¢ 2081-9296 | 2081-9279
Cabinet Panel Compafihility 18 Ah* 25 Ah _Rectangular 33 Ah | Square 33 Ah 50 Ah 110 Ah
2081-9270 multiple v v v v v NA
2081-9280 4100U/4100+ NA NA NA NA NA v
ggg:: :ggg; muitiple v v v v v NA
4008-9801 multiple v o u NA NA NA NA
4008-9802 multiple e NA v NA NA NA
Battery Cabinets with Chargers
2081-9275 2081-9287 2081-9271 2031-9276 2081-9296 | 2081-9279
Cabinet Panel Compatibility 18 Ah* 25 Ah Rectangular 33 Ah | Square 33 Ah 50Ah | 110 Ah
4081-9301
4081-9202 4004R and 4010 v v v v v NA
4081-9306
4081-9308 4100V NA NA NA NA v v

* Batteries smaller than those listed are normally mounted in the product cabinet
** 25 Ah capacity was effective as of 7/2005.

v =Canbe placed in the respective equipment cabinet

NA = Not applicable/not compatible

$2081-0006-19 10/2008



Cabinet Specification Reference

Battery Cabinets Without Chargers; Shallow Design with Front Door

Modei Color | Listings | Description
2081-9281 | Beige 2-Unit, 4100 style cabinet without charger; with locking » Reviewed for Code Compliance
UL and . . . . 25314 W Inspections Division
; solid door and battery shelf, primarily for use with 50 Ah roved with Conditions
2081-0282 | Red | FM  |poue SO0 y shel primarty ! (654 mm Approvec withConcl
— Date: 07/15/13
4009-9801* | Beige | ULand | Forupto25 Al | External battery cabinet without charger, | 16-1/4"W ‘
FM batteries* with locking solid door and battery {413 mm x oao mIm X =40 iy
harness; for close-nippled mounting to n = "
g : Forupto 33 Ah | . 25-3/4" W x 20-3(4" Hx 4-1/8" D
4009-9802 | Beige uL batteries fire alarm control panel cabinet (654 mm x 527 mm x 105 mm)
* Depth increased for 25 Ah batteries effective 7/2005.
Battery Cabinet Without Charger; Deep Design with Hinged Lid
Model "Color | Listings | Description Dimensions
_ . Battery cabinet without charger; cabinet has vented front, 26-1/2Wx12°Hx12°D
2081-9270 Red | Notlisted and hinged lid with support rod and lock on top {673 mm x 305 mm x 305 mm)

Chargers for use with 4010 Fire Alarm Control Panels and 4004R Suppression Release Systems
{refer to data sheet S40871-0001)

Model Color Input Voitage
4081-9301 | Beige
120 VAC
4681-9302 Red

Description

Battery cabinet with charger for the 4010 and
4004R fire alarm control panel;, for up to 50 Ah
hatteries; with front door

Listings include: UL, ULC, FM, CSFM, and MEA
{(NYC), see daia sheet for details

Dimensions

22-1/2" W x16-3/4" Hx 8-3/8" D

(572 mm

X 426 mm x 213 mm)

Battery Cabinet Without Charger for 1

(refer to data sheet S2081-0012)

Model &

Listings Color

2081-9280
Listings
include: UL
and CSFM

Red

Cabinet Description

Battery cabinet for
2081-9279, 110 Ah
batteries; includes
80 A battery fuse,
terminals and
batlery connection
cables; see data
sheet for details

ggamrgg?:[e Charger Description
4100-9xxx 41000 System Power Supplies
Series (SPS)

4100-5111

4100-5112 4100U Additional SPS
4100-5113

4100-5125 | 41001 Remote Power Supply
4100-5126 (RPS)

4100-5127

a100-5120 | 4100U TrueAlert Addressable
2400-5122 Power Supply (TPS}
4100-0104

4100-0114 4100 Legacy power supplies
4100-0124

10 Ah Batteries; for use with compatible panel mounted chargers

Dimensions

28-12°Wx 122 Hx12° D

{673 mm

% 305 mm x 305 mm)

4100U Compatible

Battery Cabinet Wi

th Charger for 110 Ah Batteries ( for ULC listed systems and for other

applications unable to use panel mounted power supply charger; refer to dafa sheet $4081-0002)
Model Color Input Voltage Description Dimensions
4081-9308 Red 120 VAC Battery cabinet with charger for up fo 110 Ah
batteries;
NOTE: Required for ULC listed charging of 27-7/8" W x 13-1/2" Hx 14-5/8" D
4081-9308 Red 220/ 239’ 240 VAC, | 410 An batteries; Listings include: UL, ULC, FM, {708 mm x 343 mm x 371 mm)
multi-tapped | cSFEM, and MEA (NYC), see data sheof for
dataifs
4100-9837 | Green LED Power-on indicator Kit, required for ULC listing, mounts above access panel using knockout provided

Tyeo iIs a registered lrademark of Tyco International Services GmbH and is used wnder Neense. Simplex, and the Simplex logo are trademarks of Tvco International Ltd. and jts
affiliates and are wsed wider license.

€. Simplex

www.fycosafelyproducts-usa-wm.com

Tyco Safely Products Westminster « Westminster, MA » 01441-0001 » USA
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