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1. CONTRACTOR SHALL BEGIN MAINTENANCE IMMEDIATELY AFTER PLANTING AND SHALL CONTINUE UNTIL FINAL ACCEPTANCE.  CONTRACTOR

SHALL BE RESPONSIBLE FOR ALL MEANS AND METHODS OF WATERING AND MAINTENANCE.

2. CONTRACTOR SHALL SUPPLY PLANTS IN QUANTITIES SUFFICIENT TO COMPLETE WORK SHOWN ON THE PLAN.  ANY DISCREPANCY BETWEEN

THE QUANTITIES SHOWN IN THE PLANT SCHEDULE AND THOSE REQUIRED ON THE PLAN SHALL NOT ENTITLE THE CONTRACTOR TO

ADDITIONAL RENUMERATION. ANY DISCREPANCIES SHALL BE CLARIFIED WITH THE LANDSCAPE ARCHITECT PRIOR TO ORDERING PLANT

MATERIAL.


3. ALL MATERIALS SHALL CONFORM TO SPECIFICATIONS OF THE AMERICAN STANDARDS FOR NURSERY STOCK (LATEST EDITION) AS SET FORTH

BY THE AMERICAN ASSOCIATION OF NURSERYMEN.

4. ALL PLANTS SHALL BEAR THE SAME RELATIONSHIP TO FINISH GRADE AS THE ORIGINAL GRADES BEFORE DIGGING.

5. THE LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL PLANT MATERIALS FOR ONE (1) FULL YEAR FROM DATE OF SUBSTANTIAL COMPLETION.

6. ALL PLANT MATERIALS ARE SUBJECT TO THE APPROVAL OF THE LANDSCAPE ARCHITECT AT THE NURSERY AND AT THE SITE.

7. ALL PLANT BEDS SHALL MEET MINIMUM TOPSOIL REQUIREMENTS (SEE SPECIFICATIONS + NOTE #18 BELOW).

8. NO PLANT MATERIAL SHALL BE INSTALLED UNTIL GRUBBING, BED PREPARATION, AND FINISH GRADING HAS BEEN COMPLETED IN THE

IMMEDIATE AREA.

9.  ALL PLANTS BEDS AND TREE WELLS SHALL HAVE A MINIMUM OF 3" OF UNIFORMLY DISTRIBUTED, DARK, SHREDDED BARK MULCH.

10. CONTRACTOR SHALL SUBMIT SOIL SAMPLE AND TEST OF TOPSOIL TO LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.  SOIL ADMIXTURE

SHALL BE ADDED TO EXISTING SOIL (BY CONTRACTOR) IF DEEMED NECESSARY BY SOIL TEST RESULTS.

11.  ROUGH GRADING AND BED PREPARATION SHALL BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO PLANT INSTALLATION.  CONTRACTOR

SHALL NOTIFY LANDSCAPE ARCHITECT 48 HOURS PRIOR TO REQUIRED SITE VISIT.

12. ALL PLANTS SHALL BE BALLED AND WRAPPED OR CONTAINER GROWN AS SPECIFIED.  ALL ROOT WRAPPING AND CONTAINER MATERIAL MADE

OF SYNTHETICS OR PLASTICS SHALL BE REMOVED AT THE TIME OF PLANTING.

13. ALL BROAD LEAF EVERGREEN PLANTS SHALL BE SPRAYED WITH AN ANTI-DESSICANT AT THE BEGINNING OF THEIR FIRST WINTER.

14. ALL PLANTS SHALL BE INSTALLED AS PER DETAILS AND THE CONTRACT SPECIFICATIONS. THE LANDSCAPE CONTRACTOR SHALL REFER TO

THE CONTRACT SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.

15. CONTRACTOR SHALL STAKE TREES IF DEEMED NECESSARY BY THE LANDSCAPE ARCHITECT.

16. THE LANDSCAPE CONTRACTOR SHALL PROVIDE PREPARED SOIL PLANTING MIX AS PER THE CONTRACT SPECIFICATIONS.

17. THE LANDSCAPE CONTRACTOR SHALL REFER TO THE PLANT LIST AND PLANTING SPECIFICATIONS FOR SEASONAL REQUIREMENTS AND

OTHER RESTRICTIONS RELATED TO THE TIME AND SEASON OF PLANTING.

18. PLANTING SOIL MIX: 1 PART COMPOST, 8 PARTS TOPSOIL, 3 PARTS HUMUS.

TOPSOIL:  FERTILE, FRIABLE, NATURAL TOPSOIL OF LOAMY CHARACTER, WITHOUT ADMIXTURE OF SUBSOIL MATERIAL, FREE FROM CLAY,

LUMPS, COARSE SANDS, STONES, PLANTS, ROOTS, STICKS, AND OTHER FOREIGN MATERIALS GREATER THAN 1 '' IN ANY DIMENSION, PH

RANGE 5.0-7.0 , AND SHALL CONTAIN NOT LESS THAN 6% ORGANIC MATTER BY WEIGHT.

SANDY LOAM OR LOAM SOIL AS DEFINED BY THE USDA SOIL CONSERVATION SERVICE, AND HAVE THE FOLLOWING MECHANICAL ANALYSIS:

TEXTURAL CLASS % OF TOTAL WEIGHT AVERAGE %

SAND (0.05- 2.0 MM) 45 TO 75% 60%

SILT (0.002- 0.05 MM) 15 TO 35% 25%

CLAY  (< 0.002 MM) 5 TO 25% 15%

NOTES:

QTY. LABEL FIXTURE MODEL + MAKE LAMP HEIGHT POLE SYM. 

LIGHTING SCHEDULE


BVS 15'2 SQUARE STRAIGHT STEEL 

NOTES

65 WATT LED

4 DL ±10'3.5" ID+ - FOCAL POINT 

N/A - BUILDING MOUNT 

17 WATT LED

VIPER S SERIES - BEACON LIGHTING (TYPE 4 WIDE) 

5 WL ±10'LNC ULTRA COMPACT - HUBBLE LIGHTING  (TYPE 4) 

N/A - RECESSED CANOPY MOUNT 

12.8 WATT LED  LED 3000K, COLOR TBD

LED 3000K, BLACK, BACKLIGHT CONTROL

LED 3000K, COLOR TBD

BL 19'-3"4 TAPERED, ROUND STEEL POLE LEDBAYSIDE DIST. MED. LIGHT - HOLOPHANE LIGHTING SEE TECH. MAN. SECTION 10 FIG. X-2C, BLACK

8 DLW ±10'3.5" ID+ - FOCAL POINT (WALL WASH) 17 WATT LED N/A - RECESSED CANOPY MOUNT LED 3000K, COLOR TBD

PLANT LIST - TREES

QR 

3 

3 

5 

QTY SYM BOTANICAL  NAME COMMON  NAME SIZE REMARKS 

Gleditsia triacanthos 'Streetkeeper' Honeylocust GT 

CC 

Blue Flag Iris Iris versicolor 30 IV 

Carpinus caroliniana American Hornbeam 3" CAL. 

Quercus robur x bicolor 'Long' Regal Prince Oak 3" CAL. 

PLANT LIST - PERENNIALS + GROUND COVERS

SYM BOTANICAL  NAME COMMON  NAME SIZE REMARKS QTY 

B&B, MATCHING 

Purpleleaf Wintercreeper # 2 Euonymus fortunei 'Coloratus' CONT - 24" O.C. EF 116 

# 2 CONT 

3" CAL. 

B&B, MATCHING 

PLANT LIST - SHRUBS

Sweet Pepperbush # 5 Clethra alnifolia 'Hummingbird' CONT CA 

SYM BOTANICAL  NAME COMMON  NAME SIZE REMARKS QTY 

8 

Switch Grass # 2 Panicum virgatum 'Shenandoah' CONT PVS 9 

Tufted Hair Grass # 2 Deschampsia caespitosa CONT DC 33 

Eupatorium dubium 'Little Joe' Dwarf Joe Pye Weed # 2 CONT ED 20 

Wild Bergamot Monarda fistulosa 16 MF # 2 CONT 

NATIVE

NATIVE

NATIVE

N

Y

Y

Y

Y

Y

Y

Y

N

Y

Northern Bayberry 3'-4'HT. B&B MP 6 Myrica pensylvanica Y

RV 28 

Switch Grass # 2 Panicum virgatum 'Heavy Metal' CONT PV 88 Y

Coneflower # 2 Echinacea purpurea 'Cheyenne Spirit' CONT EP 57 N

Arborvitae 3'-3.5'  HT. B&B, MATCHING TO 19 YThuja occidentalis 'Globosa' 

Virginia Rose 2-2.5'  HT. Rosa virginiana CONT Y

B&B, MATCHING 
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