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U-HANNEL, GALVANIZED SIGN

POST, SEE SPECIFICATIONS

FINISH GRADE

VARIES, SEE PLAN

STANDARD MUTCD SIGN

(SIGN AND SHAPE VARIES)

U-CHANNEL SPECIF ICATIONS:

LENGTH: AS REQUIRED

WEIGHT PER LINEAR FOOT: 2.5 LBS MIN

HOLES: 3/8" DIAMETER, 1" CC FULL LENGTH
STEEL:  SHALL CONFORM TO ASTM A-499 (GRADE 60) OR ASSTM A-576 (GRADE 1070-1080)
F INISH:  SHALL BE PAINTED WITH TWO COATS OF AN APPROVED MEDIUM GREEN BAKED ON OR AIR DRIED

PAINT OF WEATHER RESISTANT QUALITY. ALL FABRICATION SHALL BE COMPLETED BEFORE PAINTING.

1 1/2" R

COMPACTED  OR

UNDISTURBED

SUBGRADE

LAP SPLICE BREAKAWAY


POLE ASSEMBLY

SS SIGN MOUNTING BOLTS

1
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1'-0" 

1
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6
" 

1'-0" 

1
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6
"

1'-0"

PROJECT SIGNS, SEE PLANS FOR LOCATION

TYPE 4 

TYPE 5a TYPE 5b

COMPACT

CAR
PARKING

ONLY

(4 SPACES)

1
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6
"

1'-0"

TYPE 3 

1
'-
6
" 

1'-0" 

TYPE 4a

6
" 

1
'-
6
"

1'-0"

TYPE 5c

TYPE 2 (W11-2)

30"30
"

GEOTEXTILE MARKING LAYER (SNOW FENCE)

LANDSCAPE COVER SYSTEM
(8" MIN. CLEAN FILL AND 4" MIN. VEGETATED TOPSOIL)

GEOTEXTILE MARKING LAYER (SNOW FENCE)

1
2
"

GEOTEXTILE MARKING LAYER (SNOW FENCE)

5° (1  5/8" / 41  MM)  BATTER


ANGLE ON WALL

FREE DRAINING BACKFILL

TO EXTEND AT LEAST 12"
BEHIND WALL

NON-WOVEN GEOTEXTILE
FABRIC (MIRAFI 140N OR EQUAL)

3/4" CRUSHED STONE

LEVELING PAD

6
" 

1'-0"

1
'-
6
"

T
Y
P

2'-4" TYP

6
"

M
IN

FINISH GRADE, SURFACE

MATERIAL, COVER SYSTEM TYPE,

AND ELEVATION VARY;

SEE SITE + GRADING PLANS

BOTTOM BLOCK SHALL BE REDI-ROCK
TYPICAL GRAVITY WALL BLOCK, 28"

IN COBBLE STONE FINISH

TOP BLOCK SHALL BE REDI-ROCK
TYPICAL GRAVITY WALL BLOCK,

28" TEXTURED STRAIGHT TOP

BLOCK IN COBBLE STONE FINISH,

# OF COURSES VARIES, SEE C-4.0

SLOPE,

SEE GRADING
PLAN

BURY BASE OF WALL  6" MINIMUM

SEE C-4.0 GRADING PLAN FOR
BOTTOM ELEVATION

FINISH / TOP ELEVATION VARIES,

SEE SITE + GRADING PLANS

4" PERF. DRAIN PIPE (ENTIRE

LENGTH OF WALL) WRAP PIPE

IN FILTER FABRIC SOCK AND

SLOPE TO DAYLIGHT AT BOTH
ENDS OF WALL,

NOTES:

1. CONTRACTOR  SHALL SUBMIT SHOP

DRAWINGS FOR APPROVAL BY
LANDSCAPE ARCHITECT AND CIVIL

ENGINEER.

2. RETAINING WALLS OVER 3' IN HEIGHT
SHALL BE DESIGNED AND STAMPED

BY A LICENSED PROFESSION

ENGINEER.

3. MOVE BLOCKS FORWARD DURING

INSTALLATION TO ENGAGE SHEAR

KNOBS, TYP.
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-4
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STRAIGHT

TOP

BLOCK

MIDDLE
BLOCK

BOTTOM
BLOCK

MIDDLE BLOCK SHALL BE REDI-ROCK

TYPICAL GRAVITY WALL BLOCK, 28"

IN COBBLE STONE FINISH

1
'-
0
"

8" MIN. CLEAN FILL AND

4" MIN. VEGETATED TOPSOIL

LANDSCAPE COVER SYSTEM

(SNOW FENCE MARKER LAYER)

OVERLAP GEOTEXTILE FABRIC

6
'-
0
"

24" DIA.

3
0
" 
M

IN
.

NOTES:
1. POLE  BASE ANCHOR BOLTS AND PLACEMENT TEMPLATE WILL BE

SUPPLIED BY THE MANUFACTURER PRIOR TO BASE MANUFACTURING.

2. SEE SPECIFICATIONS FOR LIGHT MANUFACTURER AND STYLE.

3. CONTRACTOR SHALL SUBMIT A CUT SHEET OF THE POLE BASE FOR
APPROVAL.


PRECAST CONCRETE BASE

MINIMUM 24'' DIA. PRECAST WITH

PROVIDED ANCHOR BOLTS AND

REINFORCING RODS. CONCRETE
TO BE 4000 PSI AT 28 DAYS.

CONDUIT  AS REQUIRED

FOR CIRCUIT

ANCHOR BOLTS AS PER POLE

MANUFACTURE'S STANDARDS

(4) #5 RODS

#3 TIES @ 12" O.C.

FINISH GRADE AND SECTION WILL
VARY ACCORDING TO LOCATION,

SEE SITE PLAN C-2.0

1" CHAMFER

PROVIDE CLAMP & BOND TO
POLE WITH #6 COPPER

3/4" X 8'-0" COPPER GROUND ROD
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6" 6"

1
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1
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12" AGGREGATE

SUBBASE (TYP)

6" DIA. GALVANIZED PIPE

SCHEDULE 80,

FILLED W/ CONCRETE

COLOR TBD - COORD. W/ OWNER
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4
' M
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.  
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R
O

S
T
L
IN

E)

18" DIA. CONCRETE BASE
3,000 PSI 

FINISH GRADE

PARKING

18"

GALVANIZED CAP

SCHEDULE 40

FOR BOLLARD @ PARKING STALLS

LOCATE BOLLARD  AT

CURB / GUTTER LINE AND EITHER

CENTERED ON STALL OR LOCATED

BETWEEN STALLS, TYP.

SEE C-2.0 SITE PLAN FOR

LOCATIONS

FINISH GRADE

SIDEWALK

INSTALL TREE PLUMB. PRUNE TO REMOVE DAMAGED

BRANCHES FOLLOWING ISA GUIDELINES - DO NOT PRUNE
LEADER

1 1/2" NYLON WEBBING TIE OR APPROVED EQUAL

SPREAD 3" MULCH LAYER TO FULL EXTENT OF
CIRCULAR PIT LEAVING 3" BETWEEN MULCH AND

ROOT FLARE

2" x 2" HARDWOOD STAKES.  2 PER TREE (MIN. 18"

DEEP) ORIENTED IN EAST/WEST DIRECTION. DO NOT

OVER TIGHTEN.

FORM A 6" DEEP SAUCER AROUND THE TREE FOR WATERING

PLACE MINIMUM OF 2 FERTILIZER PACKETS NEAR BUT NOT

TOUCHING ROOTS, 6" TO 8" DEEP

UNDISTURBED SUBGRADE

NOTE: SET ROOT FLARE 2" ABOVE FINISHED GRADE

PLANTING SOIL MIXTURE: 1 PART COMPOST, 8 PARTS

TOPSOIL, 3 PARTS HUMUS.

GEOTEXTILE MARKING LAYER (SNOW FENCE)

INSTALL DRIP IRRIGATION BAGS (BY DEWITT,

TREEGATOR OR APPROVED EQUAL) PER

MANUFACTURER'S RECOMMENDATION.
CONTRACTOR SHALL FILL BAGS AS OFTEN AS

NECESSARY TO PREVENT FROM BEING EMPTIED.

SET GRADE OF TREE SUCH

THAT MIDDLE OF ROOT FLARE

IS SAME AS ADJACENT GRADE

PLACE ROOTBALL ON UNDISTURBED SUBSOIL.

CUT + REMOVE ALL STRINGS AND WIRE.
REMOVE BURLAP TO BOTTOM OF PLANTING PIT.

LANDSCAPE

COVER SYSTEM
(8" MIN. CLEAN FILL

AND 4" MIN.

VEGETATED

TOPSOIL)
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9 
SCALE:1"=1'-0"

SEEDED LAWN (NEW)

6 
SCALE: 3/4"=1'-0"

SHRUB PLANTING

8 
SCALE:1"=1'-0"

ORNAMENTAL GRASS / PERENNIAL PLANTING

7 
SCALE:1"=1'-0"

TREE IN LAWN OR ESPLANADE

5 
SCALE:1"=1'-0"

TREE PROTECTION

1 
SCALE: NTS

PRECAST CONCRETE BLOCK RETAINING WALL

10 
SCALE:1"=1'-0"

MUTCD SIGN
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4 
SCALE:1/2"=1'-0"

LIGHT POLE BASE
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