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PROPOSED BUILDING

6 STORIES

55 UNITS
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E
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6
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F
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G
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D
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C
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E/C

E
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E
E

CATCH BASIN #2

INSTALL CURB INLET CATCH BASIN,

CONNECT TO EXISTING 60" SEWER
THROAT: 9.60

TOP OF CURB INLET STONE: 10.43
12" INVERT OUT: 5.70

24" HARCO CATCH BASIN WITH
BEE HIVE GRATE WITH FILTER
INSERT, INSTALLED ON TOP OF
R-TANK MAINTENANCE PLATE

ROW, RIM 10.7

CB #1 4' DIAMETER STRUCTURE
WITH BEE HIVE GRATE
RIM: 14.0

CONTRACTOR TO CONDUCT TEST
PITS IN BOYD STREET BEFORE
ORDERING STRUCTURE

12" INV OUT: 9.83

6" INV IN: 11.1

CONVERT EXISTING

CATCH BASIN TO

DRAIN MANHOLE

8" ROOF DRAIN
DAYLIGHTS TO
RAIN GARDEN

OUTLET INVERT
EL: 10.7

R-TANK TANK UNDER DRAIN SYSTEM
84 SINGLE UNITS: 7 UNITS (9.2') x 12

UNITS (28.1'). (DASHED LINE)
MODULE HEIGHT: 1.44'

RIP RAP ENERGY DISSIPATER

AND SEDIMENT FOREBAY. USE
ROUNDED NATURAL STONE

(SCREENINGS) NOT CRUSHED,

TYPICAL

REMOVE INLET PIPE

AND REPAIR CATCH
BASIN PER CITY OF

PORTLAND STANDARDS

FocalPoint HIGH RATE BIOFILTER 
MEDIA: 120 SF (24' x 5') CROSS
HATCHED AREA ONLY. SEE
ORNAMENTAL RAIN GARDEN DETAIL
FOR REMAINING PLANTED  AREA

R-TANK 

INSPECTION

PORT

INSTALL TEMPORARY


CONSTRUCTION ENTRANCE

AT ACCESS POINT FROM
LANCASTER STREET

CONNECT 12" STORMDRAIN LEADS
(x2) INTO COMBINED SEWER.

CONTRACTOR TO COORDINATE
WITH WATER RESOURCES
DEPARTMENT.  FOR BIDDING,

ASSUME RCP SEWER WILL BE
CORED AND CONNECTION MADE
WITH INSERTA TEE FITTING.

ADJUST MANHOLE RIM LOCATION
TO AVOID CONFLICT WITH
SLOPED CURB BY ROTATING

CONCRETE CONE SECTION

APPROXIMATELY 180 DEG.

PROTECT CATCH BASIN
GRATE WITH SILT SACK
OR APPROVED EQUAL

CATCH BASIN #3 (CURB INLET)
CONNECT TO EXISTING CB
THROAT: 9.85

TOP OF INLET STONE: 10.73
8" INVERT OUT: 5.30

CORE EXISTING CONCRETE
STRUCTURE AND INSTALL

ELECTROMETRIC BOOTS
8" INV IN: 5.00

6" INV IN : 5.00

RESET FRAME AND GRATE,

CONVERT TO DRAIN
MANHOLE

GAS MAIN RELOCATED BY

UNITIL. LOCATION

APPROXIMATE. CONTRACTOR

TO DIG SAFE AND FIELD
VERIFY.

PROPOSED GAS MAIN,

BY  OTHERS

COMMUNICATIONS AND ELECTRIC
UTILITIES SHOWN IN GRAYSCALE

INSTALLED BY OTHERS  UNDER A

SEPARATE CONTRACT.  SHOWN
FOR REFERENCE ONLY

INSTALL ESC BERM AT

DOWN-GRADIENT LIMIT OF
WORK, AS NECESSARY.

FRANKLIN STREET ARTERIAL


O
X

F
O

R
D

C
U
M

B
E
R

L
A
N
D

A
V
E
N
U
E

S
T
R

E
E
T

INSTALL BACK FLOW PREVENTER
ON SEWER SERVICE AND

FOUNDATION DRAIN,

ACCESSIBLE FROM FOYER

4" DRAIN FOR

RETAINING WALL

4" INV:  13.5

1
2
" S

D

CONNECT NEW 12"
STORMDRAIN TO

DRAINAGE INSTALLED

DURING PHASE I

12" INV: 9.79

12" SD

FRANKLIN ST

TW 17.5

1
7
.5

T
W

 1
9
.0

18"  STEP
IN WALL,

TYPICAL

BW 14.5 BW 14.5

B
W

 1
4
.5

TW 20.5TW 19.0

STORMDRAIN SHOWN IN
GRAYSCALE, BY
OTHERS. INSTALLED AS

PART OF PHASE I

RAIN GARDEN SURFACE EL: 13.7
SURFACE AREA: 130 SF (at EL 13.7)
SEE ORNAMENTAL RAIN GARDEN DETAIL

THIS RAIN GARDEN SHALL BE
CONSIDERED "ORNAMENTAL" FOR THE

PURPOSE OF SITE PLAN PERMITTING
AND STORMWATER CREDIT. APPLICANT
MAKES NO CLAIM AS TO THE POTENTIAL

FOR THIS RAIN GARDEN TO TREAT
STORMWATER.


THE APPLICANT'S INTENT IS TO ADDRESS
AN EXISTING LOW AREA IN AN

AESTHETICALLY PLEASING MANNER

WITHOUT ANY ENCUMBRANCE TO THE
CITY'S LAND. IN OTHER WORDS, WE ARE
ASKING FOR  A TEMPORARY GRADING

LICENSE ONLY AND NOT AN EASEMENT.

REMOVE TEMPORARY


DRAINAGE PIPE AND

INLET AREA AS PART OF
SITE RESTORATION
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