
PROPOSED 

EASEMENT / LICENSE LINE

SETBACK LINE

LIMIT OF WORK LINE

DECIDUOUS TREE

SHRUBS

PERENNIALS / GROUND COVER

ASPHALT PAVEMENT

CONCRETE PAVEMENT

BRICK PAVEMENT

EDGE OF PAVING

CURB

CROSSWALK STRIPING

LIGHT

TRAFFIC SIGNAGE

CATCH BASIN

SEWER MANHOLE

TRANSFORMER


BOLLARD

CONTOUR LINE

SPOT ELEVATION

CAPPED IRON ROD SET

CATCH BASIN / FIELD INLET

SEWER MANHOLE

DRAIN MANHOLE

T 

14.50 
+ 13.69

14

EXISTING

PROPERTY LINE

EASEMENT LINE

ROW LINE

DECIDUOUS TREE (preserved)

DECIDUOUS TREE (to be removed)

CURB

EDGE OF PAVING

BUILDING OUTLINE

POLE LIGHT

FIRE HYDRANT

MANHOLE

ELEC / GAS METER

UTILITY POLE

STREET LIGHT

SIGN

CATCH BASIN

DRAIN MANHOLE

WATER VALVE /SHUTOFF

CHAIN LINK FENCE

OVERHEADFRANKLIN   STREET

COMMUNITY

GARDENS

HC HC HC HC

PROPOSED BUILDING

6 STORIES

55 UNITS

14

9

P
R

O
P
E
R

T
Y
 L

IN
E

PROPERTY LINE

P
R

O
P
E
R

T
Y
 L

IN
E

CC C C 

HCHC 

BRICK SIDEWALK, TYP. (THIS SYMBOL), 2/L-2.0


RUNNING BOND PATTERN PER CITY STDS,

SET PERPENDICULAR TO STREET W/ SINGLE

STRETCHER COURSE ALONG BLDG AND

CURB / ESPLANADE


COMPACT PARKING

4@8'W = 32' 10'-5" 9' 8' 5' 8' 8' 5' 8' 8'-8"

2
2
' 

10@9'W = 90' 8' 8' 8' 2@9'W = 18'

18
' 
T
Y
P
. 

9' TYP.

8'
TYP

4
'

5
' 

37'

18
' 

9'-2"

10
' 
T
Y
P

R
10

'

R3'
R5'

R
5'

12
' 

5
'

2
2
'

5
'

8' 8'-6" 

5'

7'-6" 

7'-2"

2
'

PAINTED

CROSSWALK, TYP.

(1 REQ'D) 9/L-2.0

SAW CUT LINE

ASPHALT PAVEMENT, TYP.

(THIS TONE)

1 / L-2.0

4" SLOPED

GRANITE CURB, TYP.

(THIS SYMBOL) 6/L-2.0

7" VERTICAL


GRANITE CURB, TYP.

(THIS SYMBOL)

IN RIGHT OF WAY,

4/L-2.0

7" VERTICAL GRANITE

CURB, TYP.

(THIS SYMBOL) IN RIGHT

OF WAY, 4/L-2.0

6" VERTICAL CONCRETE CURB, TYP. 

(THIS SYMBOL) IN PARKING LOT 

INTEGRAL MONOLITHIC @ SIDEWALK 

SLIPFORM @ ALL OTHER LOCATIONS 

3+10/L-2.0

BRICK SIDEWALK, TYP. (THIS SYMBOL), 2/L-2.0


RUNNING BOND PATTERN PER CITY STDS, SET

PERPENDICULAR TO STREET W/ SINGLE

STRETCHER COURSE ALONG BLDG / WALL + CURB

BOLLARDS (2)

(CENTER ON STALL 

WIDTH + LOCATE 

AT CURB / GUTTER 

LINE), 2/L-2.1

L/A

L/A

L/A

L/A

L/A

L/A

L/AL/A

L/AL/A

RAIN

GARDEN,

L-1.0+C-7.0

LANDSCAPE

AREA, TYP., L-1.0

(THIS SYMBOL)

C.I.P. CONCRETE SEATWALL


SEE ARCH A7.13-A7.15 AND

STRUCTURAL PLANS

C.I.P. STAIR AND HANDRAILS, SEE ARCH

A7.13-A7.15 AND STRUCTURAL PLANS

C.I.P. CONCRETE STAIRS WITH

HANDRAILS, SEE ARCH A7.13-A7.15

AND STRUCTURAL PLANS

BUILDING CANOPY

AND COLUMN,

SEE ARCH PLANS

5' SIDE SETBACK LINE

UPPER FLOOR

UNITS

OVERHANG,

SEE ARCH

PLANS

UPPER FLOOR

UNITS OVERHANG,

SEE ARCH PLANS

BUILDING CANOPY,

SEE ARCH PLANS

ROOF / UPPER FLOOR

UNITS OVERHANG,

SEE ARCH PLANS

4' FLUSH GRANITE

CURB SECTION,

RAIN GARDEN INLET

NO CURB AT END

OF LANCASTER

STREET TO

ALLOW FOR CITY

SNOW PLOWING

CONCRETE

BLOCK

RETAINING

WALL,

1/L-2.1

L/A 

HC

PARKING

SIGNS

TYPE 4, (4)

10/L-2.1

EXISTING VERTICAL


GRANITE CURB, TYP.

(THIS SYMBOL)

END OF SIDEWALK

NO EXISTING SIDEWALK

BEYOND UP BOYD ST.

LAWN + SNOW

STORAGE AREA

9/L-2.1

L
A
W

N
 

GRASS ESPLANADE, 9/L-2.1 

EXISTING VERTICAL 

GRANITE CURB, TYP.

(THIS SYMBOL)

FLUSH GRANITE

CURB SECTION

5' 

R
A
IN

G
A
R

D
E
N

FIRE HYDRANT LOCATED

AT INTERSECTION OF

BOYD ST. AND OXFORD ST.

170 FEET FROM P.L.

BUILDING MOUNTED LIGHT, TYP.

(THIS SYMBOL) SEE ELEC. PLANS + L-1.0

PARALLEL CURB

RAMP 7+8/L-2.0

BAYSIDE DISTRICT

MEDIUM SCALE LIGHT AND

POLE (BLACK), TYP.

(THIS SYMBOL)

(2 REQ'D ON BOYD ST.) SEE

ELEC.PLANS, L-1.0, + 4/L-2.1

BAYSIDE DISTRICT MEDIUM SCALE LIGHT AND

POLE (BLACK), TYP. (THIS SYMBOL)

(1 REQ'D), SEE ELEC. PLANS, L-1.0, AND 4/L-2.1
CENTER IN ESPLANDE, TYP.

RECONSTRUCT CONCRETE
SIDEWALK AS SHOWN

(APPROXIMATELY 25')

11+12/L-2.0


7' TD, R=20'

(2) 4' TIP-DOWN CURBS
THIS SIDES OF RAMP

W/4" REVEAL 5/L-2.0

5' FLUSH CURB

RIVER ROCK ENERGY

DISSIPATER, C-8.0

C.I.P. CONCRETE RETAINING

WALL AND GUARDRAIL,


SEE ARCH A7.13-A7.15 AND

STRUCTURAL PLANS

RIVER ROCK

ENERGY

DISSIPATER

C-8.0

-

FUTURE WALKWAY


CONNECTION

TO BE TO COORD.

W/ CITY

4' 

8
'-1"

1
2
'-1"

1'-3"

L
A
W

N

5'-3"

26 '

HC

(1) ON STREET HC PARKING SPACE

PAINTED AND SIGNED

9/L-2.0 + 10/L-2.1

COMPACT

PARKING SPACES

SIGN (1), TYPE 3

10/L-2.1

BRICK DRIVEWAY APRON

SET BRICKS PARALLEL TO STREET

13/L-2.0

BIKE RACKS (2)

3/L-2.1

3
'

STREET SIGN (2)

NO PARKING SIGN, TYPE 5B (1)

PEDESTRIAN CROSSING, TYPE 2 (1)

10/L-2.1

STREET SIGN

NO PARKING SIGN,

TYPE 5A (1), 10/L-2.1 

±
2
9
-6

"

2
9
'-6

"

24'-9"

2
3
'-1

1
"

BIKE RACK (1), 3/L-2.1

8
9
'-
3
"

TEMPORARY CONSTRUCTION

LICENSE AREA (THIS HATCHING)

4
'-
7
"

VERTICAL


GRANITE

CURB, TYP.

(THIS SYMBOL)

IN RIGHT OF WAY

4/L-2.0

LAWN
9/L-2.1

LAWN
9/L-2.1

LAWN 
9/L-2.1 

L-1.0

LAWN
L-1.0

LAWN
L-1.0

STREET SIGN

ON LIGHT POLE

NO PARKING SIGN,

TYPE 5C (1), 10/L-2.1

STREET SIGN (2)

NO PARKING SIGN,

TYPE 5C (1),

PEDESTRIAN CROSSING,

TYPE 2 (1),

10/L-2.1

6
'

T
Y
P
.

R
5'

6'

R
A
IN

 G
A
R

D
E
N

33'-6"

5'-9"

1'-10"

5'-6"

5'

5'-8"

UPPER FLOOR

UNITS OVERHANG,

SEE ARCH PLANS

BUILDING CANOPY

AND COLUMN,

SEE ARCH PLANS

6" GRANITE CURB

EDGING 4/L-2.0

3'-2"

7
' 

4' 7' 

PROPOSED

PUBLIC ACCESS

EASEMENT (OVER

PORTION OF

SIDEWALK) TO

CITY OF PORTLAND

FROM P.L. TO

SEATWALL


±158 SF

(THIS HATCHING)

8'
-2
"

R
9'

5' 

PROPOSED FOOTING

LICENSE AREA, TYP.

±359 SF (THIS HATCHING)

PROPOSED ROOF

OVERHANG AND FOOTING

LICENSE AREA, TYP.

±359 SF (THIS HATCHING)

10
'-
2
"

32' 6 ' 

2'-4"

2'-8"

4' 6 '

4'-7" 

6 '

GUARDRAIL, SEE ARCH A7.13-A7.15

AND STRUCTURAL PLANS 

CURB RAMP 

8/L-2.0

FLUSH GRANITE

CURB SECTION

LANDING

10
"

6 '-3"

4'-8"

LANDING

LANDING

LANDING

PAINTED PARKING LOT

STRIPES, HC PARKING

SPACE, AND ACCESS AISLE

9 / L-2.0

CURB

RAMP

8/L-2.0

L/A

L/A

6" SLOPED CONCRETE

CURB, TYP.

(THIS SYMBOL)

THIS SIDE OF PARKING

LOT ONLY,  10 / L-2.0

LIGHT POLE, TYP.

(THIS SYMBOL)

(2 REQ'D), SEE ELEC.

PLANS, L-1.0 + 4/L-2.1

EDGE OF LANDSCAPE

BED, TYP., L-1.0

EDGE OF LANDSCAPE

BED, TYP., L-1.0

MATCH W
IDTH

±9
0°

SLOPED CONCRETE

WALK + ENTRY

SLABES, SEE

STRUCTURAL PLANS

5'

6" VERTICAL SLIPFORM

CONCRETE CURB, TYP.

(THIS SYMBOL) 10/L-2.0

EX. TREE PROTECTION

(THIS SYMBOL)

5 / L-2.1

4'-4"

HC PARKING SIGNS,

TYPE 4a (2), 10/L-2.1

PROPOSED

TEMPORARY


CONSTRUCTION

LICENSE AREA

(THIS HATCHING)

FROM EAST P.L. TO

EX CHAIN LINK FENCE

ON CITY LAND AND

FROM BOYD ST ROW

TO FRANKLIN ROW

±5,924 SF

6" VERTICAL GRANITE

CURB, TYP. (THIS

SYMBOL) AT RAIN

GARDEN, 4/L-2.0

7
'

STEP IN 12" CONCRETE WALL

END GRANITE

CURB + START

CONCRETE CURB

PERPENDICULAR HC CURB

RAMP W/ DETECTABLE


WARNING PANEL, 7+8/L-2.0

GUARDRAIL

SEE ARCH

A7.13-A7.15

GUARDRAIL SEE ARCH A7.13-A7.15

6 ' 

6" GRANITE CURB

EDGING 4/L-2.0

ALIGN

FACES

3
' 

EQEQ 

LANDING
LANDING

LANDING

LA
ND

IN
G




1
2
" 
T
Y
P
.

3
' 

12" TYP. 

7
'-
2
"

PROPERTY LINE

CANOPY DOWN LIGHT, TYP.

(THIS SYMBOL), SEE ELEC.

PLANS + L-1.0

PERPENDICULAR HC CURB RAMP

W/ DETECTABLE WARNING PANEL

7+8/L-2.0

2'-3"

±11'-3"

PROPOSED PUBLIC ACCESS EASEMENT

(OVER PORTION OF SIDEWALK) TO CITY

OF PORTLAND FROM PL TO BLDG

±287 SF (THIS HATCHING)

EXISTING

FRANKLIN

STREET

GRADING &

SLOPE

EASEMENT

AREA

BENEFITING

THE CITY OF

PORTLAND

3121  / 708

BOLLARDS (2)

AT GAS METER

N.I.C. BY UNITIL

LANDING

6'

ALIGN 

9'-2"

ALIGN

G ALIGN

R3'R3'

T 

L/A

CATCH BASIN

7'X7' TRANSFORMER PAD

12"

7
'-6

"

4'-5" 

2' 

4'

4'-7"

R
3'

6 '

4
'

7
'

7'

4
'

6
'-
4
"

ALIGN

5
'-2

"5
'

GAS METER

COORD. W/
UNITIL + UTILITY PLAN

13'

ALIGN

C.I.P. CONCRETE STAIRS

AND HANDRAILS,

SEE ARCH A7.13-A7.15

AND STRUCTURAL PLANS.

C.I.P. CONCRETE

SEATWALL, SEE

ARCH A7.13-A7.15

 & STRUCTURAL

PLANS

4
'-
10

"

4'-10"

STAIRS INSET

FROM FACE OF

BLDG 2" AT TOP /

BOTTOM, TYP.,

UNLESS NOTED

OTHERWISE, SEE

ARCH A7.13-A7.15

5
'-9

"

4
'

4
'

3'-8"

4
"

11'-6" 

4
'-
6
"

4' 

ALIGN

13'-2" 14'-11"


CONCRETE PAVEMENT TYP.

(THIS SYMBOL)

3+12 / L-2.0

SLOPED CONCRETE WALK

AND ENTRY SLABS, SEE

STRUCTURAL PLANS

ENTRY SLABS, SEE

STRUCTURAL PLANS

ENTRY

SLABS, SEE

STRUCTURAL


PLANS

CONCRETE PAVEMENT TYP.

(THIS SYMBOL)

3+12 / L-2.0

CONCRETE

PAVEMENT, TYP.

(THIS SYMBOL)

3+12 / L-2.0

ENTRY SLABS, SEE

STRUCTURAL PLANS

18
"

5
'

9'

10
"

10
"

6 '-3"

18
"

6 '-3" 13'-6" 

R
10

'

BIKE RACKS (2),

3/L-2.1

±27'-4"4'-9" 

R10'

R20'

±31'

STREET SIGN (2)

ON LIGHT POLE

HC PARKING TYPE 4 (1) 

NO PARKING TYPE 5A (1) 

10/L-2.1 

LAWN

9/L-2.1
L-1.0

BAYSIDE DISTRICT

MEDIUM SCALE LIGHT

AND POLE (BLACK), TYP.

(THIS SYMBOL)

(1 REQ'D), SEE ELEC.

PLANS, L-1.0, AND 4/L-2.1

18"

-

4' CLEAR @ BACK OF
LIGHT POLE BASE

ALL SITE DIMENSIONS RELATED TO THE

BUILDING ARE TAKEN THE OUTSIDE

FACE OF THE FOUNDATION CEMENT

BOARD. SEE ARCH A7.14 + A7.15 FOR

SPECIFICS RELATING TO ENTRY STEPS

AND WALLS.

BOLLARDS (3)

LOCATE @ CORNER

AND @ MID POINTS OF

TRANSFORMER SIDES,

2/L-2.1

18
"

POLE 6.1

CMP EASEMENT

DATED  12/18/2018

TO BE RECORDED

CMP EASEMENT

DATED 12/18/2018

TO BE RECORDED

2
8
.0

0
'

( E
A
S
E
M

E
N
T
)

4
1.

0
0
'  
(E

A
S
E
M

E
N
T
)

CAPPED IRON ROD

TO BE SET, TYP.

THIS SYMBOL

(3 REQ'D)

3' O/S

MONUMENT

TO BE SET

1 
0
5
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8
.2

0
18

5
0
%

 M
S
H
A
 S

U
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S
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0
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0
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1
1
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1
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0
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1
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U
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1
1
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7
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0
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D
E
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U
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0
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2
8
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0
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A
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D
E
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U
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S
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L
A
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C
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T
E
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T
R

E
E
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BOYD   STREET

LOCATION MAP
SCALE: NTS

SITE 

GENERAL NOTES:

1.  TOTAL SITE AREA: ±0.48 ACRES (±20,934 SF)

2. ZONING DISTRICT: RESIDENTIAL ZONE (R-7)

3. OWNER: PORTLAND HOUSING AUTHORITY

14 BAXTER BLVD.

PORTLAND, ME 04101

(207) 773.4753

   APPLICANT: 58 BOYD STREET, LP
14 BAXTER BLVD.

PORTLAND, ME 04101

(207) 773.4753

4. TAX MAP TAX MAP 22, BLOCK F, LOT 1

5. BOOK AND PAGE: CCRD BOOK 3129, PAGE 374

6. PROJECT ADDRESS: 58 BOYD STREET / 54 LANCASTER STREET

7. BOUNDARY, TOPOGRAPHY, AND EXISTING CONDITIONS INFORMATION TAKEN FROM A

PLAN TITLED: "BOUNDARY & TOPOGRAPHIC SURVEY" AT 58 BOYD STREET, PORTLAND,

MAINE. MADE FOR PORTLAND HOUSING AUTHORITY, 14 BAXTER BLVD., PORTLAND, MAINE

04101.  DATED AUGUST 29, 2017 WITH REVISION DATES THROUGH AUGUST 24, 2018.

PREPARED BY OWEN HASKELL, INC. 390 US ROUTE ONE, FALMOUTH, ME 04105, TELEPHONE

207.774.0424

8. BEARINGS ARE BASED ON MAINE STATE PLAN COORDINATE SYSTEM, MAINE WEST NAD

83  PER CITY POINTS:

T102-78-101 L751-8-3007
N: 302993.85 N: 302902.11

E: 2929365.05 E: 2929788.62

9. BENCH MARK:  MONUMENT T102-77-1 AT NORTHWEST CORNER OF ANDERSON STREET

AND EAST LANCASTER STREET, ELEVATION 19.57 CITY DATUM.

10. SPACE AND BULK (W/ DIVISION 30 AFFORDABLE HOUSING BONUSES APPLIED):

R-7 PROPOSED

TOTAL DWELLING UNITS 55 DU
% AFFORDABLE 80% (44 DU)
MIN. LOT SIZE NONE 0.48 AC
MIN. STREET FRONTAGE NONE +295 FT.
MIN. FRONT YARD NONE 2 INCHES
MIN. REAR / SIDE YARD 5 FT. 5 FEET + 1 INCH
MAX. LOT COVERAGE 100% 83%
MAX. BLDG HT. (+25' BONUS) 50 FT. 72-75 FT.

OFF-STREET PARKING 1 PS / D.U. 23 PS

BIKE PARKING 22 PS 25 PS

(18 PS IN BLDG + 7 PS ON-SITE)

11.  CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND GRADES IN THE FIELD AND NOTIFY
THE ARCHITECT IMMEDIATELY OF ANY DISCREPANCIES.

12. ALL DIMENSIONS SHOWN ARE TO FACE OF ALL WALLS, BUILDINGS, CURBS, AND OTHER
SITE ELEMENTS UNLESS OTHERWISE NOTED.

13. EXISTING UNDERGROUND UTILITIES SHOWN ARE APPROXIMATE ONLY.  CALL DIG-SAFE
PRIOR TO BEGINNING WORK (1-800-225-4977).

14. ALL EXISTING VEGETATION TO BE PRESERVED AS SHOWN ON PLANS.  PROVIDE A
SMOOTH TRANSITION WHERE NEW WORK MEETS EXISTING. AREAS NOT REQUIRING
GRADING SHALL BE LEFT UNDISTURBED.

15. STORAGE OR PARKING WILL NOT BE ALLOWED OVER THE ROOTS OF VEGETATION
WHICH ARE TO BE PRESERVED. CONTRACTOR SHALL SECURE ALL NECESSARY PERMITS
REQUIRED FOR THE WORK ON THESE PLANS.

16. ALL WORK SHALL COMPLY WITH LOCAL, STATE, AND FEDERAL REGULATIONS.

17. ALL AREAS DISTURBED OR WORK REQUIRED WITHIN TEMPORARY CONSTRUCTION
AREAS ON PROPERTY SHALL BE REPAIRED BY RE-PAVING OR LOAM/SEEDING AS REQUIRED
TO RETURN THE SITE TO PRE-CONSTRUCTION CONDITIONS.

18. ALL WORK WITHIN THE RIGHT-OF-WAY MUST BE COORDINATED WITH THE DEPARTMENT

OF PUBLIC SERVICES.

19. ALL EXTERIOR MECHANICAL EQUIPMENT WILL BE SCREENED FROM PUBLIC STREETS
AND ADJACENT SITES BY STRUCTURE WALLS, EVERGREEN LANDSCAPING, FENCING,
MASONRY WALLS OR A COMBINATION THEREOF.

20. SNOW MAY BE STORED WITHIN THE TEMPORARY SNOW STORAGE AREAS ONLY. ANY
SNOW THAT CANNOT BE STORED ON-SITE SHALL BE PHYSICALLY REMOVED AND
TRANSPORTED OFF-SITE WITHIN 24-48 HOURS FOLLOWING A STORM. SNOW TRANSPORTED

OFF-SITE SHALL BE BROUGHT TO A MAINE DEP APPROVED 'SNOW DUMP' OR MEET THE
EXEMPTION REQUIREMENT SPECIFIED WITHIN CHAPTER 573 WHEN THE ABOVE
REQUIREMENTS CANNOT BE MET DUE TO AN ABUNDANCE OF SNOW. THE SNOW
CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO VEGETATION, LANDSCAPING,
CURBING, LIGHTING, FENCING, ETC. RESULTING FROM THEIR ACTIVITIES. THE SNOW
CONTRACTOR SHALL USE SALT OR CHLORIDE SUBSTITUTE TO DEICE THE PARKING LOT.
THE BUILDING OWNER / ASSOCIATION IS RESPONSIBLE FOR SNOW REMOVAL BEING
UNDERTAKEN IN A TIMELY FASHION.
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