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1/2" DIA. X 18" GALV. STEEL DOWEL,

18" O.C. (GREASE ONE END)

3/8" PREFORMED JOINT FILLER

TO FULL DEPTH OF ADJOINING

MATERIALS AS SHOWN ON

DRAWINGS

BACKER ROD

JOINT SEALANT

FINISH GRADE CONCRETE

PAVING W/ THICKENED EDGE
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CAST IRON TACTILE WARNING SURFACE UNIT

SET IN WET CONCRETE PER MANUFACTURERS


INSTRUCTIONS

CAST IN PLACE

CONCRETE

PLAN VIEW

4.0" 4.0"48.0" MINIMUM 

NOTES:

1. COMPOSITE WET SET (REPLACEABLE) TACTILE WARNING SURFACE UNITS SHALL BE AS
MANUFACTURED BY ADA SOLUTIONS, INC. (WWW.ADATILE.COM), OR APPROVED EQUAL.

2. CAST IN PLACE CONCRETE SHALL MEET SPECIFICATIONS FOR MDOT CLASS A

STRUCTURAL CONCRETE, MINIMUM COMPRESSIVE STRENGTH 4,000 PSI.  THE CONCRETE SHALL

BE SEALED PRIOR TO SETTING PANELS. THE EXPOSED CONCRETE BORDER SHALL RECEIVE A

GROOVED EDGE BETWEEN THE TILE AND CONCRETE, ALONG WITH A UNIFORM BROOM FINISH

PERPENDICULAR TO THE FLOW OF PEDESTRIAN TRAFFIC.

3. TRUNCATED DOMES SHALL BE ALIGNED IN ROWS, PARALLEL AND PERPENDICULAR TO

THE PREDOMINANT DIRECTION OF TRAVEL. TRUNCATED DOME BRICKS AND GRANITE PAVERS

ARE NOT ALLOWED.


4. TACTILE WARNING SURFACE UNITS SHALL BE NATURAL COLOR CAST IRON, AS

MANUFACTURED BY ADA SOLUTIONS, INC. (WWW.ADATILE.COM), OR APPROVED EQUAL.

5. SIZE: THE DETECTABLE WARNING  PANEL(S) SHALL EXTEND 24 INCHES MINIMUM IN THE

DIRECTION OF TRAVEL AND THE FULL WIDTH OF THE CURB RAMP, LANDING, OR BLENDED

TRANSITION TO THE STREET.

6. ORIENTATION: THE DETECTABLE WARNING PANEL SHALL BE LOCATED SO THAT THE EDGE

NEAREST THE CURB LINE IS 6 INCHES MINIMUM AND 8 INCHES MAXIMUM FROM THE CURB LINE.

THE PANEL SHALL BE ORIENTATED TO THE DIRECTION OF TRAVEL AS IDENTIFIED BY THE POINT

OF EGRESS.
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NOTE:
1. ALL MARKINGS SHALL CONSIST OF LATEX, WATERBORNE EMULSION, LEAD AND

CHROMATE FREE, READY MIXED, COMPLYING WITH FS TT-P-1952, TYPE II, WITH DRYING

TIME OF LESS THAN 45 MINUTES.
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FINISH GRADE-CONCRETE

PAVEMENT

JOINT SEALANT

BACKER ROD

3/8" PREFORMED JOINT FILLER

TO FULL DEPTH OF ADJOINING

MATERIALS AS SHOWN ON

DRAWINGS

EXPANSION JOINT DETAIL

SCALE: 1"=1'-0"
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BROOM SWEPT FINISH TO EDGE OF SURFACE

SAW CUT CONTROL JOINT,

SEE ENLARGEMENT


LIGHT BROOM FINISH TO

EDGE OF SURFACE

NO TOOLED EDGES

SAW CUT CONTROL JOINT

ENLARGEMENT


1/4" 
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FINISH GRADE AND ADJACENT MATERIAL VARIES,

SEE C-2.0 SITE PLAN + C-4.0 GRADING PLAN

CURB REVEAL = 6" TYP.

1
8
"

6"X6" #10 WELDED WIRE MESH

5
"

FINISH SPECIFICATION:
· BROOM SWEPT FINISH TO EDGE OF SURFACE

· CURE WITH CURE-TO-SPEC MS

· AFTER CONSTRUCTION JOINTS HAVE BEEN FILLED

AND SEALED; APPLY "CONSOLIDECK SALTGUARD"
CONTROL JOINT SPECIFICATION:
· SPACING OF JOINTS: SEE SHEET L-2.3

· SAW CUT JOINTS AT 1 1/2" MAX. DEPTH

CONCRETE SPECIFICATION:
· 4000 p.s.i.

· 3/4" AGGREGATE 

· 6 - 7 % AIR ENTRAINMENT

· SLUMP - 4" ± 1"

NOTE:
ALL CONCRETE SHALL BE PLACED BY AN A.C.I.

FLATWORK CERTIFIED FINISHER

THICKENED EDGE

SNOW FENCE OR GEOGRID

MARKING LAYER

COMPACTED AGGREGATE BASE,

CRUSHED, MDOT TYPE 'B' GRAVEL
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1 
SCALE:1"=1'-0"

BITUMINOUS CONCRETE PAVING

3 
SCALE: 3/4"=1'-0"

CONCRETE PAVING + INTEGRAL CURB ( ON-SITE ONLY - NOT IN ROW)

12 
SCALE: AS NOTED

CONCRETE JOINTS

2 
SCALE:1"=1'-0"

BRICK SIDEWALK PAVING (IN CITY R.O.W.)

4 
SCALE:1"=1'-0"

GRANITE CURBING (IN CITY R.O.W.)

5 
SCALE:1"=1'-0"

TRANSITION CURB

8 
SCALE:3/8"=1'-0"

CURB RAMPS

9 
SCALE: N.T.S.

LINE STRIPING

7 
SCALE: N.T.S.

DETECTABLE WARNING STRIP (AT STREET CROSSINGS ONLY)

10 
SCALE:1"=1'-0"

SLIPFORM CONCRETE CURB (NOT USED ADJACENT TO CONCRETE SIDEWALKS)


6 
SCALE:1"=1'-0"

SLOPED GRANITE CURB (IN CITY R.O.W.)

11 
SCALE: AS NOTED

CONCRETE SIDEWALK (IN ROW ONLY)

13 
SCALE: AS NOTED

BRICK DRIVEWAY APRON
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