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GENERAL STRUCTURAL NOTES

WOOD FRAMING NOTES

I

I. ALL WORK SHALL CONFORM TO THE REQUIREMENTS OF ALL
APPLICABLE STATE AND LOCAL CODES, INCLUDING BUT NOT
LIMITED TO:

-IRC / IBC BUILDING CODE 2000 ED 2.

-ANSI-ASCE 7-98

-ACI 3 18-99 "BUILDING CODE REQUIREMENTS FOR
REINFORCED CONCRETE"

-ACI 30 | "SPECIFICATIONS FOR STRUCTURAL CONCRETE FOR

BUILDINGS" 3.

-AISC STEEL CONSTRUCTION MANUAL 9TH ED ASD
-AISI COLD FORMED STEEL DESIGN MANUAL
-ANSI-AF¢PA NDS- 1998

ANY CONDITIONS DIFFERENT FROM THOSE SHOWN ON THE
DRAWINGS AND ALSO ANY CONDITIONS THAT PREVENT THE
CONTRACTOR'S COMPLETION OF THE WORK AS SHOWN ON THE
CONSTRUCTION DRAWINGS.

ALL WORK SHALL BE PERFORMED BY PERSONS QUALIFIED IN
THEIR TRADE AND LICENSED TO PRACTICE SUCH TRADE IN THE

2. CONTRACTOR SHALL BRING TO THE ATTENTION OF THE ENGINEER 5,

STATE IN WHICH THE PROJECT 1S LOCATED. 7.

4. THESE DRAWINGS SHALL BE USED IN CONJUNCTION WITH ANY

ARCHITECTURAL, MECHANICAL, AND ELECTRICAL DRAWINGS, IN
ADDITION TO SPECIFICATIONS AND ANY SHOP DRAWINGS
PROVIDED BY SUBCONTRACTORS AND SUFPPLIERS.

ALL DIMENSIONS, ELEVATIONS, AND CONDITIONS SHALL BE
VERIFIED IN THE FIELD BY GENERAL CONTRACTOR (G.C.) AND
ANY DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF
THE ENGINEER FOR CLARIFICATION BEFORE PROCEEDING

WITH THE AFFECTED PART OF THE WORK.

UNLESS OTHERWISE NOTED, DETAILS, SECTIONS, AND NOTES
SHOWN ON ANY DRAWING SHALL BE CONSIDERED TYPICAL FOR
ALL SIMILAR DETAILS.

ALL SHOP DRAWINGS PROVIDED BY OTHERS SHALL BE
SUBMITTED TO THE ENGINEER FOR REVIEW PRIOR TO
FABRICATION OF MATERIAL OR THE PURCHASE OF
NON-RETURNABLE STOCK. DIMENSIONAL REVIEW IS THE
CONTRACTOR'S RESPONSIBILITY.

STRUCTURAL LUMBER: No. 2 SPRUCE-PINE-FIR OR BETTER
LAMINATED VENEER LUMBER (LVL) BY BOISE:

BEAMS: 3 100Fb VERSA-LAM

COLUMNS: 2650 Fb VERSA-LAM

DESIGN CODES:

A. NATIONAL DESIGN SPECIFICATIONS FOR WOOD
CONSTRUCTION BY THE NATIONAL FOREST PRODUCTS
ASSOCIATION.

FASTENERS: COMPLY WITH RECOMMENDED FASTENING
SCHEDULE OF THE IRC 2000 BUILDING CODE, UNLESS SHOWN
OTHERWISE ON THE DRAWINGS.

FASTENER REQUIREMENTS FOR ROOF AND FLOOR SHEATHING,
PROVIDE 8D RINGSHANKG NAILS, COMPLY WITH RECOMMENDED
FASTENING SCHEDULE OF THE IRC 2000 BUILDING CODE .

ALL BOLTED WOOD CONNECTIONS TO BE MADE WITH G90O HOT

DIP GALVANIZED HEX HEAD THROUGH BOLTS. SIZE AS INDIATED
ON THE DRAWINGS. DOME HEADED CARRIAGE BOLTS ARE NOT

PERMITTED.

ALL NAILS TO SIMPSON PRODUCTS AND PT LUMBER TO BE G90O
HOT DIP GALVANIZED O. 1 62"@ COMMON BOX NAILS, OR AS
RECOMMENDED BY SIMPSON.

ALL SIMPSON PRODUCTS IN CONTACT WITH PT LUMBER TO BE
"ZMAX" (G185 GALVANIZED) COATED.

TRIPLE LVLS TO BE CONNECTED WITH (2) ROWS
/'@ A36 THROUGH BOLTS 12" O.C. STAGGERED.

DOUBLE LVL'S TO BE CONNECTED WITH (3) ROWS 16D SINKERS
AT 12" 0O.C.

REPAIR NOTES

oo

10.
1.

TEMPORARILY SHORE AND BRACE THE FIRST FLOOR DECK FROM THE BASEMENT SPACE, AND
SHORE AND BRACE THE SECOND FLOOR DECK FROM THE FIRST FLOOR LEVEL. SHORING AND
BRACING DETAILS WILL DEPEND ON THE FRAMING CONNECTIONS WHICH ARE UNKNOWN AT THIS
POINT. SEE PLANS FOR DETAILS.

REMOVE THE REMAINS OF THE ENTRY DOOR FRAMING TO EXPOSE THE ROUGH OPENING. THE
EXTERIOR WOOD TRIM WORK AROUND THE DOOR OPENING CAN REMAIN IN PLACE, OR IF
REMOVED IT NEEDS TO BE SALVAGED AND RE-INSTALLED. THE TRIM IS OLDER VINTAGE AND IS
THE SAME AS INSTALLED ON MOST BUILDING AT THIS SIDE OF THE STREET.

THE EXPOSED BRICK FOUNDATION IS TO BE REMOVED DOWN TO THE FOOTING STARTING AT THE
IMPACT CORNER AND CONTINUING APPROXIMATELY 32 FEET TO THE WOOD FRAMED ADDITION
WALL. IT IS ANTICIPATED THE INTERIOR WOOD FRAMED WALLS ADJACENT TO THE BRICK CAN
REMAIN IN PLACE. IN ORDER TO REMOVE THE BRICK DOWN TO THE FOOTING EXCAVATION WILL BE
REQUIRED ALONGSIDE THE BUILDING. ADDITIONAL EXCAVATION AT THE INTERIOR OF THE
BASEMENT AND REMOVAL OF THE BACK WALL FOR THE BATHROOM AND KITCHEN IN THE
BASEMENT UNIT WILL LIKELY BE REQUIRED. SEE PLANS FOR DETAILS.

CONSTRUCT A NEW CONCRETE FOUNDATION WALL ON TOP OF THE EXPOSED FOOTING, AS SHOWN
ON PLANS. IF THE EXISTING FOOTING IS NOT FROST PROTECTED MEASURES WILL BE REQUIRED
TO ADD FROST PROTECTION OR ALTERNATIVELY A NEW FOOTING BELOW FROST DEPTH CAN BE
CONSTRUCTED.

INSTALL PERIMETER DRAIN AND BACKFILL MATERIAL AS SHOWN ON PLANS.

PULL THE FIRST FLOOR EXTERIOR WOOD FRAMED WALL BACK INTO PLACE, SUCH THAT THE WALL
IS PLUMB AND THE JOISTS ARE SITTING IN THE SILL BEAM NOTCHES AS THEY WERE PRIOR TO THE
LOSS EVENT. JOIST CONNECTIONS NEED TO BE UPGRADED. SEE PLANS FOR DETAILS.

ON TOP OF THE NEWLY CONSTRUCTED FOUNDATION WALL CONSTRUCT A 2X8 WOOD FRAMED
WALL. THIS WALL WILL BE TIED INTO THE EXISTING WOOD FRAMED WALLS. INSTALL NEW
BASEMENT WINDOWS IN THE WOOD FRAME WALL SIMILAR TO PRE-EXISTING. WINDOWS ARE TO BE
INSTALLED IN ACCORDANCE WITH CURRENT ENERGY CODES.

THE FRONT ENTRY STEPS CAN REMAIN IN PLACE AND WILL NEED TO BE FASTENED TO THE NEWLY
CONSTRUCTED WALL. OTHERWISE, THE STAIRS WILL BE REMOVED AND REPLACED ALONG WITH
THE INTERIOR FINISHES OF THE ENTRYWAY VESTIBULE.

INSULATE EXTERIOR WALLS WITH FIBERGLASS BATT INSULATION FOR ENERGY CODE
COMPLIANCE. THE AMOUNT AND TYPES OF INSULATION SYSTEMS WILL NEED TO COMPLY WITH
THE CURRENT ENERGY CODE.

INSTALL NEW EXTERIOR BRICK VENEER SIMILAR TO PRE-EXISTING.

INSTALL A NEW FRONT ENTRY DOOR TO REPLACE THE DEMOLISHED DOOR. THIS MAY REQUIRE
MODIFYING THE EXISTING ROUGH OPENING TO MAKE IT SMALLER.
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