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SEE E/A-3.1 FOR FINISHES & TYP. COUNTER ASSEMBLY DETAIL 
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9' - 0"


ROOF
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RAILING

12' - 6"


EXISTING

MERCHANDISER -

NIC. PROVIDE

OUTLET


PROVIDE ACCESS

HATCH FOR WATER


METER. PAINT TO

MATCH SURROUNDING


WALL


FUTURE SHELVING

FOR MERCHANDISE,


NIC
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SEE DETAIL E/A-3.1 FOR

TYP. COUNTER

ASSEMBLY


PROVIDE PAINTED 1x TRIM @ TOP

OF WALL, 1/4" OVERHANG, TYP.
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EXISTING CONCRETE

COUNTERTOP TO BE

RELOCATED


SEE E/A-3.1 FOR ASSEMBLY

DETAIL 
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DIRECT/INDIRECT LINEAR

PENDANT


5/4 & 1" PRE-PRIMED BOARDS

ADHERED TO GWB W/CONSTRUCT.


ADHESIVE. PAINT (SPRAYED) TO

MATCH WALL - MONOCHROMATIC


FINISH. NIC


MOISTURE RESISTANT GWB,

TYP.


PROVIDE SOLID BLOCKING FOR

WALL-HUNG HANDWASHING SINK. 

CHALK BOARD NIC


8' - 10"


2
' -

 0
"


NEW STAINLESS DRIP TRAY W/GLASS RINSER UNDER TAPS NIC 

SHOWER HEAD (TO WASH OFF

GROWLERS) - NOT SHOWN. NIC


FLAT GALV. PANEL BEHIND TAPS NIC


0
' -

 3
"


RELOCATED STAINLESS 3-BAY

DISHWASHING SINK NIC 

RELOCATED DISHWASHER NIC

PROVIDE DUPLEX RFI-
PROTECTED OUTLET FOR

EMPLOYEE LAPTOP @ 4'-0" AFF


4
' -
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"


4' - 4"


CLEAR FLOOR SPACE UNDER

COUNTER FOR EMPLOYEE WORK

AREA
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"


0
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"


3
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"


8' - 9"


11' - 0"
2 ADJUSTABLE HEIGHT SHELVES,

PROVIDE SOLID BLOCKING FOR

BRACKETS, TYP. SHELVES NIC.


PROVIDE CONT. PT SILL 

CONC. COUNTER TOP


STAINLESS COUNTERTOP, NIC 

8' - 8"
 8' - 9"

0.25


12 

3'-0" x 3 1 /2" _______

RAINSCREEN PATTERN.

1/4" REVEAL 950%) 5/4

BOARDS AND (50%) 1"

BOARDS


12'-0" x 10'-10" ALUMINUM

CLOPAY SERIES 903

FULL-VIEW OVERHEAD

DOOR. SHGC OF 0.18,

DOUBLE-PANE, LOW-E,

1/2" TEMPERED GLASS,

W/CLEAR ANODIZED

FINISH OR APPROVED

EQUAL.


ALUMNINUM DOOR

W/TEMPERED GLASS,


PANIC/ADA-COMPLIANT

HARDWARE. POWDER

COATED. COLOR, TBD.


FIRE-RESISTANT WOOD

FRAMED AWNING.


7' - 10"


2-ADJUSTABLE SHELVES. PROVIDE SOLID BLOCKING FOR

SHELF BRACKETS, TYP. SHELVES NIC.


STAINLESS COUNTER, NIC


3" CON. COUNTER TOP - RELOCATED, NIC


0
' -

 3
"


3
' -

 8
"


SEE E/A-1.3 FOR

ASSEMBLY DETAIL
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No. Description Date


1 Revision 1 Date 1


 1/4" = 1 '-0"

A


EXTERIOR ELEVATION - FACING FOX

STREET


 1/4" = 1 '-0" 
C
FRONT COUNTER - TASTING ROOM


 1/4" = 1 '-0"

E
SIDE COUNTER LOOKING WEST


 1/4" = 1 '-0" 
D
TAP ELEVATION - BEHIND COUNTER


 1/2" = 1 '-0" 
G
UNDER COUNTER - FACING STREET


 1/4" = 1 '-0"

B
NEW FACADE


 1/2" = 1 '-0" 
H
UNDER COUNTER FACING EAST


F
EXTERIOR PERSPECTIVE


0' 2' 4' 8' 16' 
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