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COOLER STRAPPING DETAIL

VERT. STRAPPING @ 2'-0" O.C., TYP.

B COOLER STRAPPING & RAIL DETAIL
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(2) 2x6 TO PPLATE

24 gA GALVANIZED STEEL SHEET. 3'-8" WIDE
SEAMLESS ROLL EXTENDING LENGTH OF COUNTER.
ADHERE TO SHEATHING W/ROLL-ON CONSTRUCT.
ADHESIVE. PROVIDE FINISH WASHERS ON
FASTENERS. PROVIDE 1 1/2" FLATTEN-HEM @ TOP
& BOTTOM, TYP. FLAT-LOCK SEAMS @ PANEL
EDGES. GALV. SHEET FINISH, NIC.

(2) ADJUSTABLE SHELVES W/BRACKETS (NIC)

1/2" CDX PLYWOOD SHEATHING

PT 2x6 @ 12" O.C., TYP.

FRP ON BACK SIDE OF COUNTER-SIDE

(2) 2x6 PT BASEPLATE

1/4" REVEAL @ BASE

TYP. COUNTER DETAIL

SILL SEAL UNDER BOTTOM PLATE (TO REDUCE
MOISTURE MITIGATION FROM SLAB)

11/2"=1-0"

NEW FACADE

STAINLESS STEEL CABLE.
PROVIDE ISOLATION BTW
BRACKETS, FASTENERS &
GALVANIZED, WRAPPED
AWNING TO ENSURE TO
ENSURE NO GALVANIC ACTION.
CABLE RATED FOR 1500#, EACH

ICE & WATER SHEILD ENTIRE
SURFACE (TOP/BOTTOM).
WRAP W/GALVANIZED SHEET
W/FLAT LOCK SEAMS

FOR SIZING &
FRAMING INFO. SEE
B/A-3.1

C

1/4" = 10"

D

FLASH AROUND PROVIDE FIRE
PROOFING AT ALL NEW ROOF
PENETRATIONS FOR PLUMBING
VENTS, TYP.

=

EXISTING CMU WALL AND ROOF
SYSTEM TO REMAIN

~ ROOF

TOTAL MEZZANINE AREA <250'-0" PER CODE

| m Q10 l
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(1) 2x8 & (1) 2x6FIRE RESISTAN

MASONRY OPENING W/SIMPSON (2)
ROWS OF 1/2" DIAMETER x 4" SDS

TOP
AROUND

ANCHORS, TYP.

j @

OVERHEAD DOOR TO BE CW
925U050-54 (50ksi) FASTENED TP
16 g.a. TOP AND BOTTOM TRACK

. PROVIDE SINGLE JACK STUD,
EACH END.

,—

\

16'- 10"

EXISTING CAST-IN-PLACE
LINTEL/MASONRY OPENING TO
REMAIN

PROVIDE METAL DRIP
EDGE BTW MASONRY &
TOP OF NEW WOOD

F DW TYP.

WALL 16 g.a. METAL STUD
WAL

OVIDE
EDGE, TYP.

TALD

NEW ALUMINUM OVERHEAD

EXISTING SLAB TO REMAIN

TYPICAL BUILDING SECTION

, . DOOR W/TEMPERED GLASS
/ PANELS
a FIRST FLOOR
\/ Y\/ \/\/ \/\7[\\/\/ \[\/ ] _ 0" @

SOLID 42" WALL HIGH FACED W/1/2" PLYWOOD ONE SIDE. CONSTRUCT W/2x4s.
PROVIDE HORIZONTAL 2x4 TIES TO BRACE FRONT WALL EVERY 36" O.C. ,TYP.

Il

Il A 4 A

Il

A

1/4" = 1-0"

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

. 09/30/15

103 FOX STREET | PORTLAND, MAINE
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