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EXISTING CONCRETE LOADING DOCK

HEMES
DESIGN

F——=

o
O

1

Al
UV

d

=

MAX. RISER HT. 7* TYP.

STAIR PROFILE
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MIN. CLEARANCE

90 DEG. ELBOW TO WALL
AT EACH END, TYP.

14" NOM. PIPE RAIL
WELD CONNECTIONS

AND GRIND SMOOTH
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BRACKETS WITH SPACER

SPACE EQUALLY AT 50" 0.C. MAX,, TYP.

2X4 BLOCKING BETWEEN
STUDS ASREQD.

90 DEG. ELBOW TO WALL
AT EACHEND, TYP.

HANDRAIL WHERE CONTINUOUS
AROUND PARTITION OR GUARDRAIL

HANDRAIL DETAIL
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FEENEY INTERMEDIATE PICKET ON
CABLE RUNS GREATER THAN 3-0"

11/2" HANDRAIL, 1/2" MAXIMUM

FEENEY #e" CABLE RAIL
ASSEMBELIES @ 3" 0.C.
SPACE AT CONNECTIONS \

1/4"X 1 1/2'BOLT TABS FOR

FIELD CONNECTIONS /

COMPOSITE DECKING
DECK FRAMING, SEE |\
STRUCTURAL
11/2" STEELTUBE,

HOT DIP GALVANIZED

CABLE RAILING DETAIL
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ALTERNATE ATTACHMENT LAG
SCREW INTO FRAMING
THROUGH DECK MATERIAL
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- WOOD FRAMED LANDING WOOD FRAMED RAMP -
|A... = i 2 du
42" HIGH GALVANIZED STEEL POSTS, 1712 SLOPE ¥ 85
RAILS AND HANDRAIL WITH SS CABLE WOOD
INFILL 3 4 = FRAMED |l e
NDy LANDING /3 ®
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NOTE: =25 ~
1. NEW P.T. WOOD FRAMED LANDING AND RAMP W/ COMPOSITE DECKING 2%
2. HANDRAILS CONTINUOUS ON BOTH SIDES AT RAMPS AND STAIRS Ze
3. MAXIMUM RISER HT. TO BE 7", TREAD DEPTH TO BE 11" = 1/ 1
4, MINIMUM RAMP CLEAR WIDTH TO BE 44* é
5. MAXIMUM RAMP SLOPE TO BE 1/12 - gl gl
2 R -2
0 o 4 8
/ RAMP PLAN .
1/4" = 10"
8 EXISTING STAIR AND RAILING

SCALE: 1/4" = 1'-0"

1-11 DIAMOND ST, PORTLAND, ME
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RAMP PLAN

SHEET TITLE

58 Fore Street

Portland, ME 04101

207.232.6079

joe@hemespheredesign.com

PROSPECT

DESIGN

58 FORE ST. PORTLAND, ME
www.prospectdesign.me

T. 207 - 749 - 7400
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