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INTERNATIONAL BARRIER FREE SYMBOL
N.T.S.
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NOTE:

BARRIER FREE STALLS SHALL BE

DELINEATED WITH THIS SYMBOL

IN WHITE MARKING.
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STANDARD PARKING STALL STRIPING
N.T.S.

NOTE:

WHEN PARKING IS ON A CURVE THE NARROWEST PORTION OF THE PARKING STALL

SHALL MEET THE WIDTH SHOWN.

STRIPE IF PARKING IS ON OTHER

SIDE

CURB OR EDGE OF PAVEMENT (NO

STRIPING REQUIRED)

4" WIDE YELLOW

MARKING @ 18'-0"

LONG TO DELINEATE

SPACE (TYP.)
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TRAFFIC FLOW ARROW DETAIL
N.T.S.
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NOTE:

ALL TRAFFIC FLOW ARROWS TO BE

SOLID WHITE REFLECTIVE TRAFFIC

PAINT AS PER DIMENSIONS BELOW
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CROSSWALK STRIPING DETAIL
N.T.S.

12" WIDE SOLID WHITE LINE

LENGTH VARIES - SEE PLAN
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PRELIMINARY - NOT FOR CONSTRUCTION
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MARGINAL WAY

10' WIDTH

ESPLANADE

WIDTH VARIES
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SIDE WALK WIDTH

VARIES (SEE PLANS)
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8% MAX.
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BARRIER FREE RAMP DETAILS
N.T.S.

F

BARRIER FREE RAMP DETAILS
N.T.S.

SOLIDS

SETTLE ON

BOTTOM

ANTI-SIPHON

DEVICE

OUTLET

PIPE

SNOUT

OIL-DEBRIS

HOOD

MOUNTING

FLANGE

1" PVC ANTI-SIPHON

PIPE ADAPTER

REMOVABLE WATERTIGHT

ACCESS PORT, 6" OPENING

OUTLET PIPE (HIDDEN)

CONFIGURATION DETAIL

TYPICAL INSTALLATION

FOAM GASKET W/

PSA BACKING

(TRIM TO LENGTH)

MOUNTING FLANGE

DETAIL B

GASKET COMPRESSED BETWEEN

HOOD AND STRUCTURE

(SEE DETAIL B)

INSTALLATION NOTE:

POSITION HOOD SUCH THAT BOTTOM

FLANGE IS  A DISTANCE OF 1/2

OUTLET PIPE DIAMETER (MIN.) BELOW

THE PIPE INVERT.  MINUMUM

DISTANCE FOR PIPES < 12" I.D. IS 6".

STAINLESS BOLT

ANCHOR SHIELD

EXPANSION CONE

(NARROW END OUT)

DRILLED HOLE

DETAIL A

ANCHOR  W/ BOLT

(SEE DETAIL A)

INSTALLATION DETAIL

NOTES:

1. ALL HOODS AND TRAPS FOR CATCH BASINS AND WATER QUALITY STRUCTURES SHALL BE AS

MANUFACTURED BY BEST MANAGEMENT PRODUCTS, INC. TOLL FREE: (800) 504-8008 OR (888) 354-7585  WEB

SITE:  www.bmpinc.com  OR PRE-APPROVED EQUAL.

2. ALL HOODS SHALL BE CONSTRUCTED OF A GLASS REINFORCED RESIN COMPOSITE WITH ISO GEL COAT

EXTERIOR FINISH WITH A MINIMUM 0.125" LAMINATE THICKNESS.

3. ALL HOODS SHALL BE EQUIPPED WITH A WATERTIGHT ACCESS PORT, A MOUNTING FLANGE, & AN

ANTI-SIPHON VENT AS DRAWN. (SEE CONFIGURATION DETAIL)

4. THE SIZE AND POSITION OF THE HOOD SHALL BE DETERMINED BY OUTLET PIPE SIZE IN ACCORDANCE WITH

THE FOLLOWING TABLE:

5. THE BOTTOM OF THE HOOD SHALL EXTEND DOWNWARD A DISTANCE EQUAL TO 1/2 THE OUTLET PIPE

DIAMETER WITH A MINIMUM DISTANCE OF 6" FOR PIPES <12" I.D.

6. THE ANTI-SIPHON VENT SHALL EXTEND ABOVE HOOD BY MINIMUM OF 3" AND A MAXIMUM OF 24"

ACCORDING TO STRUCTURE CONFIGURATION.

7. THE SURFACE OF THE STRUCTURE WHERE THE HOOD IS MOUNTED SHALL BE FINISHED SMOOTH AND FREE

OF LOOSE MATERIAL.

8. THE HOOD SHALL BE SECURELY ATTACHED TO STRUCTURE WALL WITH  3/8' STAINLESS STEEL BOLTS AND

OIL-RESISTANT GASKET AS SUPPLIED BY MANUFACTURER. (SEE INSTALLATION DETAIL)

9. INSTALLATION INSTRUCTIONS SHALL BE FURNISHED WITH MANUFACTURER SUPPLIED INSTALLATION KIT,

WHICH INCLUDES:

A. INSTALLATION INSTRUCTIONS

B. PVC ANTI-SIPHON VENT PIPE AND ADAPTER

C. OIL-RESISTANT CRUSHED CELL FOAM GASKET WITH PSA BACKING

D. 3/8" STAINLESS STEEL BOLTS

E. ANCHOR SHIELDS

OIL AND

DEBRIS

FRONT VIEW

SIDE VIEW

*NOTE:

SUMP DEPTH OF 36" MIN. FOR < OR = 12"

DIAM. OUTLET.  FOR OUTLETS >OR= 15",

DEPTH = 2.5-3X DIAM.
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SNOUTS INSTALLED ON STORM

DRAIN PIPES GREATER THAN 18"

DIAMETER ARE REQUIRED TO BE

INSTALLED PRIOR TO

INSTALLATION OF CATCH BASIN

FLAT TOP.

STRUCTURE OUTLET HOLE SIZE SNOUT SIZE

11.9" O.D. OR LESS 12 F or R

12.0"-17.9" O.D. 18 F or R

18.0"-23.9" O.D. 24 F or R

24.0"-29.9" O.D. 30 F or R

30.0"-47.9" O.D. 48 F

48.0"-95.9" O.D. 96 F
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SNOUT OIL-WATER-DEBRIS SEPARATOR DETAIL

N.T.S.
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