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SECTION OVER EXISTING BASE MATERIAL

BITUMINOUS CONCRETE PAVEMENT 

A

PROVIDE A MIN. OF 3" BASE GRAVEL MDOT 703.06 TYPE A

BELOW NEW PAVEMENT IN ALL AREAS AND 15" OF SUBBASE

GRAVEL MDOT 703.06 TYPE D OR EXISTING GRAVEL

2" HOT BITUMINOUS CONCRETE BINDER PAVEMENT, 19mm

1 1/2" HOT BITUMINOUS CONCRETE SURFACE PAVEMENT,

9.5mm

GRADE, COMPACT, AND PREPARE EXISTING SUBGRADE

MATERIALS

NOTES:

1. APPLY TACK COAT BETWEEN BINDER AND SURFACE COURSES.

2. ALL MATERIALS SHALL CONFORM TO MDOT SPECIFICATIONS, LATEST REVISION.

3. COMPACTION OF ALL MATERIALS TO BE IN ACCORDANCE WITH THE SPECIFICATIONS

AND THE GEOTECHNICAL REPORT.

NOTES:

1. APPLY TACK COAT BETWEEN BINDER AND SURFACE COURSES.

2. ALL MATERIALS SHALL CONFORM TO MDOT SPECIFICATIONS, LATEST REVISION.

3. COMPACTION OF ALL MATERIALS TO BE IN ACCORDANCE WITH THE SPECIFICATIONS AND

GEOTECHNICAL REPORTS PREPARED BY THE GEOTECHNICAL ENGINEER.

3" BASE GRAVEL

MDOT 703.06 TYPE "A"

SAWCUT AND REMOVE 2' STRIP OF

EXISTING PAVEMENT

CLEANED AND  TACK-COATED

WHERE NEW BITUMINOUS

CONCRETE IS  INSTALLED

EXISTING

PAVEMENT

SECTION

EXISTING  BASE

AND  SUBBASE

E
X

I
S

T
I
N

G

E
.
O

.
P

.

INSTALL NEW  BITUMINOUS CONCRETE

PAVEMENT  SECTION OVERLAPPING

EXISTING AND NEW BASE MATERIAL

N.T.S.

NEW PAVEMENT ADJACENT TO EXISTING PAVEMENT

TYPICAL PAVEMENT SECTION

B

N.T.S.

VERTICAL GRANITE CURB DETAIL
G

NOTES:

1. VERTICAL GRANITE CURB TO MEET MeDOT STANDARD SPECIFICATIONS

2. JOINTS SHALL BE MORTARED

3. JOINT SEPARATION SHALL BE 

1

4

" AND 

5

8

"

4. MAX. LENGTH OF STRAIGHT CURB STONES = 8'; MIN. LENGTH = 4'

5. CIRCULAR CURB REQUIRED FOR RADIUS LESS THAN 50'
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O
 
1

8
"

5" ±

1

2

"

GRANITE CURB

(MEDOT 609 STANDARD)

P.C. CONC. PAVING

OR ASPHALTIC

CONCRETE PAVING

1

2

" EXPANSION

JOINT FOR P.C.

CONC. PAVING ONLY

4" MIN. FOR AT LEAST

2

3

 OF LENGTH

6"

7
"

D

EXTRUDED SLIPFORM VERTICAL CONCRETE CURB DETAIL
N.T.S.

3" MIN.

6
"

BINDER PAVEMENT - SEE PAVEMENT SECTION

SURFACE PAVEMENT - SEE PAVEMENT SECTION

7"

EDGE OF

PAVEMENT

6"

R0.2'

F

CONCRETE SIDEWALK DETAIL

N.T.S.

NOTE:

INSTALL CONSTRUCTION JOINTS AT 12' SPACING.

WWM 6x6 + 10x10

3" BASE GRAVEL MDOT TYPE A

5" REINFORCED CONCRETE SIDEWALK - 4,000 PSI

12"

MATCH

EXISTING

GRADE

9" SUBBASE GRAVEL MDOT TYPE D

2% TOWARD CURB (TYP.)

6"

6"

WIDTH VARIES WIDTH VARIES

VARIES TO MEET

EXISTING DRIVE

12" BITUMINOUS STRIP

(INCIDENTAL TO APRON)

12" BITUMINOUS STRIP

1" UP

STREET

GRADE

BRICKS ON

EDGE

1" SAND - CEMENT BASE

2" BITUMINOUS PAVEMENT - 9.5mm

(1 LIFT)

12" AGGREGATE BASE - CRUSHED,

TYPE "A"

NOTE:

BORDER COURSE OF BRICK SHALL BE

MORTARED TO CONCRETE BASE

SECTION AT DRIVEWAY

S

L

N.T.S.

SIDEWALK AND DRIVEWAY CONSTRUCTION DETAIL
BRICK WITH BITUMINOUS BASE
CITY OF PORTLAND

E

EXISTING

BRICK

SIDEWALK

EXISTING

CURB

2" BITUMINOUS

PAVEMENT

12.5mm

PROPOSED

CURB

PLAN VIEW

SECTION A-A

1" SAND-CEMENT BASE

BRICKS LAID FLAT

CURB

C

BRICK SIDEWALK WITH BITUMINOUS BASE

N.T.S.

PROPOSED BRICK

SIDEWALK

12" 6'-9"

10" AGGREGATE BASE

CRUSHED, TYPE 'B'

2" BITUMINOUS PAVEMENT

19.0mm

H

VERTICAL GRANITE CURB

INSTALLATION IN EXISTING STREETS

N.T.S.

* EXCEPT ALONG LOCATIONS ADJACENT

TO TREE WELLS WHERE CURB HEIGHT

CAN BE REDUCED TO 5"

*

15" SUBBASE GRAVEL

MDOT 703.06 TYPE "D"

PAVEMENT

SLIPFORM OR GRANITE

CURB (SEE PLAN)

STREET

PREPARED EXISTING SUBGRADE

PREPARED SUBGRADE
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PRELIMINARY - NOT FOR CONSTRUCTION

BRICKS TO BE USED:

NEW CONSTRUCTION:

4"x8" PINE HALL PATHWAY PAVER

BRICK; MFG. BY PINE HALL BRICK

CO., MADISON, NORTH CAROLINA.

LACHANCE ITEM # 193623,  PINE

HALL PATHWAY PAVER BRICK.

REPAIR /MAINTENANCE TO

EXISTING BRICK SIDEWALKS:

VERMONT PAVER; SUPPLIED BY

GAGNE AND SONS.

SPECIFICATION NUMBER:

“VERMONT BACKER BRICK”,

ITEM NUMBER # VBBB

NOTES:

1. 4,000 PSI CONCRETE WITH

FIBER REINFORCEMENT.

2. 4% TO 6% AIR ENTRAINMENT.

3. 1" TO 2" SLUMP.

4. APPLY EPOXY TO BINDER

PAVEMENT PRIOR TO CURB

PLACEMENT.

PROVIDE MEDIUM BROOM

FINISH AND APPLY

SALTGUARD™ OR EQUAL

SALT INHIBITING TREATMENT

6"

6"

WIDTH VARIES WIDTH VARIES

VARIES TO MEET

EXISTING DRIVE

12" BITUMINOUS STRIP (INCIDENTAL TO APRON)

12" BITUMINOUS STRIP

1" UP

STREET

GRADE

BRICKS ON EDGE

1" SAND - CEMENT BASE

2" BITUMINOUS PAVEMENT - 12.5mm

12" AGGREGATE BASE - CRUSHED, TYPE "A"

NOTE:

BORDER COURSE OF BRICK SHALL BE

MORTARED TO CONCRETE BASE

SECTION AT DRIVEWAY

S
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N.T.S.

SIDEWALK AND DRIVEWAY CONSTRUCTION DETAIL
CITY OF PORTLAND BRICK WITH BITUMINOUS BASE

I
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