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DOWNTOWN RACK - SPECIFICATIONS AND SPACE USE

N.T.S.

D

GREASE TRAP DETAIL

N.T.S.

NOTES:

1. CONCRETE: 4000 PSI AFTER 28 DAYS

2. REINFORCING: 6x6/10x10 W.W.M. & FIBERS

3. HEAVY DUTY SEPTIC TANK TOPS REINFORCED WITH 5/8" REBAR @ 12" O.C.E.W.

4. KEYED JOINT SEALED WITH BUTYL RUBBER.

5. EXCAVATION MUST BE AT LEAST 12" WIDER & LONGER THAN TANK SIZE

6. TOTAL STRUCTURE WEIGHT =12,500 LBS

7. INSTALL APPROPRIATE CONCRETE RISER SECTIONS OVER INSPECTION & CLEANOUT OPENINGS

TO BRING COVERS TO GRADE.
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STOP SIGN (WITH WOOD POST)

N.T.S.

FINISH GRADE
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6" x 6" CEDAR POST WITH BOSTON TOP

B

BARRIER FREE PARKING SIGN

N.T.S.

4" x 4" STEEL TUBE WITH WELDED TOP CAP ANCHORED 48" IN

SOLID CONCRETE. PAINTED BLACK

NOTE:

ACCESSIBLE SIGNS TO BE SET ON BACK SIDE OF FLUSH

CONCRETE SIDEWALK.

BLUE BACKGROUND WITH WHITE BORDER AND SYMBOL

12"x18"x0.08" ALUMINUM INTERNATIONAL BARRIER FREE

SYMBOL SIMILAR TO 09345ND, SARGENT- SOWELL, INC., GRAND

PRAIRIE, TEXAS. (TWO SIGNS BACK TO BACK PER POST WHEN

ADA SPACES ARE ON BOTH SIDES.)

6"x12"x0.08" ALUMINUM BAKED ENAMEL WITH WORDS "VAN

ACCESSIBLE" (AS REQUIRED).

BLUE BACKGROUND WITH WHITE LETTERING AND BORDER

CROWN CONCRETE SMOOTH

SPECIAL SIGN BACKING - SEE TRAFFIC SIGN DETAIL
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2" DIA. x 0.188 GALV. STEEL TUBE (CHAIN LINK FENCE

POST) EXTEND 3' INTO CONC. FILLED PIPE

C

U-CHANNEL METAL SIGN POST

N.T.S.

LENGTH: AS REQUIRED

WEIGHT PER LINEAR FOOT: 2.50 LBS. (MIN.)

HOLES: 3/8" DIAMETER, 1" C-C FULL LENGTH

STEEL: SHALL CONFORM TO ASTM A-499 (GRADE 60)

OR ASSTM A-576 (GRADE 1070 - 1080)

FINISH: SHALL BE PAINTED WITH TWO COATS OF AN

APPROVED BLACK FINISH BAKED ON OR AIR DRIED,

PAINT OF WEATHER RESISTANT QUALITY. ALL

FABRICATION SHALL BE COMPLETE BEFORE

PAINTING.

90° CUT OPTION

* IN LEDGE DRILL AND GROUT TO A MINIMUM OF 2 FEET

1
/
3

 
P

O
S

T
 
H

E
I
G

H
T

 
*

3 1/8"

1 9/16"

1 1/4"
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SIGN

NOTE:

SIGNS SHALL NOT BE INSTALLED OVER BASEMENT

SPACE BELOW OR OTHERWISE SHALL BE MOUNTED

FOR LOCATIONS  OVER THE BASEMENT  AREAS.
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STABILIZED CONSTRUCTION ENTRANCE DETAIL

N.T.S.

NOTE:

CONTRACTOR SHALL ADD STONE TO OR REMOVE AND RECONSTRUCT

THE STABILIZED CONSTRUCTION ENTRANCE AS MUD/SILT MATERIAL

ACCUMULATES
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PRELIMINARY - NOT FOR CONSTRUCTION
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TRANSFORMER PAD DETAIL

N.T.S.

1" CHAMFER

(TYP.)

4" X 4" X 1/4" ANGLE

CLIPS (TYP. 2 WALLS)

3/4" #LCB-1

THREADED INSERT

(TYP. 4 WALLS)

6'-0"

NOTES:

1. CONCRETE: 4,000 PSI AFTER 28 DAYS.

2. REINFORCING: PAD-#4'S @ 12" O.C. E.W.E.F. BASE-1 MAT OF #4'S @ 12" O.C.

3. AS PER CENTRAL MAINE POWER COMPANY SPECIFICATIONS, AS MANUFACTURED BY

SUPERIOR CONCRETE OR EQUAL.

4. CONTRACTOR TO VERIFY PAD SIZING WITH ELECTRICAL DESIGNER PRIOR TO ORDERING PAD.

N.T.S.

BIKE HITCH MOUNTING DETAIL
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