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CITY STANDARD VERTICAL GRANITE CURB

SLIPFORM CONCRETE

CURB, TYP

BIKE RACK, TYP OF 9

WHEEL STOP,

TYP OF 2 

REINFORCED

CONCRETE
WALK, TYP

8' WIDE CITY STANDARD BRICK WALK, TYP

IMPLEMENTATION OF MARGINAL WAY PAVEMENT

MARKINGS BY TO BE COORDINATED WITH CITY

B

10' MAX. STREET

SETBACK

STANDARD DUTY
PAVEMENT, TYP

BUILDING

OVERHANG,
TYP

6'

CROSSWALK, TYP

SNOW

STORAGE

6' WIDE REINFORCED CONCRETE

SIDEWALK, TYP
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PROPOSED TRAIL CONNECTION - 6' WIDE PATH -

COORDINATE WITH MIDTOWN CONTRACTOR AND

CITY OF PORTLAND. CONTRACTOR SHALL OBTAIN

A TEMPORARY CONSTRUCTION LICENSE FROM

THE CITY FOR WORK WITHIN CITY PROPERTY (AT

NO EXTRA EXPENSE TO THE OWNER)

MIDTOWN

DEVELOPMENT

(BY OTHERS)

5.42'

E 

C.I.P. RETAINING WALL / STAIRS /

RAILING (SEE ENLARGEMENT PLAN)
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EXISTING BAYSIDE TRAIL
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8' BRICK

SIDEWALK

LANDSCAPE AREA

PLACE 3 1-CY. BOULDERS

PYLON SIGN 

F

CITY STANDARD 3' x 6' VERTICAL GRANITE

CURB TREE BOX  (TYP OF 5) SEE DETAILS
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STREET SECTION IN ACCORDANCE WITH

THE BAYSIDE TRANSPORTATION MASTER

PLAN (SEE SHEET C-3.1 FOR PROPOSED

PAVEMENT MARKINGS BETWEEN FRANKLIN

ARTERIAL AND CHESTNUT STREET)
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REINFORCED CONCRETE

SIDEWALK, TYP

10 (8'x18') COMPACT SPACES

MATCH EXISTING
PAVEMENT

TD 

TD 

REMOVE / RESET CURB AS PART OF

NEW RAMP CONSTRUCTION, TYP

INSTALL NEW ADA

COMPLIANT RAMP, TYP

CONCRETE WALK FLUSH
WITH PAVEMENT, TYP

IN SATISFACTION OF CONDITION 14 OF "CONDITIONS OF
APPROVAL" CONTAINED IN 1/17/17 REDEVELOPMENT APPROVAL
LETTER FROM STUART O'BRIEN TO APPLICANT, APPLICANT WILL
PROVIDE A VEHICULAR INGRESS / EGRESS EASEMENT FOR AN
INTERPARCEL CONNECTION BETWEEN APPLICANT'S PROPERTY
SHOWN ON THIS PLAN (BOOK 8575 PAGE 92 OF THE CCRD) AND
THE ADJACENT PROPERTY (MARGINAL WAY PROPERTIES, INC.
BOOK 8575, PAGE 92) IF SUCH A CONNECTION IS REQUIRED BY
THE CITY OF PORTLAND FOR SUCH ADJACENT PROPERTY
(DASHED AREA SHOWS APPROVED DESIGN)

SEE STRUCTURAL PLANS

FOR ALL NEW FOUNDATION

IMPROVEMENTS ALL

EXTERIOR SLABS TO BE

PINNED TO BUILDING SLAB

PER STRUCTURAL DETAILS

JOINT PATTERN TO BE

COORDINATED WITH

OWNER'S

REPRESENTATIVE, TYP

PROPOSED BUILDING
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PROPOSED BUILDING PLANS ARE PROVIDED

BY CWS ARCHITECTS DATED 11.11.2016

PROPOSED TOTAL PARKING SPACES: 90

BY GRAPHIC PLOTTING ONLY, THIS PROPERTY IS IN ZONE C OF THE

FLOOD INSURANCE RATE MAP, COMMUNITY PANEL NO. 230051 13B,

WHICH BEARS AN EFFECTIVE DATE OF JULY 17,1986 AND IS NOT IN A

SPECIAL FLOOD HAZARD AREA.

FLOOD ZONE NOTE

A B C 

RESERVED
PARKING

R1-1
24"x24"

R7-8  12"x18"
R7-8P  12"x6"

SIGN LEGEND 

NOTE: 

SECTION 14-299

(o) BUILDING ENTRANCES:

ALL BUILDINGS SHALL HAVE A MINIMUM OF ONE (1) PUBLIC PEDESTRIAN

ENTRANCE FACING THE STREET FRONTAGE OF THE LOT. SUCH

BUILDING ENTRANCES SHALL ALSO BE REVIEWED UNDER THE B-7

BAYSIDE DESIGN STANDARDS
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R7-8
12"x18"

CITY OF PORTLAND, MAINE - SPACE AND BULK REGULATIONS FOR ZONE B-7


191 MARGINAL WAY


Dimensional Requirements Required

Minimum Lot Size None

Minimum Frontage None

Minimum Front Yard Setback None required except as provided in maximum street


setback below


Minimum Side Yard Setback None Required

Minimum Rear Yard Setback None Required

Maximum Street Setback Ten (10) feet


Minimum Building Wall Length 1. Minimum seventy-five (75%) of lot street frontage


within ten (10) feet of the street; or


2. Minimum twenty-five (25%) of building perimeter


within ten (10) feet of the street.


Maximum Building Lot Coverage One hundred (100) percent


Maximum Residential Density None

Maximum Building Height 105'

Minimum Building Height Minimum of 3 Floors
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PLAN REFERENCE:


BACK COVE SOUTH STORAGE CONDUIT PAVEMENT MARKING PLAN

STATIONS 34+00 TO 46+00 - CONTAINED IN BAYSIDE TRANSPORTATION

MASTER PLAN REPORT

NOTE:

THE OWNER SHALL BE RESPONSIBLE FOR THE CONTROL OF LIGHT LEVELS ON THE PROPERTY TO


MAINTAIN A MAXIMUM COVERAGE OF 5.0 FC IN ACCORDANCE WITH THE CITY OF PORTLAND SITE


LIGHTING TECHNICAL STANDARDS.  THIS MAY INCLUDE THE USE OF DIMMER CONTROLS TO ACHIEVE


COMPLIANCE.

12/19/17


