
METAL STUD FURRING

EXTEND GWB 3" ABOVE

FIN. CLG. U.N.O.
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METAL STUD PARTITION

FULL HEIGHT


S4A 

DECK


FILL VOIDS AT DECK WITH FG

INSUL.


ANCHOR DEFLECTION TRACT TO

STRUCTURE (1" DEFLECTION)

GWB & STUDS FREE FLOATING


3-5/8" MTL STUD FRAMING - S4A

6" MTL STUD FRAMING - S6A


1 LAYER GWB AT E.S.


ACOUSTICAL BATT INSULATION


NOTES:

1. USE MR GWB AT TOILET & JANITOR ROOMS.

2. AT SMOKE PARTITIONS, SEAL ALL PENETRATIONS TO

RESIST THE PASSAGE OF SMOKE PER NFPA 101


1
"


FOR SMOKE PARTITIONS AS

INDICATED ON PLANS:

FIRESTOP SYSTEM AT CORRIDOR

SIDE; FILL VOIDS AT DECK WITH

MINERAL WOOL.


ACOUSTICAL SEALANT


S6A


DECK


LISTED FIRESTOP SYSTEM


FIRE RATED DEFLECTION TRACK

(1" DEFLECTION;) ANCHORED TO

STRUCTURE


MTL STUD FRAMING W/ ONE LAYER

GWB AT E.S.

PROVIDE 1" DEFLECTION SPACE AT

TOP OF PARTITION.


FULL THICKNESS ACOUSTICAL

BATT INSULATION 

Based on UL # U419


S4A-1
METAL STUD

FULL HEIGHT

1-HOUR FIRE-RATED 

3-5/8" MTL STUD FRAMING - S4A-1

6" MTL STUD FRAMING - S6A-1


SEALANT


S6A-1


LISTED BOTTOM OF WALL

ASSEMBLY.


DECK


LISTED FIRESTOP SYSTEM


FIRE RATED DEFLECTION TRACK

(1" DEFLECTION;) ANCHORED TO

STRUCTURE


MTL STUD FRAMING W/ TWO LAYERS

GWB AT EACH SIDE

PROVIDE 1" DEFLECTION SPACE AT

TOP OF PARTITION.


FULL THICKNESS ACOUSTICAL

BATT INSULATION 

UL # U419
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2-HOUR FIRE-RATED


3-5/8" MTL STUD FRAMING - S4A-2

6" MTL STUD FRAMING - S6A-2


SEALANT


LISTED BOTTOM OF WALL

ASSEMBLY.


S6A-2


SEE INTERIOR

ELEVATIONS FOR CAP


6" LGMF W/ 1 LAYER GWB AT

EACH SIDE 

3'-6" A.F.F.


METAL STUD PARTITION

PARTIAL HEIGHT
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DECK


FIRE-RATED DEFLECTION

TRACK ANCHORED TO

STRUCTURE (1" DEFLECTION)


SHAFT LINER


4" CT STUD - SW4-1

6" CT STUD - SW6-1


ACOUSTICAL BATT INSULATION


5/8" TYPE 'X' GWB AS

REQUIRED FOR FIRE RATING


6"


4"


UL DESIGN U415 (SYSTEM A)


SHAFT WALL SYSTEM

1-HOUR FIRE RATED


SW4-1 

J-RUNNER


SEALANT


LISTED BOTTOM OF WALL

ASSEMBLY


SW6-1
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DECK


FIRE-RATED DEFLECTION

TRACK ANCHORED TO

STRUCTURE (1" DEFLECTION)


SHAFT LINER


4" CT STUD - SW4-2

6" CT STUD - SW6-2


ACOUSTICAL BATT INSULATION


5/8" TYPE 'X' GWB AS

REQUIRED FOR FIRE RATING


6"


4"


UL DESIGN U415 (SYSTEM B)


SHAFT WALL SYSTEM

2-HOUR FIRE RATED


SW4-2 

J-RUNNER


SEALANT


LISTED BOTTOM OF WALL

ASSEMBLY


SW6-2


S
H
A
F
T
 S

ID
E



DECK


FIRE-RATED DEFLECTION

TRACK ANCHORED TO

STRUCTURE (1" DEFLECTION)


SHAFT LINER


2 1/2" CT STUD


ACOUSTICAL BATT

INSULATION


(2) LAYERS 1/2" TYPE 'X' GWB

AS REQUIRED FOR FIRE

RATING


SEE PLANS 

UL DESIGN U415


CHASE SHAFT WALL

2-HOUR FIRE RATED


CW-2


J-RUNNER


SEALANT 

LISTED BOTTOM OF WALL

ASSEMBLY


3 5/8" MTL STUD


DECK


*FIRE-RATED DEFLECTION

TRACK ANCHORED TO

STRUCTURE (1" DEFLECTION)


ACOUSTICAL BATT

INSULATION


5/8" GWB BOTH SIDES

*5/8" TYPE  'X' GWB AS

REQUIRED FOR FIRE RATING


*UL DESIGN U420 FOR 1 HR


CHASE WALL C4S


J-RUNNER


SEALANT


*LISTED BOTTOM OF WALL

ASSEMBLY


3 5/8" MTL STUD 

C4S-1


1'-4" U.N.O.
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MOUNTING HEIGHT GENERAL NOTES:


1. SEE MECHANICAL, ELECTRICAL, AND TECHNOLOGY DRAWINGS FOR SPECIFIC

FIXTURE OR DEVICE LOCATION AND DESIGNATION AND ADDITIONAL MOUNTING

REQUIREMENTS.


2. COORDINATE LOCATION OF ALL RECEPTACLES, FIXTURES OR DEVICES WITH

INTERIOR ELEVATIONS AND CASEWORK LOCATIONS.


3. REFER TO MANUFACTURER'S INSTRUCTIONS FOR SPECIFIC ADA REQUIRED

MOUNTING HEIGHTS AS APPLICABLE.
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GENERAL NOTE;

ALL FULL HEIGHT PARTITIONS TO UNDERSIDE OF DECK


Revision Schedule


No. Date Description


05/03/16

http://www.pdtarchs.com

	Sheets
	A000 - Cover Sheet
	A001 - General Notes & Material Legend
	A002 - LIFE SAFETY PLANS
	A003 - TYPICAL ASSEMBLIES & MOUNTING HEIGHTS
	A100 - LEVEL 3 PLAN
	A101 - LEVEL 4 PLAN
	A110 - LEVEL 3 REFLECTED CEILING PLAN
	A111 - LEVEL 4  REFLECTED CEILING PLAN
	A210 - INTERIOR ELEVATIONS
	A211 - INTERIOR ELEVATIONS
	A212 - INTERIOR ELEVATIONS
	A400 - ENLARGED TOILET ROOM PLANS
	A501 - TYPICAL INTERIOR PARITION DETAILS
	A502 - INTERIOR DETAILS
	A503 - CEILING DETAILS
	A600 - ROOM FINISH SCHEDULE
	A601 - DOOR SCHEDULE
	A602 - DOOR AND BORROWED LIGHT DETAILS
	A700 - CASEWORK DETAILS
	AD100 - LEVEL 3 DEMO PLAN
	AD101 - LEVEL 4 DEMO PLAN
	AD110 - LEVEL 3 DEMO RCP
	AD111 - LEVEL 4 DEMO RCP
	AF100 - LEVEL 3 EQUIPMENT AND FURNISHINGS
	AF101 - LEVEL 4 EQUIPMENT AND FURNISHINGS
	AF102 - LEVEL 3 FINISHES
	AF103 - LEVEL 4 FINISHES


