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C-7.8

8' X 4' FILTERRA UNIT

TRANSITION FROM

VERTICAL TO SLOPED

GRANITE CURB

TRANSITION FROM STANDARD

TO DEPRESSED GUTTERS (TYP)

DEPRESSED GUTTER AT

THROAT OPENING (TYP.)

GUTTER FLOW

FILTERRA

THROAT

FILTERRA APRON INLET ELEVATION

GUTTER FLOW

ELEVATION VIEW

N.T.S.

SLOPE

FLOW LINE ELEVATION 'A' (3" BELOW

NORMAL GUTTERLINE) AS ELEVATION 'B'

FLOW LINE/

RIM ELEVATION. 'C'

INLET TO FILTERRA TO BE BLOCKED UNTIL REMOVED

BY AMERICAST OR FILTERRA REPRESENTATIVE

2'-0"

STANDARD FILTERRA® THROAT OPENING

SECTION A-A

N.T.S.

STANDARD 90° NOSING

(OTHER NOSING AVAILABLE

UPON REQUEST)

3'-0"

RIM ELEVATION 'B'

(10" ABOVE FLOW LINE A-

6-INCH CURB PLUS

4-INCH DEPRESSED

GUTTER

PRECAST TOP SLAB OF

FILTERRA   UNIT

FLOW LINE

ELEVATION 'A'

4-6" CLEAR

THROAT OPENING

THROAT PROTECTION DEVICE DO

NOT REMOVE- LEAVE IN PLACE

UNTIL SITE IS STABILIZED AND

FILTERRA   IS ACTIVATED

4" UD TO DRAIN BASE UNDER

POROUS PAVEMENT TO

DOWNSTREAM CATCH BASIN

4,000 PSI POROUS

PORTLAND CEMENT

DEPRESSED GUTTER AND

THROAT OPENING

#4 DOWEL BARS @ 12"O.C. TO BE BENT

AS NECESSARY BY CONTRACTOR

PRIOR TO INSTALLATION OF FIELD

POURED GUTTER
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FOR UNPAVED INSTALLATION WHERE RUTTING FROM

VEHICLES MAY OCCUR, INCREASE COVER TO 24 INCHES

PAVEMENT

ISOLATOR ROW SECTION B-B

N.T.S.

2
"

6" UD ; SEE SCHEDULES ON

DRAWING 13.10 TO 13.13

STORMTECH SC-740 CHAMBER

3/4-2 INCH CLEAN

CRUSHED,

ANGULAR STONE

ADS 601 GEOTEXTILE

OR EQUAL TOP, BOTTOM

AND SIDES (TYP.)

6
"

4 OR 6" UNDERDRAIN TO

ISOLATOR ROW OR

OUTFALL

SD PIPE TO UNDERGROUND STORAGE (ISOLATOR ROW)

PROPOSED OVERFLOW CATCH BASIN (OUTLET PIPE

TO ISOLATOR ROW OR UNDERGROUND STORAGE)

NORM
AL CROSS SLOPE +4%

NOTE: REFER TO 3 SERIES DRAWINGS FOR LOCATION, SIZE,

AND QUANTITY. ALL UNITS ARE TO BE PROVIDED WITH TREE

GRATE CASTINGS PER MANUFACTURER'S DETAIL. SHOP

DRAWING SUBMITTALS REQUIRED. MEDIA WITHIN FILTERRA®
UNITS TO BE PER MANUFACTURER'S SPECIFICATIONS.

A FILTERRA   UNIT 
N.T.S.

R

WOVEN GEOTEXTILE THAT MEETS

ADS 9530TK GEOTEXTILE OR EQUAL,

BETWEEN FOUNDATION STONE AND

CHAMBERS SC-740--5'-0" WIDE STRIP

COVER ENTIRE ROW WITH

ADS 601 GEOTEXTILE OR EQUAL

INTERLOCKING

JOINT (TYP.)
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PERFORATED UNDERDRAIN

SYSTEM BY AMERICAST

(4" OR 6"- SEE PLAN)

EFFLUENT INVERT OUT

6
"

FLOW LINE

ELEVATION 'A'

STORMTECH SC-740 LENGTH VARIES

SEE SCHEDULE ON THIS SHEET

6"

6" UD

12" SD INV.

ELEVATION 'F'

FILTERRA UNIT

(8' x 4' UNIT)

4"SD OUTLET TO

DMH C INVERT 'F'

MULCH (SUPPLIED BY

AMERICAST OR FILTERRA

REPRESENTATIVE

STONE (SUPPLIED WITH UNIT)

PROVIDE 2" RIGID

INSULATION OVER

ENTIRE ISOLATOR ROW

CHAMBERS

TREE OR SHRUB PER MITCHELL

ASSOCIATES PLAN

INVERTS IN & OUT

RIGID INSULATION 2'-10" BELOW GRATE ON RISER

( SEE DETAIL B FOR RISER REQUIREMENTS )

24" SQ. CB

FRAME & GRATE

FOUR 6"Ø EXIT PORTS

TO MATCH ELEV. OF

FILTERRA PORTS

12" SD FROM VORTEX

BASED PRETREATMENT

& GARAGE ROOF DECK

SECTION B

SECTION A

FOUR 6"Ø

EXIT

PORTS

FOUR 6"Ø

EXIT

PORTS

PRECAST OR CAST IN PLACE REINFORCED CONCRETE
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6'-0"

5'-0"

3'-0"

6'-0"

D DETAILS FOR SPECIAL INLET TO "DEPRESSED" FILTERRA
N.T.S.

R

7'-0"

2'-2"

REMOVABLE SUPPORTS

WITH  * ANCHORED TO

INTERIOR WALLS

2'-2"

4'-8"

INNER STRUTS

WITH

    * SUPPORTS

2'-2"

2'-2"

6'-0"

6"x8" OPENING IN

GRATING FOR STEM

OF "TREE" IN

FILTERRA   TO PASS

OPEN GRATING TO SUPPORT

HVC LOAD OF 110#/SF

1"x1" CHAMFER

2"x2" "NOTCH

   * SUPPORTS

*ALL SUPPORTS & GRATING TO

BE REMOVABLE FOR FILTERRA

MAINTENANCE WITHOUT

DISTURBING VEGETATION FILTER

UNIT IS TO BE FABRICATED WITH

FOUR 6" ENTRANCE PORTS AND

NO CURB INLET

C DETAILS: RISER FOR "DEPRESSED" TREE BOX FILTERS 
N.T.S.

SECTION B

SECTION A

E DETAIL SHOWING THE RELATIONSHIP
N.T.S.

SPECIAL REINFORCED

CONCRETE DISTRIBUTION

BOX - SEE DETAILS

DEPRESSED TREE

BOX FILTER GRATING

- SEE DETAILS

STANDARD

FILTERRA UNIT

GRATING

PLAN VIEW WITHOUT

GRATING SHOWN

PLAN VIEW

WITH GRATING

BOTTOM SITS DIRECTLY ON TOP

OF STANDARD FILTERRA UNIT

RIM DEPRESSED UP TO 6"

24" SQ. CB INLET

FINISH GRADE

2'-10" BELOW GRATE ON RISER (SEE

DETAIL B FR RISER REQUIREMENTS)

FOR ELEVATIONS REFER TO SCHEDULES

ON DRAWINGS C-3.10 THRU C-3.13

IF STORMTECH 740 UNITS ARE USED,

A 12" Ø PIPE STUB IS REQUIRED

BETWEEN THE END OF THE

STORMTREAT AND THE INLET

FILTERRA   MEDIA (SUPPLIED

BY AMERICAST OR FILTERRA

REPRESENTATIVE

1
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PRECAST BOX WALL

8'-0"

4
'
-
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2'-0"

30"

BIT. CONCRETE

PAVEMENT

FOUR 6"Ø

EXIT PORTS

NORMAL

FINISH GRADE

B STORMTECH     ISOLATOR ROW
N.T.S.

R

6'x10' POROUS

CEMENT APRON

HIGH POINT SEE GRADING PLAN

10"

10"

SLOPE TO BE NORMAL

GUTTER GRADE + 6

1

4

%

2'-0" 4'-0"4'-0"

TOP OF CURB

SLOPE TO BE NORMAL GUTTER GRADE + 6

1

4

%

PLAN VIEW

N.T.S.

CROSS SECTION

N.T.S.

FILTERRA/STORMTREAT

LOCATIONS

UNIT # STATION OFFSET

A-1, A-2 COURTYARD A, TWO

BOXLESS TREATMENT

UNITS WITH FILTERRA

MEDIA

N/A midtownFour, TWO

STORMTREAT UNITS

E-0 30+28 18.5' Lt.

F-0 12+80 16.2' Lt.

G-0 12+68 21.5' Rt.

H-0 11+00 21.5' Rt.

I-0 10.75 15.5' Lt.

J-0 9+00 21.5' Rt.

K-0 9+00 15.5' Lt.

L-0 4+68 19.5' Rt.

M-0 4+36 39' Lt.

N-0 4+19 25' Rt.

O-0 7+00 18.5' Rt.

P-0 7+00 16.5' Rt.

Q-0 4+75 18.5' Lt.

R-0 2+92 21.5' Rt.

S-0 2+92 14.5' Lt.

THIS MAY BE USED AS

AN ALTERNATE TO THE

BRENTWOOD TANKS

FOR STORAGE

midtown

PORTLAND, MAINE

THE FEDERATED

COMPANIES
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OR USE BRENTWOOD STORM STORAGE TANKS AS SHOWN ON PLAN

IF THESE TANKS ARE USED, THE

ISOLATOR ROW OUTLET SHOULD

BE A 24" STUB AND CENTERED ON

THE 2'-0" x 1'-8" OPENING IN THE

OUTLET CONTROL MANHOLE.


