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DESCRIPTIONDATE

11.14.14

REV

1

NOTE: PROVIDE CONCRETE

SPLASH PAD (2'-0" x 2'-0")

BELOW PIPE ENTRY POINTS

TO CONTROL SPLASH

F

 6' x 6' OUTLET CONTROL MANHOLE WITH DRAINAGE ENTERING MH
FROM PRIVATE PROPERTY WHICH DOES NOT RECEIVE TREATMENT
N.T.S.

UNDERDRAIN

CONNECTIONS WITH

PVC BACKFLOW

PREVENTERS FROM

BELOW UG STORAGE

TO CITY

STORM DRAIN

STORM DRAIN FROM

PRIVATE PROPERTY (NO

TREATMENT) CONSTRUCT

SIMILAR TO DETAIL A ON

DRAWING C-7.10

UNDERGROUND

STORAGE

SYSTEM

OVERFLOW

WEIR

24"Ø MANHOLE

FRAME & COVERS

FINISH

GRADE

24"Ø MANHOLE

FRAME & COVERS

A A

SECTION A

9'-0" x 9'-0" x 12"

HOLDDOWN SLAB

12" CRUSHED STONE BASE FOR MH

BRENTWOOD UG

STORAGE MODULES

1-6" x 3'-0" x 2'-0"
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TOP OF

INTERIOR

OVERFLOW

WEIR

WALL THICKNESS WILL VARY

WITH PRECAST SUPPLIER

BOTTOM OF

BRENTWOOD UG

STORAGE

MODULES

FABRIC TO

ENVELOPE

CRUSHED

STONE

FABRIC WHERE BRENTWOOD &

MANHOLE ABUT

CRUSHED STONE


