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[ B GREENHECK Printed Date

Building Value in Air. | -
Mode  “Gairir
Model: G-095-D 21.75
Direct Drive Centrifugal Roof Exhaust Fan
— T

Quantity
Weight w/o Acc's (Ib) 28

Weight w/ Acc's (Ib) 31 >
; 4

Roof Opening (in.) 12.5x12.5

\ 1.75—f

! 17 |

Dimensional 1 ( u I — | W 14.63

*Overall height may be greater depending on motor
Performance 0.5 B 1% 0.15
Requested Volume (CFM) 750 E ‘ 14 S
Actual Volume (CFM) 750 4
External SP (in. wg) 0.125 04 - 0.12
Total SP (in. wg) 0.125 5 —
Fan RPM 1261 >
Operating Power (hp) 0.06 i 0.3 g 0.09 E
Elevation (ft) 62 E 5 — }:
Airstream Temp.(F) 70 2 %
Air Density (Ib/ft3) 0.075 $ 0.2 5 0.06 &
Tip Speed (ft/min) 3,591 - ©
Static Eff. (%) 25 ® = o
? 0.1 0.03
Motor 0.0 LALLLLld-t 0.00
Motor Mounted Yes 0 1 2 3 4 5 6 7 8 9
Size (hp) | 1/8 (or greater) Volume (CFM) x 100
Voltage/Cycle/Phase 115/60/1
Enclosure ODP JAN Operating Bhp point
O Qoo e
Windings 1 Fan curve

------ System curve
——————— Brake horsepower curve

Notes:

All dimensions shown are in units of in.

*Please consult factory for actual motor amp draw

LwA - A weighted sound power level, based on ANSI S1.4
dBA - A weighted sound pressure level, based on 11.5 dB
62.5 | 125 | 250 | 500 | 1000 [ 2000|4000 [8000 | LA | dBA [Sones| fromcd oy AVOA ntormetional o ievete are et
Sones - calculated using AMCA 301 at 5 ft

Sound Power by Octave Band
Sound
Data
Inlet 74 71 66 58 53 54 48 40 63 51 6.3
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[ B GREENHECK

Building Value in Air.

Printed Date:
Job: BAX

I Reviewed for Code Compliance

Inspections Division
M o d € Approved with Conditions

CAPS 4.23.1075

Date: _

Model: G-095-D

Direct Drive Centrifugal Roof Exhaust Fan

Standard Construction Features:

- Aluminum housing - Backward inclined wheel - Aluminum curb cap with
prepunched mounting holes - Birdscreen - Ball bearing motors (sizes 100-180),
sleeve bearing motors (sizes 60-95) - Motor isolated on shock mounts - Corrosion
resistant fasteners

Selected Options & Accessories:

Motor with Thermal Overload

UL/cUL 705 Listed - "Power Ventilators"

Switch, NEMA-1, Toggle, Shipped with Unit
Junction Box Mounted & Wired

Solid State Speed Control, 6 Amp, Shipped Loose
Unit Warranty: 1 Yr (Standard)
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[ B GREENHECK Printed Date

Building Value in Air. | -
Mode  “Gairir
Model: G-095-D 21.75
Direct Drive Centrifugal Roof Exhaust Fan
— T

Quantity
Weight w/o Acc's (Ib) 28

Weight w/ Acc's (Ib) 31 >
; 4

Roof Opening (in.) 12.5x12.5

\ 1.75—f

! 17 |

Dimensional 1 ( u I — | W 14.63

*Overall height may be greater depending on motor
Performance 0.5 0.15
Requested Volume (CFM) 700
Actual Volume (CFM) 700 e
External SP (in. wg) 0.125 04 - 0.12
O,
Total SP (in. wg) 0.125 & —
Fan RPM 1201 >
Operating Power (hp) 0.05 i 0.3 § 0.09 E
- = @ | =
Elevation (ft) 62 o 5l 5
Airstream Temp.(F) 70 2 %
Air Density (Ib/ft3) 0.075 $ 0.2 T A - - 006 &
Tip Speed (ft/min) 3,419 - ©
Static EFff. (%) 27 © — o
® 0.1 0.03
syste™.
Motor 00 LALLLLt- 11 \ 0.00
Motor Mounted Yes 0 1 2 3 4 5 6 7 8 9
Size (hp) | 1/8 (or greater) Volume (CFM) x 100
Voltage/Cycle/Phase 115/60/1
Enclosure ODP % Operating Bhp point
Operating point at Total SP
Motor RPM 1550 e  Operating point at External SP
Windings 1 Fan curve
------- System curve
------- Brake horsepower curve
Notes:

All dimensions shown are in units of in.

*Please consult factory for actual motor amp draw

LwA - A weighted sound power level, based on ANSI S1.4
dBA - A weighted sound pressure level, based on 11.5 dB
attenuation per Octave band at 5 ft - dBA levels are not

62.5 [ 125 | 250 | 500 | 1000 | 2000 | 4000 8000 | LA | dBA |Sones| jicensed by AMCA International
Sones - calculated using AMCA 301 at 5 ft

Sound Power by Octave Band
Sound
Data
Inlet 73 70 65 57 51 53 46 39 61 50 5.7
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[ B GREENHECK

Building Value in Air.

Printed Date:
Job: BAX

I Reviewed for Code Compliance

Inspections Division
M o d € Approved with Conditions

CAPS 4.23.1075

Date: _

Model: G-095-D

Direct Drive Centrifugal Roof Exhaust Fan

Standard Construction Features:

- Aluminum housing - Backward inclined wheel - Aluminum curb cap with
prepunched mounting holes - Birdscreen - Ball bearing motors (sizes 100-180),
sleeve bearing motors (sizes 60-95) - Motor isolated on shock mounts - Corrosion
resistant fasteners

Selected Options & Accessories:

Motor with Thermal Overload

UL/cUL 705 Listed - "Power Ventilators"

Switch, NEMA-1, Toggle, Shipped with Unit
Junction Box Mounted & Wired

Solid State Speed Control, 6 Amp, Shipped Loose
Unit Warranty: 1 Yr (Standard)
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[ B GREENHECK Printed Date

Building Value in Air. | -
Mode  “Goirn7
Model: G-123-B 24.38
Direct Drive Centrifugal Roof Exhaust Fan
— T

Dimensional u I — | 23.75
Quantity 1 —
Weight w/o Acc's (Ib) 50 ( W *
Weight w/ Acc's (Ib) 53 C >

Roof Opening (in.) 14.5x14.5 [ |

\ 1.75—1

! 19 |

Max T Motor Frame Size 56 ‘ 4.38

*Overall height may be greater depending on motor
Performance 0.8 5 0.16
Requested Volume (CFM) 1,300 ~ 40 FRPp / —
Actual Volume (CFM) 1,300 0.7 0.14
External SP (in. wg) 0.125
Total SP (in. wg) 0.125 0.6 0.12
Fan RPM 1140 605 0.10
Operating Power (hp) 0.13 i ’ ) E
Elevation (ft) 62 = =
© 04 0.08 o
Airstream Temp.(F) 70 2 %
- - %) o
Air Density (Ib/ft3) 0.075 o
: _ 03 006 @
Tip Speed (ft/min) 3,898 o ©
Static Eff. (%) 20 T 02 0.04 L
&Y :
0.1 0.02
Motor 0.0 0.00
Motor Mounted Yes 0
Size (hp) 1/6 Volume (CFM) x 100
Voltage/Cycle/Phase 115/60/1
Enclosure ODP % Operating Bhp point
Operating point at Total SP
Motor RPM 1140 e  Operating point at External SP
Windings 1 Fan curve
------- System curve
------- Brake horsepower curve
Notes:
All dimensions shown are in units of in.
*Please consult factory for actual motor amp draw
LwA - A weighted sound power level, based on ANSI S1.4
Sound Power by Octave Band dBA - A weighted sound pressure level, based on 11.5 dB
Sound attenuation per Octave band at 5 ft - dBA levels are not

62.5| 125 | 250 | 500 | 1000 | 2000 | 4000 | 8000 [ LwA | dBA [Sones| jicensed by AMCA International

Data Sones - calculated using AMCA 301 at 5 ft

Inlet 69 | 72 | 72 | 66 | 59 | 58 | 52 | 51 68 | 57 | 84

s
D

AID COTROL 7

nssocinTion R

INTERNATIONAL. INC. @

>
9

Generated by: jberry@buckleyonline.com
CAPS 4.23.1075 R:\Job Files\Greenheck\2017\BAXTER FANS.gfcj Page 6 of 9



[ B GREENHECK

Building Value in Air.

Printed Date:
Job: BAX

I Reviewed for Code Compliance

Inspections Division
M od € Approved with Conditions

CAPS 4.23.1075

Date: _

Model: G-123-B

Direct Drive Centrifugal Roof Exhaust Fan

Standard Construction Features:

- Aluminum housing - Backward inclined wheel - Aluminum curb cap with
prepunched mounting holes - Birdscreen - Ball bearing motors (sizes 100-180),
sleeve bearing motors (sizes 60-95) - Motor isolated on shock mounts - Corrosion
resistant fasteners

Selected Options & Accessories:

Motor with Thermal Overload

PSC Motor

UL/cUL 705 Listed - "Power Ventilators"

Switch, NEMA-1, Toggle, Shipped with Unit
Junction Box Mounted & Wired

Solid State Speed Control, 6 Amp, Shipped Loose
Unit Warranty: 1 Yr (Standard)
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[ B GREENHECK Printed Date

Building Value in Air. | -
Mode  “Goirn7
Model: G-123-B 24.38
Direct Drive Centrifugal Roof Exhaust Fan
— T

Dimensional u I — | 23.75
Quantity 1 —
Weight w/o Acc's (Ib) 50 ( W *
Weight w/ Acc's (Ib) 53 C >

Roof Opening (in.) 14.5x14.5 [ |

\ 1.75—1

! 19 |

Max T Motor Frame Size 56 ‘ 4.38

*Overall height may be greater depending on motor
Performance 0.8 5 0.16
Requested Volume (CFM) 1,300 ~ 40 FRPp / —
Actual Volume (CFM) 1,300 0.7 0.14
External SP (in. wg) 0.125
Total SP (in. wg) 0.125 0.6 0.12
Fan RPM 1140 605 0.10
Operating Power (hp) 0.13 i ’ ) E
Elevation (ft) 62 = =
© 04 0.08 o
Airstream Temp.(F) 70 2 %
- - %) o
Air Density (Ib/ft3) 0.075 o
: _ 03 006 @
Tip Speed (ft/min) 3,898 o ©
Static Eff. (%) 20 T 02 0.04 L
&Y :
0.1 0.02
Motor 0.0 0.00
Motor Mounted Yes 0
Size (hp) 1/6 Volume (CFM) x 100
Voltage/Cycle/Phase 115/60/1
Enclosure ODP % Operating Bhp point
Operating point at Total SP
Motor RPM 1140 e  Operating point at External SP
Windings 1 Fan curve
------- System curve
------- Brake horsepower curve
Notes:
All dimensions shown are in units of in.
*Please consult factory for actual motor amp draw
LwA - A weighted sound power level, based on ANSI S1.4
Sound Power by Octave Band dBA - A weighted sound pressure level, based on 11.5 dB
Sound attenuation per Octave band at 5 ft - dBA levels are not

62.5| 125 | 250 | 500 | 1000 | 2000 | 4000 | 8000 [ LwA | dBA [Sones| jicensed by AMCA International

Data Sones - calculated using AMCA 301 at 5 ft

Inlet 69 | 72 | 72 | 66 | 59 | 58 | 52 | 51 68 | 57 | 84
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[ B GREENHECK

Building Value in Air.

Printed Date:
Job: BAX

I Reviewed for Code Compliance

Inspections Division
M od € Approved with Conditions

CAPS 4.23.1075

Date: _

Model: G-123-B

Direct Drive Centrifugal Roof Exhaust Fan

Standard Construction Features:

- Aluminum housing - Backward inclined wheel - Aluminum curb cap with
prepunched mounting holes - Birdscreen - Ball bearing motors (sizes 100-180),
sleeve bearing motors (sizes 60-95) - Motor isolated on shock mounts - Corrosion
resistant fasteners

Selected Options & Accessories:

Motor with Thermal Overload

PSC Motor

UL/cUL 705 Listed - "Power Ventilators"

Switch, NEMA-1, Toggle, Shipped with Unit
Junction Box Mounted & Wired

Solid State Speed Control, 6 Amp, Shipped Loose
Unit Warranty: 1 Yr (Standard)
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