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THIS IS NOT A PERMIT/CONSTRUCTION CANNOT COMM
PERMIT IS ISSUED
Building or Use Permit Pre-Application
Additions/Alterations/Accessory Structures
To Detached Single Family Dwelling

In the interest of processing your application in the quickest possible manner, please complete the I@Ak‘l’naﬁon b¢lo’w f& aﬁmﬁm&
Use Permit. P
NOTE**If you or the property owner owes real estate or personal property taxes or user charges on any property within the
City, payment arrangements must be made before permits of any kind are accepted.

Location/Address of Construction:

ORe—LR-00

Tax Assessor's Chart, Block & Lot Number Owner: Telephone#:

Chart# OQJ.V Block# Lot#

Owner's Address: Lessee/Buyer's Name (If Applicable) Cost Of Work: FWPH’
. g §rU

Proposed Project Description:(Please be as specific as possible)

\

Contractor's Name, Address & Telephone \ \ ; Rec'd By: Q/&,é )

\

Separate perrmts are required for Internal & External Plumbing, HVAC and Electrical installation.
«Ali construction must be conducted in compliance with the 1996 B.O.C.A. Building Code as amended by Section 6-Art IL.
«All plumbing must be conducted in compliance with the State of Maine Plumbing Code.
«All Electrical Installation must comply with the 1996 National Electrical Code as amended by Section 6-Art ITI.
dVAC(Heating, Ventilation and Air Conditioning) installation must comply with the 1993 BOCA Mechanical Code.

You must Include the following with you application:

1) A Copy of Your Deed or Purchase and Sale Agreement
2) A Copy of your Construction Contract, if available
3) A Plot Plan (Sample Attached)

If there is expansion to the structure, a complete plot plan (Site Plan) must include:

. The shape and dimension of the lot, all existing buildings (if any), the proposed structure and the distance from the actual
property lines. Structures include decks porches, a bow windows cantilever sections and roof overhangs, as well as, sheds,
pools, garages and any other accessory structures.

. Scale and required zoning district setbacks

4) Building Plans (Sample Attached)
A complete set of construction drawings showing all of the following elements of construction:

. Cross Sections w/Framing details (including porches, decks w/ railings, and accessory structures)
. Floor Plans & Elevations
o Window and door schedules
. Foundation plans with required drainage and dampproofing
. Electrical and plumbing layout. Mechanical drawings for any specialized equipment such as furnaces, chimneys, gas
equipment, HV AC equipment (air handling) or other types of work that may require special review must be included.
Certification

I hereby certify that I am the Owner of record of the named property, or that the proposed work is authorized by the owner of record and
that I have been authorized by the owner to make this application as his/her authorized agent. I agree to conform to all applicable laws
of this jurisdiction. In addition, if a permit for work described in this application is issued, I certify that the Code Official's authorized
representative shall have the authority to enter all areas covered by this permit at any reasonable hour to enforce the provisions of the
codes applicable to this permit.

Signature of applicant: Date:
SRR et S uilding Perrmt Fee: $25.00 for the 1st $1000.cost plus $5.00 per $1,000.00 construction cost thereafter.
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CITY OF PORTLAND

Inspection Services Division
Demolition Call List

Site Address: ‘ 4 \ Owner:
Structure Type: Contractor:
UTILITY APPROVALS NUMBER , CONTACT NAME/DATE
Central Maine Power Co. 1-800-750-4000 C { '
e —— o]
Bell Atlantic 878-7000
T
Portland Water District 797-8002 — Ext. 6251
Public Cable Co. 775-3431 — Ext. 257

Dig Safe 1-888-34344-7233 RBVN o\ -\ W K \o -L\-Ae- 9B

AFTER CALL. THERE IS A WAIT OF 72 HOURS BEFORE DIGGING CAN BEGIN

CITY APPROVALS NUMBER CONTACT NAME AND DATE
DPW/Sewer Division
Jay DiPaolo 874-8300 Ext. 8467 DU Qe &
DPW/Traffic Division
Ken Doughty 874-8300 Ext. 8437
DPW/Sealed Drain Permut
Carol Merritt 874-8300 Ext 8822 -
Parks/Forestry Division
Jeff Tarling 874-8300 Ext 8389
Building Inspects
Insp Required 874-8300 Ext 8703
Historic Preservation 874-8300 Ext 8726
Fire Dispatcher 874-8300 Ext 8676

WRITTEN NOTICE TO ADJOINING OWNERS

ASBESTOS NUMBER CONTACT NAME AND DATE

DEP - Environmental (Augusta)
Ed Antz 287-2651

U.S. EPA Region | — No phone call required. Just mail copy of State notification to:

Demo/Reno Clerk

US EPA Region 1 (SEA)
JFK Federal Building
Boston. MA 02203

[ have contacted all of the necessary companies/departments as indicated above.

SIGNED: ‘ DATE:

NS
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BUILDING PERNIIT REPORT
pate:_Z Jc/ . 78 oorsss, &/ S/l (ourl™  CBI 26 B-gfy/
REASON FOR PERMIT: %/»70 df S//?(/‘i/e %M/[ Yf:/t/c/A4 4
BUILDING OWNER:__ (J C 7@/7@/” (Z)r/? 4

CONTRACTOR: /Qa[a 4 / CAC& 141 A

7

PERMIT APPLICANT:
USE GROLUP JE\)‘B BOCA 1996  CONSTRUCTION TYPE L /3

CONDITION(S) OF APPROVAL

This Permit is beinz issued with the uoderstunding chat the following conditions are met:
Approved with the following conditions:x{, &IQ * /)’*%

Q(l. This permit does not excuse the applicant from meeting applicable State and Faderal rules and laws.
Before concrete for foundation is placed. upprovals from the Development Reviesw Coordinator and Inspection Services

must be obtatned. (A 24 hour notice is required prior to inspection)

Foundation drain shall be placed around the perimeter of a foundaton that consists of gravel or crushed stone containing

not more than 10 percent material that passes through a No. 4 sieve. The drain shall extend a minimum of 12 inches

bevond the outside edge of the footing. The thickness shall be such that the bottom of the drain is not higher than the

bottom of the base under the floor. and that the top of the drain is not less than 6 inches above the top of the footing. The

top of the drain shall be covered with an approved filter membrane material. Where a drain tile or perforated pipe is used.

the invert of the pipe or tile shall not be higher than the floor elevation. The top of joints or top of perforations shall be

protected with an approved filter membrane material. The pipe or tile shall be placed on not less than 2" of gravel or

crushed stone. and.shall be coverad with not less than 6" of the same material. Section [S15.5.2

2.6 Foundatdoans anchors shall be a minimum of | 1/2” in diameter. 7" into the foundadon wall. minimum of 12"form corners of
From corners of foundadon and a maximum 6'o.c. betwvezna bolts. ( Secton 2303.17 )

3. Precauton must be taken to protect concrete from freezing. Secdon 1908.0

[t is strongly-recommended that a registered land sunvevor check all foundation forms before concrete is placed. This is

done to verify that the proper setbacks ars maintained. )

Private garages located beneath habitable reoms in occupancies in Use Group R-1, R-2. R-3 or [-1 shall be separated from

adjacent interior spaces by fire parddons and floor/ceiling assembly which are constructed with not less than 1-hour fire

resisting rating. Private garages attached sice-byv-side 1o reoms in the above cccupancies shall be completely separated from

the intenor spaces and the atdc area by mearns of ¥z inch gypsum board or the equivalent applied to the garage means of V2

inch gypsum board or the equivalent applied to the garage side. (Chapter 4 Section 407.0 of the BOCA/1996)

All chimneys and vents shall be installed and maintained as per Chapter 12 of the City’s Mechanical Code. (The BOCA

Nadonal Mechanical Code/1993). Chapter 12 & NFPA 211
Sound transmission control in residendal building shall be done in accordance with Chapter 12 section 1214.0 of the city’s

building code.

Guardrails & Handrails: A guardrail svsiem is a system of butlding components located near the open sides of elevated
walking surfaces for the purpose of minimizing the possibility of an accidental fall from the walking surface to the lower
tevel. Minimum height all Use Groups 42" , except Use Group R which is 36", In cccupancies in Use Group A, B. H—, I-
1, -2 M and R and public garages and opea parking structuras. open guards shall have balusters or be of solid material such
that a sphers with a diameter of 4" cannot pass through any opening. Guards shall not have an ornamental pattern that
would provide a ladder effect. (Handrails shall be a minimum of 34" but not more than 38". Use Group R-3 shall not be
less than 30", but ot more than 38".) Handrail grip size shall have a circular cross section with an outside diameter of at

least 1 1/4" and not greater than 2". (Sections 1021 & 1022.0)
Headreotn in habitable space is a minimum of 7'6". ( Secton [204.0)
Stair construction in Use Group R-3 & R-! 15 a minimum of 10" tread and 7 3/4" maximum rise. All other Use group

19
W

~!

rmunimurmm 11" tread. 7" maximum rsa.( Secton 1014.0)

The minimum headrcom in all parts of a stainwvay shall not be less than 80 inches. (6" 8") 10144

Every slesping room below the fourth story in buildings of use Groups R and [-1 shall have at least one operable window or
exterior door approved for emergency egress or rescue. The units must be operable from the inside without the use of
special knowledge or separate tools. Where windows are provided as means of egress or rescug they shall have a sill beight
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not more than 43 inches (11 18min) above the floor. All egress or rescue windows from sleeping rcoms shall have a
minimum net clear opening height dimension of 24 inches (610mm). The mirimum net clear opening width dimension
shall be 20 inches (508mm), and a minimum net clear opening of 3.7 sq. ft. ( Section 1018.6 )

Each aparument shall have access to two (2) separate. remote and approved means of egress. A single exit is acceptable
when it exits directly from the aparument to the building exterior with no communications to other apartment units. Secticn
1010.1

All vertical openings shall be enclosed with constuction having a fire rating of at lest one (1)hour. including fire doors with
self closer’s. (Cver 3 stories in height requirements for fire rating is owo (2) hours.) Section 710.0

The botler shail te protected by eaclosing with (1) hour fire-rated constructdon including fire doors and ceiling. or by
providing automatc extinguishment. Table 502.1.1 ’

All single and multiple station smoke detectors shall be of an approved tvpe and shall be installed in accordancs with the
provisions of the City’s Building Code Chapter 9. Sectdon 19. 920.3.2 (BOCA National Building Code/1996). and NFPA
101 Chapter 18 & 19. (Smoke detectors shall be installed and maintined at the following locations):

. In the immediate vicinity of bedrooms
. [n all bedrooms
- [n each story within a dwelling unit. including basements

[n addition to the required AC primary power source. required smoke detectors in occupancies in Use Groups R-2. R-3 and
[-1 shall receive power from a bantery whea the AC primary poser source is interrupted. (Interconnection is required)
Section 920.3.2

A portable fire extinguisher shall be located as per NFPA #10. They shall bear the labe!l of an approved agency and be of an
approved type. Sccton 921.0

The Fire Alarm System shall be maintained to NFPA #72 Standard.

The Sprnkler System shall maintained to NFPA #13 Standard.

All exit signs. lights. and means of egress lighting shall be done in accordance with Chapter 10 Section & Subsectdons
1023. & 1024. Of the City’'s building code. (The BOCA Nadonal Building Cede/1996)

Secton 253-135 of the Municipal Code for the City of Portland states. “No person or utility shall be granted a permit to
excavate or open any street or sidewalk from the time of November 15 of each year to April 15 of the following year™.

The builder of a facility to which Secdon 4394-C of the Maire State Human Rights Act Title 5 MRS A refers. shall obtain a
cerdficadon from a design professional that the plans commencing construction of the facility, the builder shall submit the
cerdfication to the’Dmsxon of Inspection Services.

Veandlation shall fnest the requirements of Chapter 12 Secdons 1210. Of the City's Building Code. (crawl spaces & attics)
All electrical. plumbing and HVAC permits must be obtained by a Master Licensed holders of their trade.

All requiremeats must be met before a final Certdficate of Occupancy is issued,
All building elemeats shall roeet the fastening schedule as per Table 2305.2 of the City's Building Code. (The BOCA

Nagonal Building Code/1996).
Vendlaton of spaces within a building shall be doae in accordance with the City's Mechanical Code (The BOE; National

Mechanical Code/1993). ( Chapter M-16 ) %QUL{AM ok 20 b w»'j
Please read gad implement the attached Land Usg-Zoning rt requirements, %g\__mg Juﬂt
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cc: Lt McDougall. PED
Marge Schmuckal. Zoning Administrator

PSH 3-1.53



