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BUILDING SECTIONS
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A3.2


Scale: 1/8" = 1'-0"

UNIT E
2-203

CORRIDOR
2-209

CORRIDOR
2-108

UNIT E1
2-103

UNIT G
2-208

UNIT E
2-303

CORRIDOR
2-309

UNIT G
2-308

UNIT E
2-403

CORRIDOR
2-409

UNIT G
2-408

UNIT E
2-503

CORRIDOR
2-509

UNIT H
2-507

 7 BUILDING SECTION
1/8" = 1'-0"

3RD FLOOR
39'-9"

29'-3"

10
'-6

"

2ND FLOOR

4TH FLOOR
50'-3"

10
'-6

"

5TH FLOOR
60'-9"

10
'-6

"

ROOF 
SHEATHING
71'-3"

10
'-6

"

T.O. PENTHOUSE
75'-5 5/8"

4'
-2

 5
/8

"

18'-9"

1ST FLOOR

10
'-6

"

5
A3.2

6
A3.2

W2

R2

F5

W7
W7

W5

F2

F6

F6

F6

F6

W8

F2

W2

W5

PTD. STEEL 
GUARDRAIL, 
TYP.

14
A4.5

 5A BUILDING SECTION
1/8" = 1'-0"

10
'-2

 7
/8

"
4'

-1
 7

/8
"

6'
-0

 3
/8

"
4'

-5
 5

/8
"

2'
-7

"

FIN. GRADE
23'-1 1/2"

T.O. ROOF EDGE

T.O.R.O.

B.O.R.O.

9'
-7

 7
/8

"

T.O. STEEL

9'
-4

 7
/8

"

T.O.R.O.

B.O.R.O.

T.O.R.O.

B.O.R.O.

6'
-0

 3
/8

"

 8 BUILDING SECTION
1/8" = 1'-0"

R1

UNIT G
2-208

UNIT J
2-307

UNIT G
2-308

UNIT G
2-408

UNIT H
2-507

UNIT J
2-407

UNIT J
2-207

PTD. STEEL 
GUARDRAIL, 
TYP.

W6

W3

F2

W7

F1

F1

F1

W3

W6

7
A3.2 16

A4.5

 5 BUILDING SECTION
1/8" = 1'-0"

6'
-0

 3
/8

"
4'

-5
 5

/8
"

3'
-2

 1
/4

"

1ST FLOOR
18'-9"

3RD FLOOR
39'-9"

10
'-6

"

29'-3"

10
'-6

"

2ND FLOOR

4TH FLOOR
50'-3"

10
'-6

"

ELEVATOR 
MACHINE RM.

2-109

STAIR
2-2

CORRIDOR
2-108

VESTIBULE
2-110

FIN. GRADE
17'-5"

1ST FLOOR
18'-9"

1'
-4

"

CORRIDOR
2-209

CORRIDOR
2-309

CORRIDOR
2-409

CORRIDOR
2-509

5TH FLOOR
60'-9"

10
'-6

"

ROOF PLANE
71'-3"

10
'-6

"

T.O. PENTHOUSE
75'-5 5/8"

2'
-1

0"

F2

F7

F6

F6

R2

R1

7
A3.2

11
A4.4

12 1

8'
-1

 3
/4

"
6'

-0
 3

/8
"

5'
-9

"
13

'-7
 3

/4
"

9'
-7

 7
/8

"

T.O. STEEL

B.O.R.O

T.O.R.O

B.O.R.O

T.O.R.O

B.O.R.O

T.O.R.O

T.O. ROOF EDGE

7
A4.2

 6 BUILDING SECTION
1/8" = 1'-0"

1ST FLOOR
18'-9"

3RD FLOOR
39'-9"

10
'-6

"

29'-3"

10
'-6

"

2ND FLOOR

4TH FLOOR
50'-3"

10
'-6

"

FINISHED 
GRADE

VARIES

5TH FLOOR
60'-9"

10
'-6

"

ROOF SHEATHING
71'-3"

10
'-6

"

T.O. PENTHOUSE
75'-5 5/8"

4'
-2

 5
/8

"

CORRIDOR
2-209

UNIT A
2-206

UNIT B
2-201

CORRIDOR
2-108

LAUNDRY
2-106

UNIT B
2-101

CORRIDOR
2-309

UNIT A
2-306

UNIT B
2-301

CORRIDOR
2-409

UNIT A
2-406

UNIT B
2-401

CORRIDOR
2-509

UNIT A
2-506

UNIT B
2-501

W3

F2

F1

F1

F1

F1

R1

W7

W7

15
A4.5

12
A4.4

W3

Radon pipe, 
see 6/A5.3

UNIT E
2-503

UNIT E
2-403

UNIT E
2-303

UNIT E
2-203

F6

T.O. CMU
74'-1" (83 courses)

1'
-4

 5
/8

"

3
A5.5 2

A5.5

FOOTING 
DRAINS

FOOTING 
DRAINS

FOOTING 
DRAINS

FOOTING 
DRAINS

FOOTING 
DRAIN

FOOTING 
DRAINS

FOOTING 
DRAINS

FOOTING 
DRAIN, TYP.

FOOTING 
DRAIN, TYP.

Radon pipe, 
see 6/A5.3

Radon pipe, 
see 6/A5.3

Radon pipe, 
see 6/A5.3

Radon pipe, 
see 6/A5.3

75'-8" 75'-8"

6
A14.2SIM

9
A5.4

STAIR
2-1

9
A5.4

6
A5.5

6
A5.5

6
A5.5

6
A5.5

6
A5.56

A5.5

R1

6
A5.5

14
A5.1

2
A5.5

SIM

F1

F2F2

F1

W3 11
A5.2

TYP

F1

R1

F1

GWB soffit

6
A5.5

3
A5.5

6
A5.5

3
A5.1

3
A5.1

6A
A5.1

6
A5.7

14
A5.1

TYP

F1

F1

W2

W2

R1

3/4" rigid insulation over 
waterproofing membrane

F1

F1

F1

F1

F2

R1

4
A5.1

3
A5.1

8
A5.1

2
A5.1

W7

W7

W7

W7

W7

W7

F1

F1

12
A5.1

4
A5.7

TYP

3
A5.7

TYP

Hoist beam 
per structural

SIM SIM

BUILDING 2: STAIR TOWER EXTERIOR WALL ASSEMBLY

PRE-FIN. MTL. SIDING OVER 7/8" MTL. HAT 
CHANNELS OR BRICK VENEER & AIR SPACE 
AIR INFILTRATION BARRIER 
WALL SHEATHING PER STRUCTURAL 
2X6 FIRE-TREATED WOOD STUDS 
5 1/2" DENSE PACK CELLULOSE INSULATION 
1/2" RESILIENT CHANNELS 
VAPOR BARRIER 
5/8" PTD. GWB

EXT. WALLS PARALLEL TO PEARL STREET
(NON-RATED ASSEMBLY)

EXT. SIDEWALLS (PERP. TO PEARL STREET)

PRE-FIN. MTL. SIDING OVER 7/8" MTL. HAT 
CHANNELS OR BRICK VENEER & AIR SPACE 
AIR INFILTRATION BARRIER 
1/2" BLAZEGUARD PLYWD. SHEATHING 
2X6 FIRE-TREATED WOOD STUDS 
5 1/2" DENSE PACK CELLULOSE INSULATION 
1/2" RESILIENT CHANNELS 
VAPOR BARRIER 
(2) LAYERS FC TYPE X GWB, PAINTED

(2-HR FIRE RATED ASSEMBLY, ESR 1365)
(90 MIN. FIRE RATED GLAZING) 
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X DENOTES CONSTRUCTION ASSEMBLY.  SEE WALL 
SECTIONS FOR ASSEMBLY DESCRIPTIONS,

GENERAL NOTES
STRUCTURAL COMPONENTS SHOWN, INCLUDING TRUSSES,
JOISTS,  FOUNDATION WORK,  ETC.  ARE FOR GENERAL
REFERENCE ONLY.  REFER TO STRUCTURAL DRAWINGS
FOR SIZING & OTHER SPECIFIC INFORMATION.

A

INTERIOR CABINETRY, PLUMBING FIXTURES, AND OTHER
INTERIOR  COMPONENTS  ARE  SHOWN  FOR  GENERAL
REFERENCE ONLY.   SEE FLOOR PLANS AND INTERIOR
ELEVATIONS FOR SPECIFIC INFORMATION.

B

DENOTES 1-HR FIRE RATED CONSTRUCTION ASSEMBLY 
(DOES NOT INCLUDE DOOR OR WINDOW RATINGS, SEE 
SCHEDULES FOR OPENING RATINGS)

DENOTES 2-HR FIRE RATED CONSTRUCTION ASSEMBLY 
(DOES NOT INCLUDE DOOR OR WINDOW RATINGS, SEE 
SCHEDULES FOR OPENING RATINGS)


