
Standing seam metal roof


3/4" OSB sheathing


7.5" of closed cell insulation


2X10 joist at 16" OC


3/4" T&G Pine


5.5" closed cell insulation @ 2lbs/ft3


3/4" T&G Pine


1/2" sheathing
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SECTION A


1/4" = 1'-0"


ROOF FRAMING PLAN


1/4" = 1'-0"


FOUNDATION PLAN


1/4" = 1'-0"


WALL DETAIL


1/2" = 1'-0"


FOUNDATION DETAIL


1/2" = 1'-0" 

ROOF DETAIL


1/2" = 1'-0"


Slab on grade- typical


Slab = 4"


2X6 wood framing 

2X6 Ext. Stud Wall


4" slab on


grade w/


radiant


3" rigid = R15

insulation


8" clean, well


compacted fill


2" rigid


insulation


Well compacted


backfill #5's @ 48" oc


vert.


8" thick foundation wall


(2) #5's cont.


(1) 24"X6" L-shaped #5 bars


@48" oc

4" perf. perimeter

footing drain


Undisturbed

Earth


(1) 2X6 PT cont. bott.

plate w/ 1/2"X8" Embed. 
galvanized anchor bolt @ 
48" oc


POST


4" slab on

grade


radiant


3"  rigid =R15


insulation


8" clean, well compacted fill


Footing is 2' X 2' by 1' deep.

Location of footing is in a heated space. 

Cement Board : boa rd  and  ba tten

TYVEX Drain Wrap


1/2"  OSB  Sheathing


All perimeter footings below frost level = 4'-0" or

greater 

2'X2'X1' deep

concrete footing

below slab


NOTES: 

All  door/window  headers  (3)  2x6,  spans  are  noted 

on  opening  sizes  depicted  on  elevation  page. 

All  door/window  jack  studs  (2)  2X6 


Full  depth  horizontal  blocking  every  4'-0" 

for  all  exterior  walls. 

Continuous  sheathing  also  provides  additional 

bracing. 


Patio  to  be  stone  pavers. 


All  construction  to  be  in  compliance  with  the 

2009  IRC. 


Date:  4/10/17


Rev1  6/6/17


Rev2  6/12/17


Rev 6/23/17


Show code compliant Thermal

Barrier as per R316.4.


Show code compliant Vapor

Retarder as per R601.3. 

Show code compliant Thermal

Barrier as per R316.4.


Insulation required


Additional R-5 insulation

required for heated slabs


Specify fasteners on drawing


Specify fasteners on drawing


Specify fasteners on drawing


LSSU210


by Simpson Strong-tie


Class 3 vapor retarder


=latex paint


1/2" gypsun


wallboard


1/2" gypsum wallboard


H2.5A Simpson

Hurricane Tie


Custom CCCQ Hanger


EPC6Z

Post Cap by Simpson


EPC6Z

Post Cap by Simpson 

Insulation to extend to the


top of foundation wall 
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