Reviewed for Code Compliance
Inspections Division
Approved with Conditions

bate. 07/28/17

SolarEdge Three Phase Inverters
For North America

SE9KUS (208V)/ SE10KUS (480V) / SE20KUS (480V)

USA - GERMANY - {TALY - FRANCE - JAPAN - CHINA - ISRAEL - AUSTRALIA www,sclaredge.us




Reviewed for Code Compliance
Inspections Division

Three Phase Inverters for North America or12817

Date: _

SE9KUS (208V}/ SET0KUS {480V) / SE20KUS (480V)

-SE20KUS o

Utility Monitoring, [standing Protection,

Country Configurable Set Points
NPT S i e

Module STC)

Rapid Shutdown - NEC 2014 690,12

"STANDARD COMPLIANCE

Emissions

TINSTALLATION SPECIFICATIONS -

U} kor ather regional setlings please cantact SelarEdge support,

O Ranid shutdowns kit £/N: ST 1000-R$D-52 for SESKUS, SELOOO-RSD-53 for SELOKUS and SE20KUS,

Qa0 version Pfids: SEBK-USO2BNNUS and SExd(-USOABNNUL,

11,

DLAREDGE, the SplirErge loga, OPTIMIZED BY SOLAREDGE
Fdge Technolegies, o, All ether trademarks mentiongd berein o

0. Vo1, Subjee] te ch




Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Date: _

SolarEdge Power Optimizer
Module Add-On For North America
P300 / P320 / P400 / P405

USA - CANADA - GERMANY - [TALY - FRANCE - JAPAN - CHINA - AUSTRALIA - THE NETHERLANDS - UK - ESRAEL www.sola redge.us

07728117




SolarEdge Power Optimizer
Module Add-0On for North America

P300 / P320 / P400 / PAOS

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Date: _

o (for high-peweér

7 P320

“tfor 72 &96-cell +

2 P40

- p0-cell modites)

~-matules)

Overvoltage Category

‘OUTPUT DURING OPERATION (POWER OPTIMIZER CONNECTED TO OPERATING SOLAREDGE INVERTER)

Maximum Output Voltage

60

..............

OUTPUT-DURING STANDBY. {POWE

of).

Safety Output Voltage per Power

Vdc

Optimizer PR
'STANDARD COMPLIANCE =1

1 Rated STG powar of the module. Module of up to +5% power tolerance allowed.

128x152x27.5/
5x5.97x1.08

128%152x35/
5x597x1.37

128 %152 x50/
5x5.97x1.96

PV SYSTEM DESIGN USING
“A'SOLAREDGE INVERTER®

Minimum String Length

Parallef Strings of Different Lengths
or Orientations

12 1¢I5 not aliowed to mix PA0S with P300/PA00/PE00/# 700 in one string.

rved, SOLAREDGE, tha

larEdge logo, OPTIMIZED BY SOLAREDGE 3
Sofarkglge Technologies, g, All oibar rademarks menlionsd H

07728117




