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Three Phase Inverters for the 208V Grid"" for North Ar

SEgKUS/SE144KUS Date:
\ SE9KUS \ SE14.4KUS \

OUTPUT
_Rated ACPowerOutput | 900 | 14400 | VA
. Maximum AC Power Output .. .| ..........900 Lo 14400 VA .
.ACOutput Line Connections | ... 4-wire WYE (L1-L2-L3-N) plus PEor 3wire Delta | ... ..

AC Output Voltage Minimum-Nominal- Vac
CMaximum® (L)

AC Output Voltage Minimum-Nominal- Vac
CMaximum® (L-L)
_AC Frequency Min-Nom-Max® | . ........593:60-605 . ..l.. Hz
. Max. Continuous Output Current (per Phase) | . . .. . 25 B0 A
JGEDIThreshold A

Utility Monitoring, Islanding Protection, Yes

Country Configurable Set Points

INPUT
. Maximum DC Power (Module STC) | ... ... ... .. 12150 ... . 1900 | W
_Transformer-less, Ungrounded | oS
_Maximum Input Voltage DCto Gnd | ... ... 250 R 300 vde
. Maximum Input Voltage DC+ to DC- | . 500 o, 600 vde
. Nominal Input Voltage DCto Gnd | .. ... 200 vde
. Nominal Input Voltage DC+ to DC- | 400 vde
_Maximum Input Current 265 | 38 Adc
Max. Input Short Circuit Current | A Adc
. Reverse-Polarity Protection | YeS
. Ground-Fault Isolation Detection . | ... . . IMQ Sensitivity oo 350kQ Sensitivity® |
| CEC Weighted Efficiency | 965 . ST 7 AN % ..

Night-time Power Consumption <3 { <4 W

ADDITIONAL FEATURES

Rapid Shutdown - NEC 2014 and
2017 690.12

STANDARD COMPLIANCE

JSafety UL1741, UL1741 SA, UL16998, CSA C22.2, Canadian AFCl according to TILL.M-07 |
_Grid Connection Standards | |EEE1547,Rule2l,Rule14(HI) L
Emissions FCC partl5 class B

INSTALLATION SPECIFICATIONS

AC output conduit size / AWG range 3/4” minimum / 12-6 AWG

() For 277/480V inverters refer to: http://www.solaredge.com/files/pdfs/products/inverters/se-three-phase-us-inverter-datasheet.pdf

2 For other regional settings please contact SolarEdge support

©) Where permitted by local regulations

@ p/N SE9K-USOxxxxxx has Manual Rapid Shutdown for NEC 2014 compliance (NEC 2017 compliance with outdoor installation)
©) Field replacement kit for 1 pair of inputs P/N: DCD-3PH-1TBK

@ RoHS
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