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LOGO CENTERED


ON WALL
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- SAND AND REFINISH


DOORS


5"


5" 5"


4'-0" 

EQ. EQ. 

4'-0"


EQ.
EQ. 
EQ.
EQ.


EQUAL WINDOW SPACING


AROUND COLUMN BUMP


CUSTOM WINDOW


SIZE TO BE


DETERMINED ON SITE


NEW DOOR AND


FRAME TO MATCH


EXISTING


GENERAL NOTES:


1.) REPAIR AND PAINT ALL WALLS


2.) REPLACE ALL CARPET WITH NEW


3.) REPLACE ALL BASEBOARD WITH NEW


4.) REPLACE ALL ACT CEILING TILES


5.) REPLACE ALL LIGHTING


6.) REMOVE / REPLACE THERMOSTATS


AS REQUIRED


7.) G.C. TO REVIEW OPERATION OF


EXISTING EXTERIOR WINDOWS AND


PROPOSE ANY POSSIBLE UPGRADE


OPTIONS TO OWNER


8.) ALL INTERIOR WINDOWS TO HAVE


TEMPERED GLAZING


FIRE RATING UL NUMBER STC RATING IIC RATING


N/A N/A N/A NA


GRAPHIC DEPICTION DESCRIPTION


TYPE


- LAYER OF 5

8"  GWB


- 3-5/8" LIGHT GAUGE STUDS 16" O.C.


- 3-1/2" ACOUSTICAL SOUND BATT INSULATION


- LAYER OF 5

8" GWB


N/A 

NEW 1X4 BASEBOARD TO MATCH


TYPICAL CLEAR OAK TRIM


ALL NEW WINDOWS TO MATCH


EXISTING


ALL NEW DOORS TO MATCH


EXISTING DOOR SLAB, TRIM AND


HARDWARE


ALL DOOR HARDWARE TO BE

'LEVER TYPE' HARDWARE
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WALL TYPE
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