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SECTION 260519 - LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and


Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Building wires and cables rated 600 V and less.

2. Connectors, splices, and terminations rated 600 V and less.

B. Related Requirements:

1. Section 280513 "Conductors and Cables for Electronic Safety and Security" for cabling associated


with system panels and devices.

PART 2 - PRODUCTS

2.1 CONDUCTORS AND CABLES

A. Copper Conductors:  Comply with NEMA WC 70/ICEA S-95-658.

B. Conductor Insulation:  Comply with NEMA WC 70/ICEA S-95-658 for Type THHN-2-THWN-2.

2.2 CONNECTORS AND SPLICES

A. Description:  Factory-fabricated connectors and splices of size, ampacity rating, material, type, and class


for application and service indicated.

2.3 SYSTEM DESCRIPTION

A. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, by a


qualified testing agency, and marked for intended location and application.

B. Comply with NFPA 70.

PART 3 - EXECUTION
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3.1 CONDUCTOR MATERIAL APPLICATIONS

A. Branch Circuits:  Copper.  Solid for No. 10 AWG and smaller; stranded for No. 8 AWG and larger.

3.2 CONDUCTOR INSULATION AND MULTICONDUCTOR CABLE APPLICATIONS AND WIRING METHODS

A. Exposed Branch Circuits, Including in Crawlspaces:  Type THHN-2-THWN-2, single conductors in raceway.

3.3 INSTALLATION OF CONDUCTORS AND CABLES

A. Complete raceway installation between conductor and cable termination points according to


Section 260533 "Raceways and Boxes for Electrical Systems" prior to pulling conductors and cables.

B. Use manufacturer-approved pulling compound or lubricant where necessary; compound used must not


deteriorate conductor or insulation.  Do not exceed manufacturer's recommended maximum pulling


tensions and sidewall pressure values.

C. Use pulling means, including fish tape, cable, rope, and basket-weave wire/cable grips, that will not


damage cables or raceway.

3.4 CONNECTIONS

A. Tighten electrical connectors and terminals according to manufacturer's published torque-tightening


values.  If manufacturer's torque values are not indicated, use those specified in UL 486A.

B. Make splices, terminations, and taps that are compatible with conductor material.

3.5 IDENTIFICATION

A. Identify and color-code conductors and cables according to Section 260553 "Identification for Electrical


Systems."

B. Identify each spare conductor at each end with identity number and location of other end of conductor,


and identify as spare conductor.

END OF SECTION 260519
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