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Revisions

Scale: 1/8" = 1'-0"Basement Level--Revised
Basement Level--Existing

up

down

elev. -0.5'

VESTRY 
ELEV 
+0'-0"

MECHANICAL

KITCHEN

SERVERY

New (or reused existing) door in existing
opening, with new weatherstrip and
 panic hardware.

Existing  glass panel partitions to remain, 
fixed in place, with new drywall and stud
partition behind.

Existing 3' x 8' doors to remain, or be 
replaced with similar 4-panel door.  
Restore and weatherstrip.  
Add new panic hardware.

New  handicapped bathrooms to be
located within existing classrooms.

New private bath in Office area.  
Note that this , and Women's  Bath extend
under the existing upper entry floor.

HCP lift above.

Add new 4" concrete slab over existing
dirt floor.

Rebuild existing open wall with new studs and
drywall.  If possible, reuse existing wainscot
from removed stair on outside of wall.

Existing glass hallway partitions to remain.  
Construct new stud and drywall partition inside
both bathrooms.

Existing glass panel partitions to remain, 
fixed in place, with new drywall and stud
partition behind.

One-hour fire wall, constructed of 2x4 @ 16" o.c.
with one layer 5/8" type "X" gypsum board each side.
(UL Design U305.)

3'-0" x 7'-0"
1-hr rated

6'-0"

Remove existing Classroom door, but leave
opening and partition intact.
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Stair

Walkin

Kitchen
Chef Office

Banquet Room

Shower

Women

Men

Mechanical

Office

Office

Bath

Up

Beer Cooler

Office

Conference Room

Existing upward acting
wood/glass panel walls

Bath

Classroom Classroom Classroom Classroom

Classroom
Classroom

Classroom

Remove existing stair to chancel

New exit stair in existing
service area.
See SK6 for section.

 New 3' x 7' exit door  with panic hardware 
in new masonry opening in rebuilt existing 
stud wall with new brick facing.  No exterior 
hardware on door.

Center new wall on existing column.

Existing doors to Office and Conference Room
to remain.

Existing stair handrail/wall to remain.  
Extend as necessary to enclose extended
stair.  See stair section.

Replace existing stair with new, with new
pair of  1-hour rated exit doors 
and intermediate landing.

Remove existing Bath, and walls in new
 Conference Room area.

5' turning circle, typ.

For Bath dimensions and 
details see sht. A8.

New roof canopy over existing doors;
to have same plan as adjacent 
bay windows, and to align with bay roof.


