ELECTRICAL LEGEND

METER - ELEC METER

[——_] - FLUORESCENT FIXTURE

Q - LIGHTING FIXTURE - WALL OUTLET
Q - LIGHTING FIXTURE - CEILING OUTLET
Q PC - CEILING LIGHT w/RULL CHAIN

Q FAN - CEILING MOUNTED FAN

@ - RECESSED FIXTURE
~ - SCONCE LIGHT FIXTURE
= - UNDER COUNTER FLUORESCENTS - IN MODULES OF 2, 3' OR 4'

o - TELEVISION JACK

© - COMPUTER

) - SPEAKER

- DUPLEX CONVENIENCE OUTLET I8'AFF EXCEFT AS NOTED
- DUPLEX CONVENIENCE OUTLET I8"AFF, SWITCHED
- 220 QUTLET

- GROUND FAULT INTERUPT OUTLET

- ABOVE FINISH FLOOR

- NCTION BOX - SIZED AS REQUIRED

- DOCR BELL

- SINGLE POLE SITCH

- THREE WAY SWITCH

- FOUR WAY SITCH

- DIMMER SAITCH
- NEATHERPROOF

OO FL - BATHROOM EXHAUST FAN/LIGHT COMBO.
- AUDIO/VISUAL ALARM

- EMERGENCY LIGHT

- MOTOR

- THERMOSTAT

- SMOKE DETECTOR

- HEAT DETECTOR

- ANALOG

- DATA

- CATY

- VOICE

- TELECONFERENCE EQUIPMENT/TELEMEDICINE HOOKUPS
- KEYPAD ENTRY
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GENERAL ELECTRICAL NOTES
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ALL WORK SHALL CONFORM 1O THE LATEST EDITION OF LOCAL, STATE COPES, THE NE.C., AND NFP.A. IO,

THIS CONTRACTOR SHALL BE RESPONSIBLE FOR BALANCING THE LOAD IN THE PANEL .

SNITCHES SHALL BE MOLNTED 4'-O" 10 T0P OF PLATE, SMTCHES SHO'WN IN SAME AREA SHALL PE GANGED UINDER
A COMMON PLATE. LOCATE SWITCHES AS CLOSE AS POSSIELE 10 EDGE OF POOR FRAME ON LOCK SIDE,

MINIMUR WIRE SIZE SHALL BE #12 ANG COPPER. ALL RETERENCE 10 WIRE SIZE 15 INTENDED AS COPPER. CIRCUIT
PREAKER SIZE CAS PER PANEL SCHEDLLE) SHALL DICTATE WIRE SIZE OF ALL CONPUCTORS.

THE ENTIRE ELECTRICAL SYSTEM SHALL BE GROUNDED BY MEANS OF A SEPARATE GROUND CONPUCTOR. CONDUIT
SHALL NOT BPE CONSIDERED A GROUND CONDUCTOR, BUT SHALL BE GROLNDED. CUSE TABLE 220-9% NEC.)

THIS CONTRACTOR SHALL COORDINATEWITH OTHER TRADES WHERE EQUIPMENT AND/ OR DEVICES ARE FLRNIHED BY
OTHER TRADES AND 'MIRED WHOLLY OR IN PART BY THIS CONTRACTOR 50 AS TO ACHE /E A COMPLETE AND OPERATING
SYSTEM.

ALL HOMERUNS TO PANEL IN EXCESS OF 10O FEET SHALL PE AT LEAST #I1O ANG COPPER.

OUTLETS, JUNCTION BOXES OR PHONE POXES MOUNTED BACK 1O PACK SHALL PE PROHIITED.

THS CONTRACTOR SHALL VERIFY MOUNTING HEICHTS FOR ALL OUTLETS, COORDINATE RECEPTACLES CAREFULLY PRIOR
TO INSTALLATION, MOUNT RECEPTACLES AND OTHER OUTLETS TO CLEAR HEATING LNITS AND COMPLY WITH ADA,

. ALL H&Y SCHEMATICS SHOWN ARE DIAGRARMATICAL ONLY, REFER TO EQUIPMENT AND CONTROL MANUF ACTURER'S

SHOP DRANINGS FOR EXACT WIRING.

THIS CONTRACTOR SHALL. MAINTAIN THE INTECRITY OF FIRE RATED WALLS BY SEALING ALL WIRING, CONDUIT, ETC.,
NHICH PASSES THROUGH SUCH WALLS WITH AN APPROVED FIRE RATED SEALANT,

DIAGRAMS DO NOT NECESSARILY SHOW ALL ITEMS INCLUDED IN THE SYSTEM, REFER 1O FLOOR PLANS, ETC. FOR
COMPLETE SYSTER,

LOCATION OF ALL LIGHTING FIXTURES, RECEPTACLES, TELEPHONE OUTLETS, ETC. SHALL BE CONFIRMED AND VERIFED
FROM ARCHITECTURAL DRAWINGS, |E. ELEV/ATIONS, SECTIONS, REFLECTED CELLINGS, ETC,

THE LICHTING FIXTLRE SHEDLLE SHALL NOT BE THE SOLE LIGHTING REFERENCE., REFER 10 THE DRANINGS 10 VERIFY
QUANTITEES, BALLAST CONFIGLRATIONS, AND DIMENSIONS OF FIXTURES PRIOR TO BIDDING,

PRIOR 10 INSTALLING NEW WIRING DEVICES, COORDINATE WITH THE ARCHITECT, ALLOW DEVICE LOCATIONS 10 BE
RELOCATED 6 FEET IN ANY DIRECTION.,

ALL CIRCUITS SHALL BE CLEARLY MARKED AND TYPEWRITTEN IN ELECTRICAL PANEL
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LOGATIONS (EXISTING BOXES ONLY) TO
BE RE-ISED.
COMMAICATIONS AT THE LOGATION IS AGTIVE

1CB9 SHOMN AITH STANDARD
LINE NEIGHT ARE NEW

Third Floor Communications Plan

NOTE:

ELECTRICAL CONTRACTOR SHALL PROVIDE THE
ARCHITECT OF HIS PROPOSAL CIRCUIT LAYOUT FOR APROVAL
PRIOR TO INSTALATION
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