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EQUIPT |NC . 207-657-7123 www.briggsac.com

SUBMITTAL DATA

Project: David’s Restaurant

Mechanical Contractor: Maine Heating and Cooling

Date: April 26, 2017

Product: Vertical Water Source Heat Pumps
Specification Section: Replacements

Revision: 0

Tag Qty | Model / Description Manufacturer
8 Ton 1 WLVC1096/ Vertical WSHP Daikin Applied
10 Ton 1 WLVC1120 / Vertical WSHP Daikin Applied

Please confirm voltage and unit handing/configuration.

Prepared by:

Ann Marie Juliano
ajuliano@briggsac.com
207-657-7123 ext. 202
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ENFINITY™ Heat Pump

Inspections Division

06/14/17

¢ Davids Restaurant
_ : 04/26/2017
“Submitted By : Ann Marie Juliano
‘Software Version. ' 04.70
UnitTag 8ton

WLVC1096
Large Vertical, Standard Range

"¢ Fiberglass Insuiation

7 ETL, CETL, AR

E Refrigerant Type. D0 L B i e b B B e  RefrigerantWelghd T T e
R-410A 60.0 oz

SAIFlOW 5T T Total External $tabic Pressure: CEidFew T uid Type " uid Pressure Drop
3000 cem 0.37inH,0 - pri / 3.00 gpm/ton al 22,18 ftH.0

Heatof
‘Rejection

109704 13.18

70.0 63.0 70.0 103.0 106851 84448 4.77.

Unit Voltage: . -

208/60/3 187v

05 Comipressor RLA T T Compressor LRATT L Moter FLAT T [ Maximum Recommended Fuse Size / HACR Breaker Size
13.70A 83.1aA 5.00 A a5 A

04/2672017 David's Restaurant (WSHP Submiitals) REV 00 Page 2 of 9




ENFINITY™ Heat Pump

Inspections Division

Date:_06/14/17

e Candensate, FPT
1.00in

: : ._..:S_Op_Eratlng_'_-.
620 Ib 588 Ib

S Canstructiun Type S il ot Sid R Condensate Drain Pan
Standard 1/2" Flberglass nght Slde Pipe Connectlons Galvanized Steel

Belt Drive - Integral HP . . ' Microtech il Base
Controller

DWDI FC 1.500 hp Belt

Motor

scharge 2 : - Ret SUED T {Quantity) Helght X Width X Depth -
Upblast Front Front (4)25inx16inx 2in

. Copper Inner Tube / Steel Quter Tube

4-Sided, MERV 8 filter

r . 75VA Control Transformer
ow: © Sensor

Unlt: One Year Entire Unit Parts Only Warranty, Not to Exceed 18 Months from Shipment
D:: Four Year Extended, Five Year Tota! Entire Unit Parts Only Warranty

Ali equipment is rated and certified in accordance with AHRI / ISO 13256-1 and tested, investigated, and
determined to comply with the requirements of the standards for Heating and Cooling Equipment UL-1995 for
the United States and CAN/CSA-C22.2 NO.236 for Canada.
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LVC-LVW-096 Specs o

Inspections Division

06/14/17

The Water Source Heat Pump product represented on this document will conform to the drawings and

Group: WSHP
specifications set out below, in accordance with the express, wrilten Limited Warranty. Purchaser's accep- . .
tance of this drawing certifles that the conforming equipment meets the order specifications. No changes Type: Large Vertical

may be made to this document without the prior, express, written authorization of the manufacturer. Date: March 2015

Daikin Enfinity™ Large Vertical WSHP

Models LVC/LVW — Unit Size 096

Dimensions Front View-Front Return

405"
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k 171y
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AN

1" Dia,

138" Dla,

Fan Discharge Arrangements

Six fan discharge arrangements and two piping arrangements are available. With the return air side defined as the “front” of the unit,
the water piping connections may be right-hand (side) or left-hand. All units have a single supply and return water connection with a
copper FPT type fitting that protrudes through the unit casing for easy connection. The condensate connection is also a copper FPT

type and is located on both sides of the unit. The unused connection is plugged.

Figure 1: Fan deck arrangements
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T hronmor i 4 e
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Rear (or top) discharge # Front (or tap) discharge Front (or top) discharge Rear (or top} discharge Siraight horizontal discharge Straight horizoniat discharge
right-hand piping right-hand piping left-hand piping teft-hand piping left-hand piping right-hand piping
pblast-rear) {upblast-front} {uphlast-front) upblast & rear) {top-horizontat discharga) {top-horizontal discharge)

Note: 1. The hand of unit is determined by looking at the retumn air {filter) side. The piping and electrical connections are always made on the “hand” side of the unit.
2. The retum air {filter) side is considered the “front” of the unit. The fan motor is always located at the piping/elecirical connection (hand) side of the unit,

Y DAIKIN

@ 2015 Daikin Applied » www.DaikinApplied.com « (800) 4321342
04/26/2017 David's Restaurant (WSHP Submittals) REV 00 Page 4 of 9




Enfinity Large Vertical WSHP - Models LVC/LVW — Unit Size 096

Figure 2: LVC/LVW fop horizontal discharge opening - size 096

Inspections Division
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Filter rack and filters Physical data
Units come standard with a 1-inch, 4-sided, factory-installed filter Table 1: Large vertical size 096
rack and 1-inch disposable fiiters, Four fiters for unit size 096 Unit Size 095
Filters can be removed from either side of the filter rack. Fom Wheel - D x W i) 2 1 <17
1 Standard Static 1.5
2" Filter Rack Included Fan Motor Horsepawer T Y
Coil Face Area (Sq. Ft.) 10.0
Coil Rows 3
Compressor 1 60
Refrigerant Charge (Oz.)
Compressor 2 56
Standard Filter, {Qty.) Size {In) (4) 18" x 25 % 1*
Water Connections, Female NPT " FPT
Condensate Connections, Female NPT 1 FPT
Weight, Operating (Lbs.) 588
Waight, Shipping {Lbs.) 620
@ 2015 Daikin Applied » www.DaikinApplied.com « (800} 4321342
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ENFINITY™ Heat Pump

Inspections Division

06/14/17

. Davids Restaurant
. 04/26/2017
. Ann Marie juliano

Submitted By -
Software Version

- WLVC1120
: Large Vertical, Standard Range

tion: Fiberglass Insulation

approval: = ETL, CETL, ARI

R-410A 80.0 oz

Airiow  otalExtarnal Stai Prassure " HididFlow L Pudwpe U FuidpressureDrop
4000 cFm 0.50inH;0 30.00 gpm / 3.00 gpmfton Water 22,18 #K,0

lin

AUnit-Voltage
208/60/3
S Compressar AT ComprassortRAT T U RAGSRFLAT T e Recommaided Fuse Size / HACR Breaker Siie L
15.60 A 110.04 6.50 A 504
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ENFINITY™ Heat Pump

Inspections Division

- Operating 7
681 th

55.75In 1.00in

- PipingHand."

_:--(;dn_struc_tion]‘yhé AR S o e
Right Side Pipe Connections Galvanized Steel

Standard 1/2" Fiberglas“s

TVPE Hnrsepuwer

o Belt .D.rive - tntegréi HP Microtech Ill Base
DWDI FC Motor 2.000 hp Controller

“Discharge " S _ {Quantity) Helght xWidth X Depth
Upblast Front Front (4)25inx16inx2in

- Copper inner Tube / Steel Cuter Tube
Filter Options

2" 4-Sided, MERYV 8 filter

Cicontrolss

;.. 75VA Contrel Transformer
14 Sensor

: £ ~ One Year Entire Unit Parts Only Warranty, Not to Exceed 18 Months from Shipment
- .-___QPT!GN_M._EKTE__NB_ED;? Four Years Extended, Five Years Total Entire Unit Parts Only

All equipment is rated and certified in accordance with AHRI / I1SO 13256-1 and tested, investigated, and
determined to comply with the requirements of the standards for Heating and Cooling Equipment UL-1995 for
the United States and CAN/CSA-C22.2 NO.236 for Canada.
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Inspections Division

. Certified Drawing [N EPIE TR T

The Water Source Heal Pump product represented on this document will conform to the drawings and Group: WSHP
specifications set out below, in accordance with the express, written Limited Warranty. Purchaser’s accep- Tyoe: Large Vertical
tance of this drawing certifies that the conforming equipment meets the order specifications, No changes ype. ge Vertica
may be made to this document without the prior, express, written authorization of the manufacturer. Date: March 2015

Daikin Enfinity™ Large Vertical WSHP
Models LVC/LVW - Unit Size 120

Dimensions
Front View
H Ehlon w} .
Left Hand Piping ST B Right Hand Piping
Discharge Discharge 234"
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Overall Unit Dimensions: 54%" W x 55%" H x 28" D Electrical ”L“ A k,\_/ .
Dia.

Knockouts | / —“’"\ /' "’\/

133" Dia .-’/ ‘2“-
Fan Discharge Arrangements A L/

Six fan discharge arrangements and two piping arrangements are available. With the return air side defined as the “front” of the unit,
the water piping connections may be right-hand (side) or left-hand. Ali units have a single supply and return water connection with a
copper FPT type fitiing that protrudes through the unit casing for easy connection. The condensate connection is also a copper FPT
type and is located on both sides of the unit. The unused connection is plugged.

Figure 1: Fan deck arrangements
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Front {or top) discharge Front {or top) discharge Rear {or top} discharge Straight horizontal discharge Sivaight horizontal discharge
right-hand piping feft-hand piping {aft-hand piping left-hand piping right-hand piping
{uphlast-front) {upblast-front) {upblast & rear) (top-horizontal discharge) {tlop-horizontal discharge}

Note: 1. The hand of unit is determined by looking at the return air (Riter) side. The piping and electrical connections are always made on the "hand” side of the unit.
2, The return air (fiiter) side ia considered the *front’ of the unit. The fan motor is always located at the piping/electrical connection (hand) side of the unit.

YDAIKIN

© 2015 Daikin Applied » www.DaikinApplied.com + (300) 432—1342
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Enfinity Large Vertical WSHP - Models LVC/LVW — Unit Size 120 o

Figure 2: LVC/LVW fop horizontal discharge opening - size 120
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Filter rack and filters Physical data
Units come standard with a 1-inch, 4-sided, factory-installed filter Table 1: Large vertical size 120
rack and 1-inch disposabie filters, Four filters for unit size 120 Unit Size 120
Filters can be removed from either side of the filter rack. Fan Wheel - D X W (n 2 13 % 12
2“ flltel‘ RaCk InCIUdEd Fan Motor Horsepower Sordord Sare 20
High Static 3.0
Coll Face Area (Sq. Fu} 10.0
Colt Rows 4
Compressor 1 80
Refrigerant Charge (Oz.)
Compressor 2 86
Standard Filter, (Qty.} Size (In.) {4) 16" x 25 x 1"
Water Connections, Female NPT P+ FPT
Condensate Connections, Female NPT " FPT
Weight, Opsraling {Lbs.) 681
Weight, Shipping {Lbs.) 710

Y DAIKIN

© 2015 Daikin Applied + www.DaikinApplied.com » (800) 432-1342
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