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FINAL BACKFILL

60"

30"

54"

48"

42"

36"

18"

24"

15"

12"

96"

56"

88"

80"

72"

64"

39"

48"

34"

30"

PIPE DIAM. MIN. TRENCH WIDTH

8"

10"

6"

4"

26"

28"

23"

21"

RECOMMENDED MINIMUM TRENCH WIDTHS

HEAVY CONSTRUCTION

(75T AXLE LOAD) *

48"

60"

12"

24"54" - 60"

12" - 48"

PIPE DIAM.

SURFACE LIVE LOADING CONDITION

MINIMUM RECOMMENDED COVER BASED ON

VECHICLE  LOADING CONDITIONS

H-25

* VEHICLES IN EXCESS OF 75T MAY REQUIRE ADDITIONAL COVER

NOTES:

1.  ALL PIPE SYSTEMS SHALL BE INSTALLED IN

ACCORDANCE WITH ASTM D2321, "STANDARD

PRACTICE FOR UNDERGROUND INSTALLATION OF

THERMOPLASTIC PIPE FOR SEWERS AND OTHER

GRAVITY FLOW APPLICATIONS", LATEST ADDITION

2.  MEASURES SHOULD BE TAKEN TO PREVENT

MIGRATION OF NATIVE FINES INTO BACKFILL

MATERIAL, WHEN REQUIRED.

3.  FOUNDATION:  WHERE THE TRENCH BOTTOM IS

UNSTABLE, THE CONTRACTOR SHALL EXCAVATE

TO A DEPTH REQUIRED BY THE ENGINEER AND

REPLACE WITH SUITABLE MATERIAL AS SPECIFIED

BY THE ENGINEER. AS AN ALTERNATIVE AND AT

THE DISCRETION OF THE DESIGN ENGINEER, THE

TRENCH BOTTOM MAY BE STABILIZED USING A

GEOTEXTILE MATERIAL.

4.  BEDDING:  SUITABLE MATERIAL SHALL BE CLASS

I, II OR III. THE CONTRACTOR SHALL PROVIDE

DOCUMENTATION FOR MATERIAL SPECIFICATION

TO ENGINEER. UNLESS OTHERWISE NOTED BY THE

ENGINEER, MINIMUM BEDDING THICKNESS SHALL

BE 4" (100mm) FOR 4"-24" (100mm-600mm); 6"

(150mm) FOR 30"-60" (750mm-900mm).

5.  INITIAL BACKFILL:  SUITABLE MATERIAL SHALL

BE CLASS I, II OR III IN THE PIPE ZONE EXTENDING

NOT LESS THAN 6" ABOVE CROWN OF PIPE. THE

CONTRACTOR SHALL PROVIDE DOCUMENTATION

FOR MATERIAL SPECIFICATION TO ENGINEER.

MATERIAL SHALL BE INSTALLED AS REQUIRED IN

ASTM D2321, LATEST EDITION.

6. MINIMUM COVER: MINIMUM COVER, H, IN

NON-TRAFFIC APPLICATIONS (GRASS OR

LANDSCAPE AREAS) IS 12" FROM THE TOP OF PIPE

TO GROUND SURFACE.  ADDITIONAL COVER MAY

BE REQUIRED TO PREVENT FLOATION.  FOR

TRAFFIC APPLICATIONS, MINIMUM COVER, H,  IS 12"

UP TO 48" DIAMETER PIPE AND 24" OF COVER FOR

54"-60" DIAMETER PIPE, MEASURED FROM TOP OF

PIPE TO BOTTOM OF FLEXIBLE PAVEMENT OR TO

TOP OF RIGID PAVEMENT.

TYPICAL TRENCH DETAIL

NOT TO SCALE

MIN. COVER TO FLEXIBLE PAVEMENT, H

MIN. TRENCH

 WIDTH

(SEE TABLE)

MIN. COVER TO RIGID PAVEMENT, H

6"

·

INITIAL BACKFILL

SPRINGLINE

HAUNCH

BEDDING

SUITABLE FOUNDATION

4" FOR 12"- 24" PIPE

6" FOR 30"- 60" PIPE

PRECAST CONCRETE BASE SECTION

WITH PIPE OPENINGS AS APPROVED

BY THE ENGINEER.

FOR JOINTS OF WATERTIGHT

STRUCTURE, KENT SEAL, RAM NEK, OR

O-RING MUST MEET AASHTO M198B.

PRECAST CONCRETE TRUNCATED MH

CONE. WHEN DEPTH OF STORM DRAIN

IS LESS THAN OR EQUAL TO 5', USE

FLAT-TOP IN LIEU OF TRUNCATED

CONE.

SIDEWALL OF STRUCTURE TO BE

BACKFILLED WITH SELECT BACKFILL,

AASHTO SPEC M145-49 AS REVISED,

CLASS A-3 OR BETTER.

12" THICK 3/4" CRUSHED STONE BASE

FLEXIBLE SLEEVE CAST IN PRECAST

SECTION TO BE INTERPACE, LOCK

JOINT OR EQUAL.

ADJUST TO GRADE WITH SEWER BRICK WITH A MIN. OF

3 COURSE AND A MAX. OF 8 COURSES.

CEMENT MORTAR (TYPE II CEMENT)

FRAME AND GRATE - NEENAH R-3405-B OR EQUAL

WITH MAXIMUM OPENING SIZE OF 2 1/4".

ALL PRECAST CONCRETE SECTIONS

SHALL CONFORM TO ASTM C478 AND

BE DESIGNED FOR H-20 LOADING.

PRECAST CONCRETE COVER

BITUMINOUS PAVEMENT

STANDARD A-4 CATCH

BASIN STONE

LOAM AND SEED

OR SIDEWALK

AS REQUIRED

BY PLANS.

CATCH BASIN - CURB INLET

NOT TO SCALE

SECTION VIEW

C

L

10"

6-1/2"

1'-7-1/2"

3
'
 
S

U
M

P

PLASTIC MARKER TAPE PLACED

CABLES TO BE ENCASED IN SCHEDULE 40 PVC CONDUIT

TYPICAL UNDERGROUND CABLE INSTALLATION

NOT TO SCALE

WHEN RUN BENEATH PAVED AREAS.

M
I
N

.

1
2

"
6

"

12"

MIN.

6"

IN CENTER OF TRENCH 

APPROXIMATELY 12" BELOW

3
0

"
 
M

I
N

.

TELEVISION

CABLE

6
"

FINISH GRADE

6"
12"

MIN.

ELECTRICAL CABLES

BEDDING OF SAND

SECONDARY

PRIMARY OR 

IN CONDUIT

CONTAINING NO ROCKS

TELEPHONE CABLE

6"

LARGER THAN 5"

IN DIAMETER

MATCH PROPOSED PAVEMENT,

STRUCTURE OR LOAM AND SEED

AS REQUIRED

CLEAN BACKFILL

NOT TO SCALE

SILT SACK DETAIL

1" REBAR FOR

REMOVAL

OPTIONAL

OVERFLOW

DUMP LOOPS

SILT SACK

CATCH BASIN

INLET GRATE

NOTES:

1. SILT SACKS TO BE INSTALLED IN ALL

CATCH BASINS RECEIVING RUNOFF

FROM DISTURBED AREA

2. SILT SACK TO BE MAINTAINED UNTIL

TRIBUTARY ARE IS FULLY STABILIZED

2

0

'
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DIVERSION RIDGE

R
O

A
D

W
A

Y

A A

FLOW

PLAN

COURSE AGGREGATE

2"-3" (50-75mm)

MIN. 6" (150mm) THICK

FLOW

DIVERSION RIDGE REQUIRED

WHERE GRADE EXCEEDS 2%

SUPPLY WATER TO WASH

WHEELS IF NECESSARY

R
O

AD
W

AY

2
%

 O
R

 G
R

E
A

T
E

R

USE SANDBAGS, STRAW BALES

OR OTHER APPROVED METHODS

TO CHANNELIZE RUNOFF TO

BASIN AS REQUIRED.

FILTER FABRIC

SPILLWAY

SECTION A - A

NOTE:

STRAW BALES, SANDBAGS,

OR CONTINUOUS BERM OF 

EQUIVALENT HEIGHT

50' MINIMUM

STABILIZED CONSTRUCTION  ENTRANCE

NOT TO SCALE

NOTES:

1. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION THAT WILL PREVENT TRACKING OR FLOWING OF SEDIMENT

ONTO PUBLIC RIGHT-OF-WAYS.  THIS MAY REQUIRE TOP DRESSING, REPAIR AND/OR CLEAN OUT OF ANY MEASURES

USED TO TRAP SEDIMENT.

2. WHEN NECESSARY, WHEELS SHALL BE CLEANED PRIOR TO ENTRANCE ONTO PUBLIC RIGHT-OF-WAY.

3. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA STABILIZED WITH CRUSHED STONE THAT DRAINS

INTO AN APPROVED SEDIMENT TRAP OR SEDIMENT BASIN.

20' MIN

12" MIN.

SECTION A-A

FLOW

PONDING HEIGHT

SILT FENCE

NOT TO SCALE

FLOW

POSTS

4"x6" TRENCH WITH

COMPACTED BACKFILL

STEEL OR WOOD POST

36" HIGH (MAX)

B

B

A

A

6' MAX SPACING WITHOUT

WIRE SUPPORT FENCE (10'

MAX SPACING WITH WIRE

SUPPORT FENCE)

SECTION B-B

ATTACH FILTER FABRIC

SECURELY TO UPSTREAM

SIDE OF POST

STEEL OR WOOD POST

(PROVIDE STEEL COUPLER)

FABRIC

7. INSULATION: RIGID INSULATION SHALL

BE PROVIDED FOR PIPES WITH LESS

THAN 4' OF COVER IN ACCORDANCE

WITH THE FOLLOWING TABLE:

COVER OVER PIPE INSULATION THICKNESS

12" - 24" 3"

24" - 36" 2"

36" - 48" 1"

48"+ NONE

EXISTING STORM DRAIN MANHOLE

NOT TO SCALE

CORE AND SEAL CONNECTION TO 

NOTES:

1. A FLEXIBLE PIPE TO MANHOLE CONNECTOR SHALL BE EMPLOYED IN THE CONNECTION OF ALL

PIPE  TO MANHOLE JUNCTIONS.

2. THE CONNECTOR SHALL BE KOR-N-SEAL AS MANUFACTURED BY NPC SYSTEMS, INC., OF

MILFORD, NH OR EQUAL.

3. THE CONNECTOR SHALL BE THE SOLE ELEMENT RELIED ON TO ASSURE A FLEXIBLE

WATERTIGHT SEAL OF THE PIPE TO MANHOLE, NO ADHESIVES OR LUPRICANTS SHALL BE

EMPLOYED IN THE INSTALLATION OF THE CONNECTORS TO THE MANHOLE. THE RUBBER FOR THE

CONNECTOR SHALL COMPLY TO ASTM C923 AND CONSIST OF EPDM AND ELASTOMERS KNOWN TO

BE RESISTANT TO OZONE, WEATHER ELEMENTS, CHEMICALS, INCLUDING ACIDS, ALKALIS, ANIMAL

AND VEGETABLE FATS, OILS AND PETROLEUM PROCUCTS FROM SPILLS.

4. ALL STAINLESS STEEL ELEMENTS OF THE CONNECTOR SHALL BE TOTALLY NON-MAGNETIC

SERIES 304 STAINLESS, EXCLUDING THE WORM SCREW USED FOR TIGHTENING THE STEEL BAND

SHALL BE TORQUED BY A BREAK-AWAY TORQUE WRENCH AVAILABLE FROM THE PRECAST

MANHOLE SUPPLIER, AND SET AT 60/70 IN./LBS.

5. THE CONNECTOR SHALL BE INSTALLED IN THE MANHOLE WALL BY ACTIVATING THE EXPANDING

MECHANISM IN STRICT ACCORDANCE WITH THE RECOMMENDATION OF THE CONNECTOR

MANUFACTURER.

6. THE CONNECTOR SHALL BE OF A SIZE SPECIFICALLY DESIGNED FOR THE PIPE MATERIAL AND

SIZE BEING UTILIZED ON THE PROJECT.

7. ALL CONNECTORS WHICH ARE CAPPED AWAITING PIPE INSTALLATION AT A LATER DATE MUST BE

RESTRAINED.

CONTRACTOR SHALL REMOVE SECTION

OF MANHOLE EQUAL TO PIPE O.D. + 4"

USING CONCRETE CORING METHOD

SHALL BEE APPROVED BY ENGINEER

STORM DRAIN LINE

FLEXIBLE CONNECTOR

PIPE CLAMP

EXISTING MANHOLE

2"

2"

KORBAND

4' DIAMETER PRECAST STORM DRAIN MANHOLE

NOT TO SCALE

2'

8"8"

5"

4'

5"

12"

12" TYPAS REQUIRED

AS REQUIRED

AS REQUIRED

COVER SHALL HAVE "STORM" CAST IN

CAST IRON MANHOLE FRAME AND

COVER ASTM A-48-64

CEMENT MORTAR (TYPE II CEMENT)

ADJUST TO GRADE WITH SEWER BRICK WITH A

MIN. OF 1 COURSE AND A MAX. OF 3 COURSES

PRECAST TRUNCATED MH CONE. WHEN DEPTH

OF STORM DRAIN IS LESS THAN OR EQUAL TO 5',

USE FLATTOP IN LIEU OF TRUNCATED CONE.

FOR JOINTS OF WATERTIGHT MANHOLE KENT

SEAL, RAM NEK OR "O" RING MUST MEET

AASHTO M198B

ALL PRECAST CONCRETE BASE SECTIONS SHALL

CONFORM TO ASTM C478 AND BE DESIGNED FOR

H-20 LOADING

SIDEWALL OF STRUCTURE TO BE BACKFILLED

WITH SELECT BACKFILL AASHTO SPEC M145-49

AS REVISED CLASS A-3 OR BETTER

PRECAST CONCRETE BASE SECTION WITH PIPE

OPENINGS AS APPROVED BY THE ENGINEER

A PRE FABRICATED FIBERLINER 2000 CHANNEL,

AS MANUFACTURED BY GDT, INC. OF ESSEX, CT

OR EQUAL, IS THE REQUIRED MANHOLE

CHANNEL INVERT UNLESS OTHERWISE

APPROVED BY THE ENGINEER. WHERE

ACCEPTABLE, BRICK CHANNEL TO BE AASHTO

M-91-42 GRADE SA SEWER BRICK

12" THICK 3/4" CRUSHED STONE BASE

FORGED ALUMINUM OR COPOLYMER

POLYPROPYLENE SAFETY STEPS.

INSTALL AND ALIGN STEPS ON INVERT TABLE

AWAY FROM PIPES

FLEXIBLE SLEEVE CAST IN PRECAST  SECTION

TO BE INTERPACE, LOCK JOINT OR EQUAL


