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EXISTING SLAB EDGE


1/2" JOINT MATERIAL

EPS INSULATION


BELOW SLAB, AROUND

THICKENED EDGE


5" SLAB ON GRADE W/FIBERMESH

SIDEWALK. PITCH 1/8"/1 ’-0" AWAY FROM

VESTIBULE


4’-0" MIN. INSULATED WING WALL


EXISTING PARAPET & CORNICE TO REMAIN


EXISTING CANOPY FACADE TO REMAIN


EXISTING CANOPY STRUCTURE 

EXISTING ROOF TO REMAIN 

NEW VESTIBULE WALL W/METAL

PANEL CLADDING, EXPOSED

FASTENERS, TYP.


STOREFRONT WINDOW GLAZING

(TEMPERED)


MTL SILL FLASHING, TYP.


METAL PANEL CLADDING @

STOREFRONT WINDOW HEAD


AIR SEALING @ T.O. BLOCK

WALL, BOTH SIDES, TYP.


INSULATION BETW. T.O. BLOCK

WALL & EXIST. ROOF, TYP.


C10X15.3, TYP.


2X8 WOOD INFILL FRAMING, TYP.


EXISTING W8


NOTCH ENDS OF 2X8’S 1-3/4"

FOR PLANTER BOXES, TYP.


HSS 3 1/2" X 3 1/2" X 3/16" (BEYOND) 

EMBED PLATE 1/2" X 4" SQ. W(1) 3/4" DIA.X4"

H.A.S., TYP. (4) LOCATIONS (SEE PLAN) @HSS


3 1/2", TYP.


#4x18" LONG DOWELS EPOXY SET  6" INTO

EXIST. SLAB @ NEW ENTRY SLAB


5" SLAB ON GRADE W/#4 REBAR @ 12"

O.C. EA . WAY


C10X15.3, TYP. 

THICKENED EDGE W/ (2)

#4 CONT. TOP & BOT.


INFILL INSULATION, MTL

CLADDING, TYP.


T.O. EXISTING SLAB


VESTIBULE
STORE INTERIOR 

EXISTING

CANOPY 

W10X12,TYP.


(2) #8X3" GALV. "TOE SCREWS"

EA. SIDE, EA. RAFTER, TYP. 

2X8 LEDGER W/1/2" DIA. GALV.

THROUGH BOLTS IN 9/16" DIA.HOLES 32"


O.C., TYP.


1/2" DIA. A.B. @ 32" O.C. 

PT PLATE, TYP. 
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HSS 3 1/2" X 3 1/2" X 3/16" BELOW


HSS 3 1/2" X 3 1/2" X 3/16" BELOW


THICKENED SLAB BELOW, TYP. SEE

NOTES THIS PAGE.


5/8" DIA. THREADED ROD HANGER,

TYP.


1/2" DIA. ALL THREAD HANGER

RODS TO BOTTOM CHORD OF


TRUSSES ABOVE @ 10’-0"

MAX., TYP.


5/8" THREADED ROD HANGER

WELDED TO T.O. C10 AND

THROUGH BOTTOM FLANGE OF W8

ABOVE, TYP.


EXISTING 4" SQ. COLUMN
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L7X5X0’-6" W/(2)

1/2"X8" ANCHORS


5/8" DIA. ALL

THREAD


C10


FACE OF

MASONRY


SCALE: 1 1/2"=    1’-0"
1 
Vestibule & Awning Section 

0 6’’ 12’’ 18’’


SCALE: 1/4"   =    1’-0" 2 
Canopy Framing


0 2’ 4’ 8’


SCALE: 1 1/2"=    1’-0"
3 
Section Detail


FACE OF EXIST.

MASONRY WALL


C10


L4X4X1/4"X0’-10" W/(2) 9/16"

DIA. HOLES FOR 8" LONG

1/2" DIA. EPOXY SET

ANCHOR RODS. USE

SCREW TUBES.


C10
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Plan Detail
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