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NTES
- FIELD PIPE DROPS AS Sl
SLEEVING, ELBOWS, TEES, AND NOZZLES SUPPLIED BY CAS
- RELGCATE. NDZZLES IF FLOW PATTERN IS BLOCKED BY SHELVING,
r—-——— i1 SALAMANDERS,
5 2 ~ MAXIMUM 9 ELnan IN SUPPLY LINE.
§ ]ssw -~ MINIMUM 72 INCHES OF AGENT LINE FROM TANK TO FIRST NDZZLE.
= o - IF APPLICABLE, PRE-PIPED CHARBROILER DROPS ARE_SHIPPED LIOOS
{ 1 o -~ FACTORY PIPING EXTENDS A MAXIMUM OF 6 ABODVE THE TOP OF THE HOOD,
[ | ~ APPLIANCE DIMENSIINS LISTED REPRESENT THE CHOOKING SURFACE
SIZE, NOT THE DOVERALL APPLIANCE SIZE,
- THIS FIRE SYSTEM COMPLIES WITH UL. 300 REQUIREMENTS
Job. # 2125331
Hood & 1 Job Numer Portland Coop
Drawn §
System izer ANSUL-3.0 Total FP re ulredx 8
Hood # 1 8’ 0.00* Long x 54* Wide x High

Riser # 1 Size: 14* Dia.
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PLENUM PROTECTION
NOZZLE

APPLIANCE PROTECTION
NOZ22LE REMOTE MANUAL.
PULL STATION

OPTIONAL PRE~WIRED ELECTRICAL REMOVABLE STAINLESS

TERMINAL BOX VITH TERMINAL STRIPS,
3-PHASE_CONTACTORS AND OVERLOADS
<IF APPLICABLE) FAN AND LIGHT
CONTROL PANEL

AGENY TANK

DEM RELEASE/
BRACKET ASSEMBLY

Job # 2123331

Job Namet Portland Coop

Drawn By

Systen glze« ANSUL-3.0 Total FP requirect 8
Hoed # 1 8 000" Long x 54 VWide x 24* High
Riser # 1 Sizer 0* x 0

STEEL SERVICE DOOR _.

INCLUDES: FIELD INSTALLATION AND HOOKUP DURING NORMAL BUSINESS HOURS
BY CERTIFIED INSTALLERS ONLY IN THE LOCATION NOTED ABOVE, TWO SITE
VISITS ONLY (ONE VISIT TO SET PULL STATION & SYSTEM HUOKUP AND ONE
VISIT FOR ONE TEST) ADDITIONAL VISITS WILL RESULT IN ADDITIONAL
CHARGES), ONE MECHANICAL GAS VALVE PER SYSTEM AT A MAXIMUM SIZE OF
2¢, PERMLY, AND SYSTEM TEST.

St UNION LABOR & PREVAILING WAGE CLABOR & WAGES WILL BE
ABLED, GAS VALVE INSTAL

LLATION, ELECTRICAL HODKUP AND
ONNECTIONS, HANGING OF FIRE CABINET, SHUNT TRIP,

! HANDHELD
EXTINGUISHER(S), ON~SITE RE-PIPING DUE TO EQUIPMENT LAYDUT CHANGES,

NOTES
- FIELD PIPE DROPS AS SHOWN
SLEEVING, ELBOWS, TEES, AND NOZZLES SUPPLIED BY CAS
- RELOCATE NOZZLES IF FLOW PATTERN IS BLOCKED BY SHELVING,
SALAMANDERS, ETC,
MAXIMUM S ELBOWS IN SUPPLY LINE.
MINIMUM 72 INCHES OF AGENT LINE FROM TANK T FIRST NOZZLE,
IF APPLICABLE, PRE-PIPED CHARBROILER DROPS ARE SHIPPED LOOSE,
FACTORY PIPING EXTENDS A MAXIMUM OF 6° ABOVE THE TOP OF THE HOOD.

APPLIANCE DIMENSIONS LISTED REPRESENT THE COOKING SURFACE
SIZE, NOT THE OVERALL APPLIANCE SIZE.

THIS FIRE SYSTEM COMPLIES WITH UL. 300 REQUIREMENTS

Lt

i

SPECIFICATIONS

THE RESTAURANT FIRE SUPPRESSION SYSTEM SHALL BE THE PRE-ENGINEERER
TYPE WITH A FIXED NOZZLE AGENT DISTRIBUTION NETWORK, IT SHALL BE LISYED
WITH UNDERWRITERS LABORATORIES, INC. CUL>

THE SYSTEM SHALL BE CAPABLE UF AUTDMATIC DETECTION AND ACTUATION
WITH LOBAL OR REMDTE MANUAL ACTUATION. ACCESSORIES SHALL BE AVAILABLE
FOR MECHANICAL OR ELECTRICAL GAS LINE SHUT-OFF APPLICATIONS.

THE_EXTINGUISHING AGENT SHALL BE A POTASSIUM CARBUNATE, PHTASSIUM
ACETATE-PASED FURMULATION DESIGNED FOR FLAME KNOCKDOWN AND SECUREMENT
OF GREASE RELATED FIRES. IT SHALL BE AVAILABLE IN PLASTIC CUNTAINERS
WITH INSTRUCTIONS FOR LIGUID AGENT HANDLING AND USAGE.

THE - REGULATED RELEASE MECHANISM SHALL BE CUMPATIBLE WITH A FUSIBLE
LINK DETECTION SYSTEM, THE FUSIBLE LINK SHALL BE SELECTED AN
INSTALLED ACCORDING TD THE DPERATING TEMPERATURE IN THE VENTILATING
SYSTEM. THE FUSIBLE LINK SHALL BE SUPPORYED BY A DETECYOR BRACKET/
LINKAGE ASSEMBLY.
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15 GALLON TANK

3 GALLON TANK

OEM AUTOMAN RELEASE
OEM REGULATED RELEASE
DEM REGULATED ACTUATOR
ANSULEX LIQUID AGENT (3 GAL.)
ANSULEX LIQUID AGENT <15 GAL)
CARTRIDGE - <161~20>
CARTRIDGE ¢101-10>
CARTRIDGE <101-30)

94 CARTRIDGE (LT-A-101-30>
9B DOUBLE TANK CARTRIDGE
10 TEST LINK

11 DOUBLE MICROSWITCH

12 HOSE ASSEMBLY

1100 DUCT NDZZLE (430913)

2W  DUCT NOZZLE (419337

1w NOZZLE ASSEMBLY (419336
i NOZZLE ASSEMBLY €419333)
N NOZZLE ASSEMBLY (41933%)
1/8N NOZZLE ASSEMBLY (419334
3N NOZZLE ASSEMBLY (419338
245 NOZZLE ASSEMBLY (419340)
230 NIOZZLE ASSEMBLY (419339)
2120 NDZZLE ASSEMBLY (419343
290 NOZZLE ASSEMBLY (419342>
260 NOZZLE ASSEMBLY (419341
28 DETECTOR BRACKEY

29 LOW TEMP FUSIBLE LINK
30 HIGH TEMP FUSIBLE LINK
MGV - MECHANICAL GAS VALVE
EGV ELECTRICAL GAS VALVE
34 REMOTE MANUAL PULL STATION
S SWIVEL ADAPTOR
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