
May 16, 2016


Architect


Winton Scott Architects


5 Milk Street

Portland, Me 04101


207-774-4811


Reception Areas Renovation 

Portland Family Medicine

272 Congress Street


Portland, Maine 04101

0 4 8


A 302


PATCH + PAINT 
EXIST GWB UNDER

SIDE OF STAIRS


Stair Section, Elevations

+


Partition Types


Scale : As Shown 

EXIST EXPOSED STL

STRINGERS: NO PAINT

PAINT AT PATCHED

LOCATIONS ONLY


PTD STL


PTD STL STRINGERS

+ POSTS
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STAIR ELEVATION  PROPOSED


3/8" = 1' - 0"
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STAIR ELEVATION : REMOVALS


3/8" = 1' - 0"

A 

STAIR ELEVATION  PROPOSED


3/8" = 1' - 0"
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DTL 3/A303 

DTL 4/A303
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REMOVE GLASS INFILL AND HARDWARE AND

SAVE FOR REUSE WHERE SHOWN


REMOVE 1.5" OD SST HANDRAIL


REMOVE 1.9" OD STL GUARDRAIL AND POSTS.

GRIND ADJ SURFACES FLUSH WHERE EXPOSED

TO VIEW


EXIST 3 X 3 STL POST TO REMAIN


PROVIDE 3 X 3 STL POST


REMOVE TS 12 X 2 STRINGER + CONC

FILLED STL PAN TREADS


CONC LANDING TO REMAIN - FIELD VERIFY

SAWCUT


PROVIDE TS 12 X 2 STRINGER TO MATCH

EXIST


PROVIDE 3 X 1/4 STL PLATE CLOSURE


EXIST TS 12 X 2 STRINGER


NOTES: 

PROVIDE STL PAN LANDING W/3" CONC FILL


12
 PROVIDE TS 5 X 2 X 3/8 STRINGER

EXTENSION


NOTE:  SAVE AND REUSE EXISTING

COMPONENTS AS POSSIBLE.


NOTE:  GRIND, SAND AND PAINT AFFECTED

STEEL CONNECTIONS TO MATCH EXISTING

PAINT EXACTLY.
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SECOND FLOOR


GROUND FLOOR


EXIST ACT 

BOT EXIST

GWB SOFFIT


1

STAIR SECTION


3/8" = 1' - 0"


EXISTING PARTN:

3 5/8" MTL STUDS


5/8" GWB EACH SIDE

FIRETAPED


5/8" FR GWB OVER

EXIST 3 5/8" MTL STUDS


FIRECAULK PENETRATIONS + GAPS


EXIST ACT
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EXIST 5/8" GWB


4" VB EA SIDE


4" VB


1A 

1A


PACK FLUTES W/

MINERAL BATT SAFING 

SCRIBE GWB TO

DECK + FIRECAULK


EXIST CONC ON

2" MTL DECK


1 1/2" MTL STUD @ 16" OC


EXIST ACT


GWB


BOT EXIST

GWB


4" VB


POLISHED

SST HANDRAIL
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