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VESTIBULE


EXISTING CMU


REMOVE EXISTING


1 0 x 1 0 OHD (DASHED) 

NEW PTD BENT PLATES


AT GATE POCKETS 

EXISTING CB


EXISTING GRANITE


NEW COLLAPSIBLE 8' LONG x 6' HIGH GATES 

NEW BRAKE METAL CLADDING & CONT.


HINGED DOOR PANEL w/ CAM LOCK


@ GATE POCKET (7' HIGH)


NEW ALUMINUM STOREFRONT ENTRANCE 

1 . ALL ALUMINUM SHALL BE CLEAR ANODIZED.


2. MATCH EXISTING BUILDING TINTED GLASS & SPANDREL PANEL TYPE & COLOR.


3. PROVIDE ELECTRICAL STRIKE (CARD READER BY OWNER).


EXISTING CAMERA


TINTED GLASS AT UPPER STOREFRONT


BRAKE METAL ALUMINUM FIXED


POCKET ABOVE GATES (8" DEEP)


ONE-WAY TINTED GLASS AT TOP PANEL OF DOOR


ONE-WAY TINTED GLASS AT STOREFRONT


BRAKE METAL ALUMINUM POCKET & DOOR


w/ CAM LOCK AT COLLAPSIBLE GATES -

EACH SIDE (1 8" DEEP)


SPANDREL GLASS PANEL AT


BOTTOM OF DOOR

NOTE:


INSTALL SEALANT AT BOTTOM EDGES


OF STEEL AT CONCRETE FLOOR FOR


WEATHERTIGHT PERFORMANCE


ALUMINUM STOREFRONT SYSTEM


SET IN SEALANT & ANCHORED TO


STEEL PLATE


PTD STEEL PLATE ENCLOSURE


WELDED TO EXISTING CB


RETRACTABLE SECURITY GATE


(BY OWNER) - DASHED


STEEL ANGLE CLIP (PTD) ANCHORED


TO EXISTING GRANITE (1  1
2" x 1  1
2" x  
1

8" x 6")


CONT. S.S. HINGE w/


TAMPER-PROOF ANCHORS


ALUMINUM ACCESS DOOR w/


KEYED CAM LOCK (FIXED PANELS ABOVE)


1 

EXISTING GRANITE OPENING


LINE OF FIXED PANEL


ABOVE AND SLOPED


CAP @ 7'-0" A.F.F.


SPANDREL GLASS PANELS AT STOREFRONT


PROVIDE (3) ROWS OF


଀ᔀఀ᐀ ሀᔀԀ鄀 ─̀㈀⼀㜀㘀̀⌀ ᐀̀ ጀԀ


FROM BOTTOM AND TOP


AND AT MID-HEIGHT


FULL HEIGHT


(TYP EACH


CORNER)


BOTH VERTICAL


EDGES

3/1 6 2 1 /2"


PROVIDE L4x3x1 /4 (LLV)


娀ሀ᐀ ሀᔀԀ鄀 ␀̀㄀☀⬀㈀㔀 ─̀㈀⼀㜀


SET IN EPOXY, MIN.


5 1 /2" EMBED (TYP)


NOTE:  FIELD MEASURE SLOPE @ GRADE AND


MATCH TAPER TO BOTTOM OF STEEL PLATES
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