00D INFORMATION — Job#3005522 PATENT NUMBER
X, EXHAUST PLENUM HOOD CONFIG,
Hﬁlﬂﬂ TAG MODEL LENGTH |cooking| ToTaL RISERC(S I:I:INSBI'I;EIET]EIN END TO . Exhaust Hoods ND-2/BD-2/SND-2 (Canodad — CA Pate
: TEMP. |EXH. CFM|WIDTH|LENG. [HEIGHT| DIA. | cFM | VEL. | sP. END
5424 600 430 SS views ¢
1 oo 18007 | pog | 2625 | 167 |2625| 1880 [-0981" |\ T D | ALONE | ALONE RA‘T’ZE‘(:?(:TI
e it o
00D INFORMATION ~05/30/17
FILTERCS LIGHTS) UTILITY CABINETCSY rme | noop | Pte——
HOD FIRE SYSTEM ELECTRICAL SVITCHES
TAG EFFICIENCY @ 7 WIRE SYSTEMHANGING
N TYPE QTY/|HEIGHT [LENGTH MICRONS ary, TYPE GuaRp| -OCATION SIZE TYPE SIZE MODEL # QUANTITY PIPING| WGHT
85% See Filter S22
1 Captrate Solo Filter 8 20" 16* Spec. 4 Screw In Compact NO NO LBS
00D OPTIONS
D] raG OPTION
FIELD  WRAPPER  24.00° High Front, Right
LEFT _END STANDOFF (FINISHED)  1° Wide 54" Long Insulated
1 RIGHT QUARTER END PANEL 23" Top Width, 0’ Bottom Width, 23" High 430 SS
INSULATION FOR BACK OF HOOD
LEFT WALL AS END PANEL

CUSTOMER APPROVAL TO MANUFACTURE:

Approved as Noted O
Approved with NO Exception Taken O
Revise and Resubmit O
SIGNATURE

Your Title Date

SPECIFICATION: CAPTRATE® GREASE-STOP® SOLO FILTER

THE CAPTRATE GREASE-STOP SOLO FILTER IS A SINGLE-STAGE FILTER FEATURING

A UNIQUE S-BAFFLE DESIGN IN CONJUNCTION WITH A SLOTTED REAR BAFFLE DESIGN,
TO DELIVER EXCEPTIONAL FILTRATION EFFICIENCY.

FILTER IS STAINLESS STEEL CONSTRUCTION, AND SIZED TO FIT INTO STANDARD
2-INCH DEEP HOOD CHANNEL(S).

UNITS SHALL INCLUDE STAINLESS STEEL HANDLES AND A FASTENING DEVICE TO SECURE THE TwO
COMPONENTS WHEN ASSEMBLED.

GREASE EXTRACTION EFFICIENCY PERFORMANCE SHALL REMOVE AT LEAST 75% OF GREASE
PARTICLES FIVE MICRONS IN SIZE, AND 857 GREASE PARTICLES SEVEN MICRONS IN SIZE AND
LARGER, WITH A CORRESPONDING PRESSURE DROP NOT TO EXCEED 1.0 INCHES OF WATER GAUGE.

THE CAPTRATE GREASE-STOP SOLO WAS TESTED TO ASTM STANDARD ASTM F2519-0S.
EFFICIENCY VS, PARTICLE DIAMETER PRESSURE DROP VS, FLOW RATE
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CAPTRATE FILTERS ARE BUILT IN COMPLIANCE WITH:
NFPA #96

NSF STANDARD #2

UL STANDARD #1046

INT. MECH. CODE <IMC>

ULC-S649
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JOB St Peters Church rl

L0CA7/0/ PORTLAND, ME, 04101

BB oe— e
E DATE 5/8/2017 JOB # 3005522
DWE # 1 DRAWN BY BFC-21
REV. SCALE 3/8" = 10




Reviewed for Code Compliance
Inspections Division

1 LAYER OF INSULATION FACTORY Approved with Conditions
INSTALLED IN INTERNAL BACK STANDOFF. ~05/30/17
MEETS 0 INCH REQUIREMENTS FOR Date: —~ ~—
CLEARANCE TO COMBUSTIBLE SURFACES.

1”7 LAYER OF INSULATION
FACTORY INSTALLED IN

1.00” END STANDOFF MEETS
0” REQUIREMENTS CLEARANCE _\

TO COMBUSTIBLE SURFACES.

G Z =

37 Z
TXAT i N
FACTORY
INSTALLED
EXHAUST
547 UL. Listed Screw In COLLAR
Compact Fluor‘escenﬁ_\Bulb — o
Y 4
INSTALLER MUST CONFIRM HOOD IS INSTALLED SUCH 70" I 70"

THAT THE SPECIFIED WALL, ACTING AS AN END PANEL,
IS MATED TIGHT TO THE CORRECT END OF HOOD TO

ACHIEVE A REDUCED MINIMUM EXHAUST CFM LISTING. ]
NON-COMPLIANCE WILL NULLIFY THE ETL LISTING,

VOID THE MANUFACTURER’S WARRANTY, AND HOLD THE ,
CONTRACTOR LIABLE FOR ANY AND ALL LOSSES, COSTS, 11'-9.00” Overall Length
AND EXPENSES RELATED TO THE NON-CONFORMANCE OF

THE MANUFACTURER’S SPECIFIED INSTRUCTION. THE

= 11" 8.00"Nom./11” 8.00"0D

WALL ACTING AS AN END PANEL MUST EXTEND NO LESS _
THAN 20” FROM THE INTERSECTING WALL ON WHICH HOOD ?LAN \,/,lEW Hood #1
IS MOUNTED AND MUST EXTEND NO LESS THAN 20 UNDER 11 8.00° LONG 5424ND—-2

BOTTOM OF HOOD TO BE ELIGIBLE FOR REDUCED
MINIMUM EXHAUST CFM LISTING.

CUSTOMER APPROVAL TO MANUFACTURE:

Approved as Noted ] JOF St Peters Church rl

Approved with NO Exception Taken ] = = . — | LOCA770/ PORTLAND, ME, 04101
0 ) @ = W 0478 _S/8/207 | J0B § 3005522
SIGNATURE o\ s ntertek % DWG # 2 DEAWN BY BFC-21

Your Title Date REV. SCALE 3/8" = 1'-0"
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FULL LENGTH
/2 - 13 TPl HANGING ANGLE
GRADE 5_CMINIMUM) (HARDWARE BY INSTALLER>
STEEL HEX NUTS
1/2* GRADE S
CMINIMUM) STEEL
FLAT WASHER

1/2* - 13 TP1
GRADE 5 CMINIMUM)
STEEL ALL-THREAD

12" - 13 TPL
GRADE S _(MINIMUM>
STEEL HEX NUT

1/2* GRADE 5
CMINIMUM) STEEL
FLAT WASHER

FULL LENGTH
HANGING ANGLE
CWEIGHT BEARING
ANCHOR POINT
FOR HOOD

1/2* GRADE S
CMINIMUM> STEEL
FLAT WASHER
1/2* - 13 TPL
GRADE 5 _(MINIMUM)
STEEL HEX NUT

ASSEMBLY INSTRUCTIONS

HANGING ANGLE MUST BE SUPPORTED WITH 1/2* - 13 TPI
GRADE S5 <MINIMUM)> ALL-THREAD. SANDWICH HANGING
ANGLES AND CEILING ANCHOR POINTS WITH 1/2” GRADE S
(MINIMUM> STEEL FLAT WASHERS AND 1/2” - 13 TPI
GRADE S5 (MINIMUM> HEX NUTS AS SHOWN. MUST USE
DOUBLED HEX NUT CONFIGURATION ABOVE CEILING
ANCHORS. SINGLE HEX NUT BENEATH HANGING ANGLE IS
ACCEPTABLE FOR FULL LENGTH HANGING ANGLES.
MAINTAIN 1/4“ OF EXPOSED THREADS BENEATH BOTTOM
HEX NUT. TORQUE ALL HEX NUTS TO S7 FT-LBS.

HOOD CORNER
172 - 13 TPL HANGING ANGLE
GRADE 5_(MINIMUM> (HARDWARE BY INSTALLER>
STEEL HEX NUTS
1/2" GRADE S
CMINIMUM) STEEL
FLAT WASHER

172" - 13 TPL
GRADE 5 (MINIMUM>
STEEL ALL-THREAD

172" - 13 TPL
GRADE 5 _(MINIMUM>
STEEL HEX NUT
1/2" GRADE S HOOD CORNER
(MINIMUM) STEEL

FLAT WASHER

FOR HODD>

1/2* GRADE 5
CMINIMUM) STEEL
FLAT WASHER

e -
GRADE 5_(MINIMUM>
STEEL HEX NUTS

ASSEMBLY INSTRUCTIONS

HANGING ANGLE MUST BE SUPPORTED WITH 1/2” - 13
GRADE S5 (MINIMUM)> ALL-THREAD. SANDWICH HANGING
ANGLES AND CEILING ANCHOR POINTS WITH 1/2“ GRAD
(MINIMUM> STEEL FLAT WASHERS AND 1/2” - 13 TPI
GRADE S (MINIMUM> HEX NUTS AS SHOWN. MUST USE
DOUBLED HEX NUT CONFIGURATION BENEATH HOOD HAN
ANGLES AND ABOVE CEILING ANCHORS. MAINTAIN 1/4*
EXPOSED THREADS BENEATH BOTTOM HEX NUT. TORQUE
ALL HEX NUTS TO S7 FT-LBS.

CUSTOMER APPROVAL TO MANUFACTURE:
Approved as Noted O
Approved with NO Exception Taken ]
Revise and Resubmit m}
SIGNATURE
Your Title Date

EXHAUST RISER

HANGING ANGLE

20" CAPTRATE SOLO
FILTER WITH HOOK

LAYER OF INSULATION FACTORY

INSTALLED IN 3” INTERNAL STANDOFF.

MEETS 0 INCH REQUIREMENTS FOR

CLEARANCE TO COMBUSTIBLE SURFACES.

IT IS THE RESPONSIBILITY

OF THE ARCHITECT/OWNER TO

ENSURE THAT THE HOOD CLEARANCE

TPI

E S

GING
oF

FROM LIMITED-COMBUSTIBLE
AND COMBUSTIBLE MATERIALS

IS IN COMPLIANCE WITH
LOCAL CODE REQUIREMENTS.

GREASE DRAIN
WITH REMOVABLE CUP
RIGHT QUARTER END PANEL

LEFT WALL AS END PANEL

/L

~_

ANERNNEAN

SCREW IN COMPACT FLUORESCENT BULB, L!
SERIES E26 CANOPY LIGHT FIXTURE - HIG
TEMP ASSEMBLY, INCLUDES CLEAR THERMAL
AND SHOCK RESISTANT GLOBE

FIELD WRAPPER 24.00” HIGH
(SEE HOOD OPTIONS TABLED

24 NOM
23
L 480" MAX
— 23" —
80’
EQUIPMENT
BY OTHERS

SECTION VIEW —

MODEL 5424ND—2

HOOD — #1

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Date: 05/3%7_

JOB St Peters Church rl

LOCAZ/0N/ PORTLAND, ME, 04101

DATE  5/8/2017

JOB #

3005522

e

DRAWN BY BFC-21

REV.

SC4LE 3/8" = 1'-0"




EXHAUST FAN INFORMATION — Job#3005522
F AN WEIGHT
UNIT | TAG FAN UNIT MODEL # CFM ESP. RPM HP. | BHP. | ® | VOLT | FLA (LBS) SONES
NO. !
1 NCAI6FA 2625 1250 | 1122 | 1500 [1.0720| 1 | 230 | &8 204 13.6
Reviewed for Code Compliance
FAN OPTIONS Keprovedwits Condrons
FAN FAN _SOUND INFORMATION 05/30/17
UNIT | TAG OPTION (Qty. - Descr) FAN Date: 07
NO. UNIT| MOTOR | RPM | Lwa |sones | DBa | DISTANCE | erave 1 | OCTAVE 2 |OCTAVE 3 |OCTAVE 4 |OCTAVE S| OCTAVE 6 |OCTAN- . ... -
1 - Grease Box NO. ‘ ‘
1 - Full Crating For Exhaust Fans 1 Exhaust 1122 76.7 13.6 65.2 S 734 78.8 82.3 717 66.8 64.7 59 [ 53.5 l
1 1 - 3 Year Extended Motor Warranty
1 - Extra Set of Belts CURB ASSEMBLIES
1 - Fan Base Ceramic Seal - Installed At Plant - For Grease Ducts ND. FDANN WEIGHT ITEM SIZE
SS S
FAN ACCE QRIE 1 # 1 34 LBS Curb 26.500"W x 26.500"L x 24.000"H SPECIFY Pitch Vented Hinged
FAN EXHAUST SUPPLY
UNIT | TAG
NO. GREASE|GRAVITY | WALL SIDE GRAVITY | MOTORIZED | WALL
CUP DAMPER |MOUNT [DISCHARGE| DAMPER DAMPER MOUNT
1 YES
FAN #1 NCAI6FA — EXHAUST FAN
39 3/8 FEATURES: ﬂ\as 172"
- ROOF MOUNTED FANS
- RESTAURANT MODEL
- UL70S AND UL762
- AMCA SOUND AND AIR CERTIFIED VENTED
- WIRING FROM MOTOR TO DISCONNECT SWITCH CURB
- WEATHERPROOF DISCONNECT W\
- HIGH HEAT OPERATION 300°F <149°C) 24
- GREASE CLASSIFICATION TESTING
| : L
33 3/4 g T — NORMAL TEMPERATURE TEST ‘ ggggﬁLJGE
EXHAUST FAN MUST OPERATE CONTINUOUSLY
= 22 5/8 WHILE EXHAUSTING AIR AT 300°F (149°C) CONSTRUCTION
UNTIL ALL FAN PARTS HAVE REACHED
THERMAL EQUILIBRIUM, AND WITHOUT ANY
7 — DETERIORATING EFFECTS TO THE FAN WHICH ST — 3' FLANGE
GREASE DRAIN WOULD CAUSE UNSAFE OPERATION. / ~ -
2 ‘4 ABNORMAL FLARE-UP TEST
[ { \ ] EXHAUST FAN MUST OPERATE CONTINUOUSLY <
A | WHILE EXHAUSTING BURNING GREASE VAPORS — / ROOF OPENING
AT 600°F (316°C) FOR A PERIOD OF — 24 DIMENSIONS
I \ 1S MINUTES WITHOUT THE FAN BECOMING 24 \/
16 172 DAMAGED TO ANY EXTENT THAT COULD CAUSE
o \ AN UNSAFE CONDITION.
24 PITCHED CURBS ARE AVAILABLE 37
‘ 28 ‘ e FOR PITCHED ROOFS.
j ) GREASE BOX 7
L \//\ 4 FULL CRATING FOR EXHAUST FANS SPECIFY PITCH 2
3 YEAR EXTENDED MOTOR WARRANTY EXAMPLE: 7/12 PITCH = 30° SLOPE
EXTRA SET OF BELTS
DUCTWORK BETWEEN FAN BASE CERAMIC SEAL - INSTALLED AT PLANT - FOR GREASE DUCTS
EXHAUST RISER ON HOOD
AND FAN (BY OTHERS)
CUSTOMER APPROVAL TO MANUFACTURE:
A d as Noted
pproved as Tote S JOB St Peters Church rl
A d with NO E i Tok:
pRroves ¥ Crespron Teren 0 w = _.—— . | LOCAT/ON PORTLAND, ME, 04101
Revise ond Resbnit @mb D (ol E DATE _5/8/2017 JOB # 3005522
SIGNATURE S\ s Tntertek N\ DWG # 4 DEAWN BY BFC-21
Your Title Date REV. SCALE 3/8" = 1'-0"




FAN#1 - EXHAUST PERFORMANCE CURVES.

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

05/30/17

Date:

2625 CFM, 1.25S SP e 1122 RPM and 1.072 BHP at 25 feet and 70 deg F

¥ Please note that these curves were adjusted for job specific temperature and altitude.

2.500

2.250

2.000

1.750

1.500

S P 1.230

1.000

e 2

0.750

0.500

0.250

0.000

1500 2000 2500 3000 3500 4000 4500 5000 5500

CFM

CUSTOMER APPROVAL TO MANUFACTURE:

Approved as Noted ] JOF St Peters Church rl

Approved with NO .Excepﬂon Taken O — e L0CA7/0/ PORTLAND, ME, 04101
N 1.©® CAPTIVEAIRE 7", ==
SIGNATURE o\ s inertek Nt DWG # S DEAWN BY BFC-21

Your Title Date REV. SCALE 3/8" = 1'-0"




LECTRICAL PACKAGES — Job#3005522

NO. TAG PACKAGE # LOCATION SVITCHES OPTION FANS CONTROLLED Reviewed for Code Compliance
LOCATION QUANTITY TYPE ? | HP. |VOLT| FLA Apg:zg;‘mfg‘:;?ms
1 Light
1 SC-210110FP | Wall Mount In SS Box Dao;nstsn\g:“ 1 F?’m Smart Controls Thermostatic Control Exhaust| 1 (1500|230 | 68 Date: 05/30/17_
TEMPERATURE SENSOR
I— ——————— HOOD LIGHTS
I SECURE TO WALL
I WITH 4 SCREWS
é\ ROOM TEMPERATURE
SENSOR
CASHMI
INTERFACE
WALL MOUNTED CONTROL CENTER
CUSTOMER APPROVAL TO MANUFACTURE:
Approved os Noted - JOBSt Peters Church rl
Approved with NO Exception Taken O — - LOCATIO/V PDRTLAND, ME, 04101
. . W
o @[ﬂb DRE™ m"— = [ 2ir s/s/e0 708 § 3005522
SIGNATURE ©\ w interisk 2 DWG # 6 DEAWN BY BFC-21
Your Title Date REV. SCALE 3/8" = 1'-0"




System Design Verification (SDVD

If ordered, CAS Service will perform a System Design Verification (SDV)> once all equipment
has had o complete start up per the Operation and Installation Manual. Typically, the SDV will
be performed after all inspections ore complete.

Any field related discrepancies that are discovered during the SDV will be brought to the
attention of the general contractor and corresponding troades on site. These issues

will be documented and forwarded to the appropriote sales office. If CAS Service has to
resolve a discrepancy that is a field issue, the general contractor will be notified and
billed for the work. Should a return trip be required due to any field related discrepancy
that cannot be resolved during the SDV, there will be additional trip charges.

During the SDV, CAS Service will address any discrepancy that is the fault of the
monhufacturer. Should a return trip be required, the general contractor and appropriote
sales office will be notified. There will be no additional charges for manufacturer
discrepancies.

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Date:

05/30/17

CUSTOMER APPROVAL TO MANUFACTURE:
Approved os Noted a JOBSt Peters Church rl
Approved with NO Exception Taken m} — A e — L0CA770N PORTLAND, ME, 04101
: (hC® CAPTIVEBAIRE =~ =, =
SIGNATURE o\ s inertek Nt WG # 7 DEAWN BY BFC-21
Your Title Date REV. SCALE 3/8" = 1'-0"
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JOB

NO
3005522

MODEL NUMBER DRAWN BY SCHEMATIC TYPE
SC-210110FP INSTALL

JOB NAME DATE DWG NO
St Peters Church r1 5/8/2017 ECP #1-1

DESCRIPTION OF OPERATION:

220V 1 Phase w/ control for 1 Exhaust Fan, Exhaust on in Fire, Lights out in Fire, Fant
Controlled. Room temperature sensor shipped loose for field installation.

BREAKER PANEL TO CONTROL PANEL

Responsibility:

Electriclan

BREAKER SIZE SHOWN IS THE MAXIMUM ALLOWED

BREAKER PANEL

CONTROL PANEL

CONTROL PANEL|
T0
KITCHEN TEMP
SENSOR

WIRE TO CONTROL BOARD.
SENSOR MOUNTED IN ROOM AWAY
FROM HEAT SOURCES., SEE MANUAL

CONTROL PANEL T2ACH

,,,,,,,,,,,,,,,,, Hot | HI
BREAKER IPH7777777777777777NLMLQL77 NI
eoev. EﬂwL,,OGNDC
_ 154 |CONTROL POWER. DO NOT WIRE
TO SHUNT TRIP BREAKER.
1ST HOOD LIGHT BREAKER SHARED W/
CONTROL POWER. SWITCH #1
L - __LEG1 | L1
BREAKER 1PH R 1 - -2 o
eso v | Ground | |
MCA: 85 A EXH-1 CGNIO
MOCP: 1S A

CONTROL PANEL TO FANS
Responsibility: Electriclan

CONTROL PANEL

Load Wiring
C-1
WIRE DIRECT
TO STARTER

FANS
[l — westrwr Fanoor | B FLAGS
| LEG2 ¢/ NEUTRAL__ _ _ _ _ _ _ _ _ _| RN HP: 1,500
II - VOLT:230 V
GNDOH— — —GRowwo_ _ ——n
WIRE TO
DISCONNECT

CONTROL PANEL TO ACCESSORY ITEMS

Responsibility: Electriclan

CONTROL PANEL

CONTROL PANEL
TO
HOOD LIGHTS
1400 W MAX

COMPONENT

MICROSWITCH 1

WIRE TO J-BOX ON TOP OF HOOD

CONTROL PANEL 4ND R
C NC
I 1 T . 16 GRNC
777777777777777777777 1
MICRDSWITCHWIRE €1 7O COMMON <.
WIRE AR TO NORMALLY CLOSED (2,
C1 TO ARI SHOULD HAVE MS-1 4,0 CAR
CONTINUITY WHEN ARMED. S OFF
777777777777777 |LCo,~@NC
il
- _ _ 1
IF MORE THAN ONE r C
FIRE SYSTEM, WIRE | MS-2_4iND §AP
IN SERIES AS SHOWN L_ e e
- T -
777777777777777777777 -
CONTROL PANEL [/ ALL SWITCHES FACTORY WIRED
O CAT-5 CONNECTION
SWITCHES

HOOD LIGHTS 1

1 - 7.3 B
% P WHITE | ¢
QGNDC,,,,,,,,,,,,,G&EQ\‘ ,,,,,, |

TO
DUCT SENSOR

CONTROL PANEL|
SIGNAL FOR
EXTERNAL
SHUNT TRIP

CONTROL PANEL|

SPARE FIRE

SYSTEM DRY
CONTACT

CONTROL PANEL|
T0
EXTERNAL
SWITCH

DInIcH

RISER 1

WIRE TO CONTROL BOARD.

SENSOR MOUNTED IN EXHAUST DUCT

THE FOLLOWING CONNECTIONS
REQUIRED BASED ON JOBSITE

SPECIFICATIONS

IN FIRE CONDITION.

HOT_TO SHUNT COIL
NEUTRAL_FROM SHUNT COIL

ST TERMINAL IS ENERGIZED

COMMON

SPARE CONTACTS WILL MAKE C2 TO
AR2 WHEN SYSTEM IS ARMED. THEY

ARE USED TO DISABLE EQU
OR PROVIDE SIGNALS. (NOT

BUILDING FIRE ALARM WHICH MUST

BE WIRED DIRECTL TO THE
ALARM INITIATING SWITCH
IN ANSUL AUTOMAN)

SIGNAL SWITCH THROUGH BMS
WILL ACTIVATE ZONE1 FANS AND

LIGHTS

IPMENT
FOR

ANSUL
LOCATED

SHUNT_COIL

BMS SWITCH

1

0

Date:

. 05/3017

Reviewed for Code Compliance
Inspections Division
Approved with Conditions




ADDITIONAL REQ.

A \ B \ C D \ \ H \ 1
UNLESS SPECIFIED OTHERWISE, ALL FACTORY AC WIRING 16 AWG. ALL FACTORY DC WIRING 18 AWG. MOTOR POWER CIRCUIT
28
1 J9 120v Ry
E i\ 14 AWG Cc-1 MTR:EXH-1
CONTROL INPUT o = | PH OLICE Ly T CONT:100-K09D10
. 120V HI=LINE, 5> 230 v BL2OK L2 iS00
= 2= L3 T3 i
NNEUTRAL 150 24V @000 qi
NOT CONNECT 5 J6 @@@@@@ /
5 TO SHUNT TRIP [ O® BEY =
BREAKER. SEE PS-01 a8 &
INSTALLATION RDIAC v
O

10

L
SCHEMATIC FOR i
a
=
G

PANEL LIDIFR—— p=0-——

J7 120V
BK 14AWG RD-1 BK

MAKE UP AIR INTERLOCK.

JUMPER

510
o

J10
ECPM03

N1

ARISEE—ZRA-TI®—H<Nt

Date:

DRY CONTACTS (SHOWN DE-ENERGIZED>
14 AWG RA-1-1
ON/OFF

- WITH FIRE
T C Yw

14 x 18 x 6 Box

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

. 05/30/17

((COMPONENT LIST )
LABEL DESCRIPTION
ST-X Starter

| PNivaries
OL-x Overload
| PNivaries
c-X Contactor
PN:varies

| Ps-1 Power Sup. 24VIC
PN:MDPI8-24A-1C

IRA-x 120V Relay DPDT
PN:34.1100184.0

RD-x 24VDC Light Relay
PN:34.1100188.0

~———
(— 1EGEND
— — —FIELD WIRING
— FACTIRY WIRING
BK- BLACK YW~ YELLOW
BL- BLUE G- GREY
BR- BROWN  PR- PLRPLE
RD- RED
WH- WHITE  GR- GREEN
OR/BL- [R/BL STRIPE
BL/RD- BL/RD STRIPE
RD/GN- RD/GN STRIPE
WH/BL- WH/BL STRIPE

(- JOB NAME

St Peters Church..
DRAWNG TITLE

SC-210110FP
DESCRIPTION OF OPERATION

J0B _NO DRAWN BY
3005522

TYPE DATE
FACTORY | 5/8/2017

\owe NOECP #12 )




